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FOREWORD

1. This standard is approved for use by all dep artments and agencies of the Department of Defense
(DOD).

2. The National Imagery Transmission Format Standard (NITFS) is the suite of standard s for formatting
digital imagery and imagery-related products and exchanging them among members of the Intelligence Community
(IC) as defined by the Executive Order 12333, the DOD, and other United States Government departments and
agencies.

3. The NITFS Technical Board (NTB) developed this standard based upon currently available technical
information.

4. The DOD and other IC members are committed to the interoperability of systems used for formatting,
transmitting, receiving, and processing imagery and imagery-related information. This standard describes the
National Imagery Transmission Format (NITF) file format and establishes its application within the NITFS.

5. Beneficial comments (recommendations, additions, deletions) and any pertinent data which may be of
use in improving this document should be addressed the National Imagery and Mapping Agency, Interoperability
Branch (SEII), 14675 Lee Road, Chantilly, VA 20151-1715 by using the Standardization Document Improvement
Proposal (DD Form 1426) appearing at the end of this document or by letter.
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1. SCOPE

1.1 Scope. This standard establishes the requirements for the file format component of the National
Imagery Transmission Format Standard (NITFS). The file format described in this document is called the National
Imagery Transmission Format (NITF). The NITFS is a collection of related standards and specifications developed
to provide a foundation for interoperability in the dissemination of imagery and imagery associated data among
different computer systems. An overview of the component documents of the NITFS can be found in MIL-HDBK-
1300.

1.2 Purpose. NITF Version 2.1 changes NITF Version 2.0 by deleting a number of capabilities in NITF
Version 2.0 that resulted from the requirement to be compatible with the original NITF Version 1.1. NITF Version
2.1 deletes the requirements for (1) extension of Adaptive Recursive Interpolated Differential Pulse Code
Modulation (ARIDPCM) including 11-bit pixels and synchronization codes, (2) bit mapped symbol processing, (3)
object symbol processing, and (4) label processing. For this document, NITF refers to NITF Version 2.1 .

1.3 Applicability. This standard is applicable to the Intelligence Community (IC) and the Department of
Defense (DOD). It is mandatory for all Secondary Imagery Dissemination Systems (SIDS) in accordance with the
Assistant Secretary of Defense for Command, Control, Communications, and Intelligence (ASD(C *I))
memorandum, Subject: National Imagery Transmission Format Standard (NITFS), 12 August 1991. MIL-STD-
2500 shall be implemented in accordance with JIEO Circular 9008, and MIL-HDBK-1300. New equipment and
systems, those undergoing major modification, or those capable of rehabilitation, shall conform to this standard.

1.4 Method. This standard provides a detailed description of the overall structure of the file format, as
well as specification of the valid data content and format for all fields defined within a NITF file. Several NITF
implementation issues are addressed in the appendices. Issues pertinent to the use of NITF as the file format for
imagery transmission are described in the NITFS transmission protocol component, MIL-STD-2045-44500. An
example of NITF as the basis for file formation in tactical communications is provided in section 6. Certifiable
implementation of the NITF for support of interoperability is subject to constraints not specified in this standard.
Pertinent compliance requirements are defined in JIEO Circular 9008.

2. APPLICABLE DOCUMENTS

2.1 General. The documents listed in this section are specified in sections 3, 4, and 5 of this standard.
This section does not include documents cited in other sections of this standard or recommended for additional
information or as examples. While every effort has been made to ensure the completeness of this list, document
users are cautioned that they must meet all specified requirements documents cited in sections 3, 4, and 5 of this
standard, whether or not they are listed.

2.2 Government documents.

2.2.1 Specifications, standards, and handbooks. The following specifications, standards, and handbooks
form a part of this document to the extent specified herein. Unless otherwise specified, the issue of these documents
are those listed in the issue of the Department of Defense Index of Specifications and Standards (DODISS) and
supplement thereto, cited in the solicitation.

FEDERAL STANDARDS
FED-STD-1037B - Telecommunications: Glossary of Telecommunication Terms.
FEDERAL INFORMATION PROCESSING STANDARDS

FIPS PUB 10-3 - Countries, Dependencies, Areas of Special Sovereignty, and Their
Principal Administrative Divisions.
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FIPS PUB 128 - Computer Graphics Metafile (CGM) [adaptation of American National
Standards Institute (ANSI) X3.122-1986.

DEPARTMENT OF DEFENSE STANDARDS

MIL-STD-188-196 - Bi-Level Image Compression for the National Imagery Transmission
Format Standard

MIL-STD-188-198 - Joint Photographic Experts Group (JPEG) Image Compression for the
National Imagery Transmission Format Standard

MIL-STD-188-199 - Vector Quantization Decompression for the National Imagery
Transmission Format Standard

MIL-STD- - Tactical Communications Protocol 2 (TACO2) for the

2045-44500 National Imagery Transmission Format Standard

MIL-STD-2301 - Computer Graphics Metafile (CGM) for the National Imagery

Transmission Format Standard
MIL-STD-6040 - United States Message Text Format
DEPARTMENT OF DEFENSE HANDBOOKS
MIL-HDBK-1300 - National Imagery Transmission Format Standard (NITFS)

(Unless otherwise indicated, copies of the above specifications, standards, and handbooks are available from the
Standardization Document Order Desk, 700 Robbins Avenue, Building 4D, Philadelphia, PA 19111-5094.)

(Copies of Federal Information Processing Standards (FIPS) are available to Department of Defense activities from
the Standardization Document Order Desk, 700 Robbins Avenue, Building 4D, Philadelphia, PA 19111-5094.
Others must request copies of FIPS from the National Technical Information Service, 5285 Port Royal Road,
Springfield, VA 22161-2171.)

2.2.2 Other Government documents, drawings, and publications . The following other Government
documents, drawings, and publications form a part of this document to the extent specified herein. Unless otherwise
specified, the issues are those cited in the solicitation.

DEFENSE INFORMATION SYSTEMS AGENCY PUBLICATION
JIEO Circular 9008 - NITFS Certification Test and Evaluation Program Plan

(Requests for copies should be addressed to the Joint Interoperability Test Command, NITFS Lab, Building 57305,
Fort Huachuca, AZ 85613-7020.)

2.3 Non-Government publications. The following documents form a part of this document to the extent
specified herein. Unless otherwise specified, the issues of the documents which are DOD adopted are those listed in
the issue of the DODIIS cited in the solicitation. Unless otherwise specified, the issues or documents not listed in
the DODISS are the issues or the documents cited in the solicitation.
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CONSULTFATHNVE-COMMPFEE OFINTERNAHONAL RABIO-
INTERNATIONAL TELECOMMUNICATION UNION

ITU-R - Encoding Parameters of Digital Television for Sutdios-Section 11F-
Recommendation 601-2 Figital Methods of Transmitting Television Information
CCIR ITU-BT - Encoding Parameters of Digital Television for Studios

Recommendation 601-2 5

CCHTF ITU-T T.4 (1993.03) - Standardization of Group 3 Facsimile Apparatus for Document
RecommendationT~4 AMD2 08/95 Transmission

INTERNATIONAL ORGANIZATION FOR STANDARDS

ISO/OSHEC 7498-1 Information technology; Open Systems Interconnection; Basic

reference model, Part 1: The basic model; 1994-11-00

ISO 8601:-1988(E} - Data Element and Exchange Formats Information Exchange;
Representation of Dates and Times; June 1988

ISO 8879 - Information Processing - Text and Office Systems - Standard
Generalised Mark-up Language (SGML), 1986

ISO/IEC 9069 - SGML Document Interchange Format, 1988

ISO 10646, Part 1 - Information Technology - Universal Multiple - Octet Coded Character
Set (UCS), Architecture and Basic Multilingual Plan

ISO/IEC 10918-1 - Information Technology: Digital Compression and Coding of
Continuous-Tone Still Images; Part 1: Requirements and Guidelines;
February 1994

ISO/IEC 10918-3 - Information Technology; Digital Compression and Coding of
Continuous-Tone Still Images; Part 3: Extensions

ISO/IEC 10918-4 - Information Technology; Digital compression and Coding of
Continuous-Tone Still Images; Part 4: Registration Procedures
for JPEG Profile, APPn Marker, and SPIFF Profile ID Marker

ISO 11172-2 - Information Technology - Coding of Moving Pictures and Associated
Audio for Digital Storage Media at up to about 1,5 Mbit/s ; Part 2:
Video

ISO 12087-5 - Information Technology; Computer Graphics and Image Processing
and Interchange; Part 5: Basic Imagery Interchange Format; mm,
199x



ISO/IEC 86321 1992

AMD 2

ITU-T H.262
ISO/IEC 13818-1

ITU-T H.262
ISO/IEC 13818-2

ITU-T H.262
ISO/IEC 13818-3
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Information Technology; Computer Graphics ; Metafile for
Storage and Transfer of Picture Description ; Ammendment 2:
Application Structuring Extensions; July 1995

- Information Technology; Generic Coding of Moving
Pictures and Associated Audio Information ; Part 1:
Systems

- Information Technology; Generic Coding of Moving
Pictures and Associated Audio Information; Part 2:
Video

- Information Technology; Generic Coding of Moving
Pictures and Associated Audio Information; Part 3: Audio

(Applications for copies should be addressed to the American National Standards Institute, 13th Floor, 11 West
42nd Street, New York, NY 10036.)

2.4 Order of precedence. In the event of a conflict between the text of this document and the references

cited herein, the text of this document takes precedence. Nothing in this document, however, supersedes applicable
laws and regulations unless a specific exemption has been obtained.

3. DEFINITIONS

3.1 Acronyms used in this standard. The acronyms used in this standard are defined as follows:

a. AL
b. API

c. ASD(CY)

d. ASCII
e. BCS
f. BCS-A
g. BCS-E
h. BCS-N
i. BE

j. BIIF
k. BMP
I. C

m. CAT Scan

Attachment Level
Application Program Interface

Assistant Secretary of Defense for Command, Control, Communications, and
Intelligence

American Standard Code for Information Interchange
Basic Character Set

Basic Character Set - Alphanumeric Fermat

Basic Character Set - Extended

Basic Character Set - Numeric-Format

Basic Encyclopedia

Basic Imagery Interchange Format. See 1SO 12087-5.
Basic Multilingual Plane

Conditional

SeanComputerized Axial Tomography Scan
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n. CCS - Common Coordinate System
o. CE - Controlled Extension
p. CETAG - Controlled Tagged Record Extension

o—CFS— - Centerfor Standards

g. CGM - Computer Graphics Metafile

r. COTS - Commercial Off The Shelf

s. CRT - Cathode Ray Tube

t. C3I - Command, Control, Communications, and Intelligence
u. DES - Data Extension Segments

v. DGIWG - Digital Geographic Information Working Group

w. DIGEST - Digital Geographic information Exchange STandard
v—DISA—— Defense Information-Systems-Agency-

x. DL - Display Level

y. DOD - Department of Defense

z. DTG - Date-Time-Group

aa. DTM - Digital Terrain Model

ab. EEI - (1) External Environment Interface

(2) Essential Elements of Information

ac. FIPS - Federal Information Processing Standard
ad. IC - (1) Intelligence Community
(2) Image Compression
ae. IEEE - Institute of Electrical and Electronic Engineers Portable
POSIX Interface Operating System
af. IREP - Image REPresentation
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ag. 1SO - International Organization for Standards

ah. ITU - International Telecommunication Union

ai. JIEO - Joint Interoperability and Engineering Organization
aj. JITC - Joint Interoperability Test Command

ak. JPEG - Joint Photographic Experts Group

al. LSB - Least Significant Bit

am. LUT - Look-Up Table

an. MGRS - Military Grid Referencing System

ao. MPEG - Motion Picture Experts Group

an—MOA——— Memoranda-of Agreement

ap. MSB - Most Significant Bit

ag. MTF - Message Text Format

ar. NITF - National Imagery Transmission Format

as. NITFS - National Imagery Transmission Format Standard

as—NOSE—— NATO-Open-systems-Environment

at. NPPBH - Number of Pixels Per Block Horizontal

au. NPPBV - Number of Pixels Per Block Vertical
ab-NSHE— NATO Secondary-lmagery-Format

av—NSHES — NATO Secondary-lmagerny-Format-Standard-

av. NTB - National Imagery Transmission Format Standard Technical Board

aw. OSE - Open System Environment

ax. OSl - Open Systems Interconnect model

ay. R - Required

az. RES - Reserved Extension Segment

ba. RGB - Components from video standardization: R for Red, G for Green, B for Blue



bb.

bc.

bd.

be.

SBND

SDE

SDIF

SGML
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Graphic Bound
Support Data Extension
SGML Document Interface Format

Standardized Graphic Mark-up Language

bf.
bg.
bh.

SIDS

SLOC

TBD

bi. TACO2

Secondary Imagery Dissemination System
Graphic Location
To Be Determined

Tactical Communications Protocol 2

bk.

bl.

UDHD

ubDID

bm. UN

bn.
bo.

bp.

one of the vector values of the pixel.

3.3 Bandwidth. 1. The difference between the limiting frequencies within which performance of a device,
in respect to some characteristic, falls within specified limits. 2. The difference between the limiting frequencies of

USMTF

uTC

UTM

. VQ

. YCbCre6t

a continuous frequency band.

Universal Multiple Octet Coded Character Set

User Defined Header Data

User Defined Image Data

United Nations

United States Message Text Format
Coordinated Universal Time
Universal Transverse Mercator

Vector Quantization

Y = Brightness of signal, Cb = Chrominance (blue), Cr = Chrominance (red)

(CCIR 601) (ITU-BT 601-5)

o A : A well deflned range of wavelengths,
frequenmes or energies of optical, eIectrlc or acoustic radiation. At the pixel level, a band is represented as
For example, a pixel consisting of three band values is a 3-vector pixel.
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3.4 Base Image. For-the-purpese-of MH--STDB-2500-, t The base image is the principle image of interest or
focus for which other data may be inset or over fayed laid. The NITF file can have none, one, or multiple base
images.

3.5 Basic Character Set (BCS). A subset of the Basic Multilingual Plane (BMP). The Basic Character Set
consists of the characters defined in the first row (ro sw 0x00 of the PBMP A-zone. For this reason the first octet
normally used to define character positions in the BMP will be omitted when expressing BCS character codes. Valid
BCS character codes, therefore, shall range from 0x00 through OxFF.

3.6 Basic Character Set-Alphanumeric (BCS-A). A subset of the Basic Character Set. The range of

allowable characters consists of space through tilde, codes 0x20 through Ox7E , 0x0A, 0x0C, and 0x0D.

3.7 Basic Character Set-Numeric (BCS-N). A subset of the Basic Character Set-Alphanumeric. The range
of allowable characters consists of minus through the number “9”, BCS codes 0x2D through 0x39, and plus, code
0x2B.

3.8 Basic Character Set-Numeric (BCS-N) (integer) . A subset of the Basic Character Set-Numeric. The
range of allowable characters consists of numbers “0” through the number ““9,” BCS codes 0x30 through 0x39.

3.9 Basic Multilingual Plane (BMP). The BMP is the first plane of the first group of the Universal
Multiple-Octet Coded Character Set as defined by ISO/IEC 10646-1. The BMP is a matrix consisting of 256 rows
each containing 256 cells. Individual cells are indexed using a pair of octets expressed in hexadecimal format. The
first octet indicates the row containing the cell and the second octet indicates the position of the cell in the specified
row. Rows within the BMP are grouped into four zones: A-zone (rows 0x00 through 0x4D), I-zone (rows Ox4E
through 0x9F), O-zone (rows 0xXA0 through 0xDF), and R-zone (rows OXEO through OxFF). The A-zone is used
for alphabetic and syllabic scripts together with various symbols. The I-zone is used for unified East
Asianideographs. The O-zone is reserved for future standardization. The R-zone is restricted for graphic characters
that are used in ways not explicitly constrained by ISO/IEC 10646-1.

3.10 BCS Space. BCS code 0x20.

3.11 Block. For-thepurpose-ofMH--STD-2500, a A block is a rectangular array of pixels. An-image
consists-of the-union-of one-or-mere-non-overlapping-blocks. (Synonymous with tile.)

3.12 Block Image. A blocked image is comprised of the union of one or more non-overlapping
blocks. (Synonymous with tiled image.)

3.13 Blocked Image Mask. A structure which identifies the blocks in a blocked (tiled) image which
contain no valid data, and which are not included in the file. The structure allows the receiver to recognize the
offset for each recorded/transmitted block. For example, a 2x2 blocked image file which contained no valid data in
the second block (block 1) would be recorded in the order: block 0, block 2, block 3. The blocked image mask
would identify block 1 as a non-existing block, and would allow the receiving application to construct the image in
the correct order.

3.14 Brightness. An attribute of visual perception, in accordance with which a source appears to emit

more or less light. ForthepurposeofNITES, a A pixel with a larger higher value is brighter than a pixel with a
lower value.
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3.16 Character. 1. A letter, digit, or other symbel graphic that is used as part of the organization,
control or representatlon of data 2 One of the units of an alphabet NoterFor MIL-STD-2301a-character-is-an-

3.17 Common Coordinate System. The virtual two dimensional Cartesian-like coordinate space

which shall be common for determining the placement and orientation of desplayable data.

3.18 Conditional. ta-the-context-of this-standard.—a-data-field-type A state applied to a NITF header or
subheader data field whose existence and content depends is dependent on the value-used-in-a-previeus existence
and/or content of another field.

3.19 Coordinated Universal Time. The time scale maintained by the Bureau International de I’Heure

(International Time Bureau) that forms the basis of a coordinated dissemination of standard frequencies and time
signals.

3.20 Data communication. The transfer of information between functional units by means of data
transmission according to a protocol.

3.21 Data segment. A subheader and associated data.

3.22 Date Time Group. A composite representation of date and time.

3.23 Graey scale. An optical pattern consisting of discrete steps or shades of gr aey between black and

white.
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blecks. A two- dlmen5|0nal rectangular array of pixels indexed by row and column

3.25 Imagery Associated Data. + Data which is needed to properly interpret and render pixels; —2- B
data which is used to annotate imagery such as text, graphics, etc.; -3—B data which describes the imagery such as
textual reports; and data which support the exploitation of imagery.

3.26 Interface. 1. A concept involving the definition of the interconnection between two equipment items
or systems. The definition includes the type, quantity, and function of the interconnecting circuits and the type,
form, and content of signals to be interchanged via those circuits. Mechanical details of plugs, soc kets, and pin
numbers, etc., can be included within the context of the definition. 2. A shared boundary, e.g., the boundary
between two subsystems or two devices. 3. A boundary or point common to two or more similar or dissimilar
command and control systems, subsystems, or other entities against which or at which necessary information flow
takes place. 4. A boundary or point common to two or more systems or other entities across which useful
information flow takes place. (It is implied that useful information flow requires the definition of the interconnection
of the systems which enables them to interoperate.) 5. The process of interrelating two or more dissimilar circuits
or systems 6. The point of interconnection between user terminal equipment and commercial communication-service
facilities.

3.27 International Telecommunication Union (ITU). A civil international organization established to
promote standardized telecommunication on a worldwide basis. NeterTFhe CCIR-and-CCITTare-committees-tnder

the 1 FU-—The 11U headquarters-islocated-in-Geneva,-Switzerland-.  While older than the United Nations (UN), it is

recognized by the UN as the specialized agency for telecommunications.

3.28 Look-Up Table. 3
collection of values used for translatlng |mage samples from one value to another. The current sample value

is used as an index into the look-up table(s); therefore, the number of entries in each look-up table for a
binary image would contain two entries, and each look-up table for an 8-bit image would contain 256
entries. Multiple look-up tables allow for the translation of a 1-vector pixel value to an n-vector pixel value.

3.29 Military Grid Referencing System (MGRS). A means of expressing UTM coordinates as a character
string, with the 100-kilometer components replaced by speual letters (Wthh depend on the UTM zone and
ellipsoid). M a T ay ara
13MCS1234512345.

3.30 Network. 1. An interconnection of three or more communicating entities and (usually) one or more
nodes. 2. A combination of passive or active electronic components that serves a given purpose.

3.31 Non-blank. 3
eede@*zg)—shau—net—b%lsed—fepau-entne&m%emeld— Non blank |nd|cates that the fleld cannot be f|lled by

the character space BCS code 0x20 but may contain the character space when included with other
characters. (embedded blanks)

3.32 Open Systems Interconnect model. This model is defined in 1SO standard 7498-1.

3.33 Pack Capable System. A system which is capable of generating a NITF file.

3.34 Pad Pixel. A pixel with sample values that have no significant meaning to the image. Pad
pixels are used with block images when either the number of pixel rows in an image is not an integer
multiple of the desired number of vertical image blocks, or when the number of pixel columns in an image
is not an integer multiple of the desired number of horizontal image blocks. In all cases, the sample values

10
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for pad pixels shall not appear within the bounds of significant sample values for pixels which comprise the
original image.

3.35 Pad Pixel Mask. A data structure which identifies recorded/transmitted image blocks which
contain pad pixels. The pad pixel mask allows applications to identify image blocks which require special
interpretation due to pad pixel content.

3.36 Parity. In binary-coded systems, the oddness or evenness of the number of ones in a finite binary
stream. Fhis It is often used as a S|mple error- detectlon check and WI|| detect (but not correct) the occurrences of
any single bit error in the field. N am-€3

parity-state-

a—smgteupeeel—valee—(deﬁmtren—lé— A plxel is represented by an n-vector of sample vaIues where n

corresponds to the number of bands comprising the image.

3.38 Primary Imagery. Unexploited, original imagery data that has been derived directly from a sensor.
Elementary processing may have been applied at the sensor, and the data stream may include auxiliary data.

3.39 Processed Imagery. Imagery that has been formatted into image pixel format, enhanced to remove
detected anomalies, and converted to a format appropriate for subsequent disposition.

3.40 Protocol. 1. [In general], A set of semantic and syntactic rules that determines the behavior of
functional units in achieving communication. For example, a data link protocol is the specification of methods
whereby data communication over a data link is performed in terms of the particular transmission mode, control
procedures, and recovery procedures. 2. In layered communication system architecture, a formal set of procedures
that are adopted to facilitate functional interoperation within the layered hierarchy. Note: Protocols may govern
portions of a network, types of service, or administrative procedures.

3.41 Pseudocolor. A user-defined mapping of N bits into arbitrary colors.

3.42 Red Green Blue (RGB). Components from video standardization.

3.43 Required. h i i i
data-or-the-designated-default. A NITF header or subheader fleld that must be present and f|IIed W|th valld

data.

3.44 Resolution. 1. The minimum difference between two discrete values that can be distinguished by a
measuring device. Note: High resolution does not necessarily imply high accuracy. 2. The degree of precision to
which a quantity can be measured or determined. 3. A measurement of the smallest detail that can be distinguished
by a sensor system under specific conditions. Note: High resolution does not necessarily imply high accuracy.

11
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A A — The atomic element of an
|mage plxel having a discrete value. One sample from the same Iocatlon in each band comprising an image
will combine to form a pixel.

3.46 Secondary Imagery. Secondary Imagery is digital imagery and/or digital imagery products
derived from primary imagery or from the further processing of secondary imagery.

3.47 Secondary Imagery Dlssemlnatlon (SID). Iheproeess%#—pest—eeﬂeeﬂerreleetrem&drssemmaﬂeneﬁ

process of dlspersmg or dlstrlbutlng dlgltal secondary |magery

3 48 Secondary Imagery Dlssemlnatlon System (SIDS) The equlpment and procedures used in the

epnear-real—ume secondary |magery dlssemlnatlon
3.49 Space. BCS character hexadecimal x 20 (0x20).

3.50 Tile. {See-bleck:} Synonymous with Block

3.51 Universal Multiple Octet Coded Character Set (UCS) . The Universal Multiple Octet Coded
Character Set is Yused for expressing text that must be human readable, potentially in any language of the world.
TFhis-character-set-is-selected-from- It is defined in I1SO 10646.

3.52 Universal Transverse Mercator. A system of grids for global use between latitudes 84 degrees
North and 80 degrees South. The range of longitudes 180 degrees West to 180 degrees East is divided into 60
zones, each of which is a grid based on the Transverse Mercator projection. The actual grid depends on the
choice of geodetic datum as well as the zone.

3.53 Unpack Capable System. A system which is capable of receiveing/processing a NITF file.

3.54 Vector Quantization. A compression technique in which many groups of pixels in an image are
replaced by a smaller number of image codes. A clustering technique is used to develop a codebook of "best fit"
pixel groups to be represented by the codes. Compression is achieved because the image codes can be recorded
using fewer bits than the original groups of pixels they represent.

12
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4. GENERAL REQUIREMENTS

4.1 Background. The DOD and the IC use multiple types of systems for the reception, transmission,
storage, and processing of images, graphics, text, and associated data. Without special efforts, the file format used
in systems of one service or agency are likely to be incompatible with the format of another system . Since each
system may use a unique, internal data representation, a common format for exchange of information across systems
is needed for interoperability of systems within and among DOD and IC organizations. As the need for imagery-
related systems grows, their diversity is anticipated to increase. The need to exchange data is also anticipated to
increase, even though systems of each organization must retain their own individual characteristics and capabilities.
This document defines the NITF, the standard file format for imagery and imagery-related products to be used by
the DOD and IC. The NITF provides a common basis for storage and interchange of images and associated data
among existing and future systems. The NITF can be used to support interoperability by simultaneously providing a
data format for shared access applications, while also serving as a standard file format for dissemination of images
and associated data (text, graphics).

4.2. NITF operations concept. The NITF will be used for transmission and storage of electronic
imagery within and among DOD and IC organizations. The NITF has direct application to the dissemination of
imagery to requesters of imagery derived intelligence. Multimedia intelligence reports will be composed and
packaged into a single file which answer the Essential Elements of Information (EEIs) of a particular requester.
TFhe-1 Intelligence reports may be composed of textual reports along with images, annotated images, graphics,
and maps. Intelligence reports are generated after an interpreter exploits primary images or further exploits a
secondary image pulled out of an archive. The NITF is suitable for archiving imagery required to support the
collection process in the reconnaissance cycle. Figure 1 illustrates the formats used in the exploitation process of
the reconnaissance cycle.

Primary Imagery —»
Intelligence Request —»
Secondary Imagery —»

Image _, Secondary
Exploitation Imagery

Collateral
Information

FIGURE 1. NITF operational concept.

In the NITF concept, data interchange between systems is enabled by a potential cross-translation process. When
systems use other than NITF as an internal imagery format, each system will have to translate between the
system’s internal representation for files and data, and the NITF file format. A system from which data is to be
transferred is envisioned to have a translation module that accepts information, structured according to the
system’s internal representation for images, annotations, text files, and other data, and assembles this information
into one file in the standard NITF file format. Then the file will be exchanged with one or more recipients. The
receiving systems will reformat the file, converting it into one or more files structured as required by the internal
representation of the receiving station. The functional architecture of this cross-translation process is shown on
figure 2. In the diagram, the terms "Native : File Format™ and "Nativez File Format" refer to files represented in
a way potentially unique to the sending {system-1} or receiving {system-2} system. Using the NITF, each system
must be compliant with only one external file format that will be used for interchange with all other participating
systems. The standard format allows a system to send data to several other systems since each receiving system
converts the file into its own native file format. Each receiving system can translate selectively and permanently
store only those portions of data in the received file that are of interest. This allows a system to transmit all of its
data in one file, even though some of the receiving systems may be unable to process certain elements of the data
usefully. NITF can also serve as the internal native file format so any translation would be eliminated.
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Other

Granhic

SENDING RECEIVING

Text Imaane

Imaae Granhic

NITF File NITF File Text
Imaae(s) Comms Imaae(s)
Text Text
Network

\ Granhic(s) / \ Grabhic(s) /

FIGURE 2. NITF functional architecture.

4.43 NITF design objectives. The design objectives of the NITF are as follows:

a.

b.

C.

To provide a means whereby diverse systems can share imagery and associated data.

To allow a system to send comprehensive information within one file to users with diverse
needs or capabilities, allowing each user to select only those data items that correspond to their
needs and capabilities.

To minimize the cost and schedule required to achieve such capability.

4.54 NITF general requirements. The NITF is specified to satisfy several general requirements in

response to the role it plays in the NITF functional architecture. These requirements are:

a.

d.

To be comprehensive in the kinds of data permitted in the file within the image-related

objectives of the format, including geolocated imagery or image related products . in

. To be implementable across a wide range of computer systems without reduction of

available features.

. To provide extensibility to accommodate data types and functional requirements not

foreseen.

To provide useful capability with limited data formatting overhead.

4.65. NITF characteristics. To serve a varied group of users exchanging multiple types of imagery and

imagery-related data who are using differing hardware and software systems, the NITF strives to possess the
following characteristics:
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a. Completeness - allows exchange of all needed imagery and imagery-related data.
b. Simplicity - requires minimal preprocessing and postprocessing of transmitted data.

c. Minimal overhead - minimized formatting overhead, particularly for those users transmitting
only a small amount of data and for bandwidth-limited users.

d. Universality - provides universal features and functions without requiring commonality of
hardware or software.

4.76 Associated segments. Associated files shall be grouped in a package by subheader- subfile data
structure within a header-file, as shown in figure 3.

FILE
File Sub-Segment Sub-Segment
Header Sub- Sub-
Header Data .es s Header Data

FIGURE 3. File Header-file/subheader—subfile structure.

4.87 Common kmage coordinate system. The NFFE Common Coordinate System (CCS) is the virtual
two dimensional Cartesian-like coordinate space which shall be common for determining the placement and

orientation of displayable data types {fer-example;—images;—symbels—extension-data—ete-) within a specific NITF

file and among correlated NITF files which comprise an integrated product.

4.87.1 CCS structure. The virtual CCS structure can be conceived of as a two dimensional drawing
space with a coordinate system similar in structure to the lower right quadrant of the Cartesian coordinate
system. The CCS has two perpendicular coordinate axes, the horizontal column axis and the vertical row axis as
depicted in figure 4. The positive directions of the axes are based on the predominate scan (column) and line
(row) directions used by the digital imagery community. The intersection of the axes is designated as the origin
point with the coordinates (0, 0). gGiven the orientation of the axes in figure 4, the positive direction for the
column axis is from (0, 0) and to the right; the positive direction for the row axis is from (0, 0) downward. The
quadrant represented by the positive column and positive row axes is the only coordinate space fer in which
NITF displayable data types may be located.
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0,0
K 5 > CCS COLUMNS
| :
A
B .
CCS Boundary as
2 ; "/indicated by
_____________________________________ Complexity Level
CCS ROWS
1. Common Coordinate System Origin (0,0 - 2048,2040)
2. Image
A. Image
B. Graphic (Box & Arrow)

FIGURE 4. Common coordinate system example.

4.87.2 Row and column coordinates. Displayable data types shall be placed in the CCS according to
the row and column coordinates placed in subheader location fields (for example, ILOC, SLOC). The location
coordinates of a specific data item represent row and column offsets from either the CCS origin point (when
‘unattached’), or the location point in the CCS of the data item to which the item is attached. Other means used
to locate displayable data shall be directl ¥y coerreleated to row and column coordinates. (For example,
displayable tagged extension data might have geolocation data correlated with row and column indices.) When
location coordinates are relative to the CCS origin, they shall always have a positive value. When location
coordinates are relative to the location coordinates of an item to which they are attached, both positive and
negative offset values are possible. In all cases, the location coordinates selected for any data item shall ensure
that none of the displayable item extends outside of the quadrant defined by the axes of the CCS.

4.87.3 Complexity level constraints. The upper and left boundaries of the CCS are explicitly
constrained in the specification. When complexity level constraints are specified, one of the key attributes for
specification shall be to identify the lower and right boundary drawing space constraints for a given complexity
level.

5. DETAILED REQUIREMENTS

5.1 Format Description.

5.1.1 Fixed fields. The format contains file header, subheader, and data fields. The NITF file header
and subheader fields are byte aligned. A file header carries information about the identification, classification,
structure, content, size of the file as a whole, and the number and size of the major component segments within
the file. For each type of data segment supported by the format, there is an associated subheader and data field.
TFhe A subheader contains information that describes characteristics of the item, followed by an associated field
that contains the actual data.
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5.1.2 Extension fields. Flexibility to add support for the kinds of data and data characteristics not
explicitly defined in this standard is provided within the format. This is accomplished by providing for
conditional fields in each header/subheader indicating the presence of "tagged records" and providing for a group
of "data extension segments." The tagged records in the headers/subheaders may contain additional
characteristics about the corresponding data, while the tagged data extension segments are intended primarily to
provide a vehicle for adding support for new types of data. The "tags" for the tagged records, and-tagged
segments; will be coordinated centrally to avoid conflicting use.

5.1.3 Supported information data types. A NITF file supports the inclusion of three standard types of
data segments |n a single file: |mage graphlc and text data segments It-is-also-possible-to-provide-exact
— Additional types of information
data may be mcluded ina NITF f|Ie by use of Data Extension Segments (DES) (see paragraph 5.7. 1.3.1). An
#tem Information of a standard data type is called a standard data segment. An-item Information of a type
defined in a DES is called data extension segment. The order of these major file components is illustrated on
figure 5.

NITF Image Graphic | Reserved Text Data |Reserved
Header [ Segments | Segments [ Data type | Segments [Extension [Extension
Segments Segments | Segments
Image Data Segmet 1 Image Data SegmenL%
Image Image Image Image
Sub- Data Sub- Data
header ...................... header

FIGURE 5. NITF file structure.

5.1.4 Applicationguidanee File structure requirements. The NITF file supports inclusion of standard
data types of information in a single file: image, graphic, and text. It is possible to include zero, one, or
multiples #tems of each standard data type in a single file (for example: several images, but no graphics).
Standard data types shall be placed in the file in the following order: all image items-{images) segments,
followed by all graphic items {graphies} segments, followed by all text items segments (documents).

5.1.5 Standard data type segment subheaders. Each individual, standard information-item data
segment included in a NITF file, such as an image or a graphic data segment, shall be preceded by a
"subheader" corresponding to that data type segment. This subheader shall contain details of that particular data
item and data type only. If no items of a given type are included in the file, a subheader for that information
type shall not be included in the file. All data items and associated subheaders of a single type shall precede the
first subheader for the next data type. The ordering of multiple data items of one type is arbitrary. A diagram of
the overall NITF file structure is shown on figure 5.

5.1.6 Header/Subheader field specification. The specification of the fields in the various
headers/subheaders found within a NITF file is provided in a series of tables in appendix A. Each table includes
a mnemonic identifier for each FIELD within a header/subheader, the field's NAME , with a description of the
valid contents of the field, and constraints on the field"s use, the field SIZE, the VALUE RANGE it may
contain, and
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an indication of its TYPE (see paragraph 5.1.8). The NITF file header fields are specified in table A-1. The
standard data type segment subheader fields are specified in tables A-3, A-3(A), A-5, and A-6. The tagged
record extension subheaders (see paragraphs 5.7. 21 and 5.7.-21.1) are defined in table A-7. Finally, the data
extension segment subheader fields (see paragraph 5.7. 2:3¢1.3.1) and RES are defined in table A-7 and A-9.
The data that appears in all header/subheader information fields specified in the tables, including numbers, shall
be represented using the printable BCS character set (defined in table B-1 of appendix B) with eight bits (one
byte) per character. Representing numbers in character form avoids many of the problems associated with
differences in word length and internal representation among different machines. Representing the header and
subheader fields in BCS also makes them more easily read by humans. All field size specifications given for the
header and subheader fields specify a number of bytes. Fields that may contain any printable BCS characters
(including punctuation marks) are indicated as “Alphanumeric” in the VALUE RANGE specification.

5.1.7 Field structure and default values. The NITF uses character counts to delimit header fields, as
opposed to special end-of-field characters or codes or direct addressing. These counts are provided in the tables
detailing the NITF header and subheader field specifications. All data in fields designated “BCS-A” shall be left
justified and padded to the right boundary with BCS spaces. All data in numeric fields (BCS-N) shall be right
justified and padded to the left boundary with leading zero es. The standard default value shall be spaces for
alphanumeric fields and zero for numeric fields. For a few fields, a specific default may be indicated in the field
description. In this case, the field description shall take precedence. All header and subheader fields contained
in a NITF file shall contain either valid meaningful data (that is, data in accordance with the restrictions
specified for the contents of the field in this document) or the specified default value.

5.1.8 Field types. The NITF file header and various subheaders have two types of fields: required and
conditional. A required field shall be present and shall contain valid data or the specified default value. A
conditional field may or may not be present depending on the value of one or more preceding (required) fields.

If a conditional field is present, it shall contain valid data. When a field is conditional, its description identifies
what conditions and which preceding field or fields are used to determine whether or not to include it in the file.
For example, in the NITF header, if the Number of Images (NUMI) field contains the value of 2, the fields
LISHO001, L1001, LISH002, and L1002 will be present and must be filled with valid data. However, if the
NUMI field contains a zero, the subheader length and image length fields are omitted.

5.1.9 Logical recording formats.

5.1.9.1 Bit and byte order.

a. The default method of recordlng numeric data on mterchange medla shaII adhere to the blg
endian” convention. Fhe i AL en
bedoeumented—wrts—erodeet—speemeatren— In b|g endlan format the most S|gn|f|cant byte in
each numeric field shall be recorded and read first, and successive byte recorded and read in
order of decreasing significance. That is, if an n-byte field F is stored in memory beginning
at address A, then the most significant byte of F shall be stored at A, the next at A+1, and so
on. The least significant byte shall be stored at address A+n-1.

b. BCS character strlngs shaII be recorded in the order in WhICh the data is generated Ptxet

c. The most significant bit in each byte of every field, regardless of data type, shall be recorded
and read first, and successive bits shall be recorded and read in order of decreasing
significance.
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d. Pixel arrays shall be recorded in the order specified in the field IMODE and as discussed in
paragraph 5.4.3.3. Pixel arrays shall be recorded from left to right starting at the top,
and non-interlaced raster scanning downward. The top left pixel shall be recorded first,
and the bottom right pixel shall be recorded last.

5.2 The NITF file header. Each NITF file shall begin with a header, the file header, whose fields
contain identification and origination information, file-level security information, and the number and size of
information items of each type, such as image segment(s), graphics segments(s), and text segment(s), contained
in the file. Figure 6 depicts the NITF file header. It depicts the types of information contained in the header and
shows the header’s organization as a sequence of groups of related fields. The expansion of the "Image Group"
illustrates how the header’s overall length and content may expand or contract depending on the number of data
segments of each type included in the file. The NITF header is detailed in table A-1.

Identification | Security | NITF | NITF Image Graphic Text Data Reserved File
& Group | File File | Segments | Segments | Segments | Extension | Extension | Header
Origination Length | Header |Description|Description |Description| Segments | Segments | Extension
Group Length | Group Group Group |Description [ Description| Group
Group Group

Number | Length of | Length of Length of | Length of
of First First Nth Nth
Images | Image Image - Image Image

Subheader| Data Subheader Data

FIGURE 6. NITF file header structure.

5.3 NITF product and overlay concept. The following subsections describe the non-destructive nature
of NITF and the relationships anticipated to exist among the data segments in a NITF file and how these
relationships are represented in the file. An image product may conceivably consist of a correlated set of
multiple NITF files; a single NITF file with multiple images, each with their own overlays and associated data; a
NITF file with no image; and/or a single NITF file with a single image and its overlays and associated data. To
facilitate description of the NITF overlay concept, only the latter case will be addressed in the context of this
subsection. See paragraph 6.2 for applying the overlay concept to the other two cases.

5.3.1 Image overlay relationships. Each single file image product is comprised of one or more NITF
standard information data segments plus associated data. The association and portrayal of displayable segments
is accomplished through the use of location indices, display levels, and attachment levels. The placement of
displayable data segments in the common coordinate system (see paragraph 4.8) is recorded in the location field
of the segment’s subheader. The relative visibility, when displayed, of the various displayable segments in the
file is recorded in the file by use of the display level (the "DLVL" field in the standard information type
subheaders, specifically IDLVL for images and SDLVL for graphics). Groupings of related segments may be
formed by use of the attachment level (the "ALVL" field in the standard information type subheaders,
specifically IALVL for images and SALVL for graphics). For example, when a base image segment is present,
it may form the basis for
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using the other data contained in the product. Images other than the base image may be associated with the base
image via the use of the ILOC, IDLVL, and IALVL fields of their image subheaders. All images and graphics
associated with the base image define overlays to the base image in the sense that, when displayed, they will
overwrite the underlying portion (if any) of the base image. Images and graphics associated (attached to) with
the base image may be positioned such that they are completely on the base image, are partially on the base
image, or completely off (adjacent to) the base image.

5.3.2 Overlays and display level. The order in which images and graphics are "stacked" visually when
displayed shal-be is determined by their display level (the DLVL field in the standard information type
subheaders, specifically IDLVL for images and SDLVL for graphics), not by their relative position within the
NITF file. The display level is a positive integer less than 1000. Every image and graphic segment in a NITF
file shall have a unique display level. That is, no two segments may have the same display level. This
requirement allows display appearance to be independent of data processing or file sequence order.

5.3.3 Display level interpretation. The display level determines the display precedence of images and
graphics within a NITF file when they are output to a display device. That is, at any pixel location shared by
more than one image or graphic, the value displayed there is that determined from the segment with the highest
numbered display level. An-example-is-provided-onfigure 7 Figure 7 illustrates a sample “output presentation™
from a NITF file that illustrates the effects of display level assignment. The Display Level (DL) of each segment
shown on figure 7 is indicated in the list of items on figure 7 . where-the listis-in-the-order-that the-segments
were-placed-inthe NI TFFfilecontaining-them-- In the case shown, the segment with display level one is not an

image but rather an opaque CGM rectangle (graphic data, not image data). Because the CGM rectangle is larger
than the base image (which, in this case, serves as the first overlay because its display level is two), it provides a
border to the-base image. Following increasing DL value, the border is overlaid by the image which, in turn, is

overlaid by arrow one, WhICh is, in turn, overlald by the image inset, etc. H-is-emphasized-again-that-data
eari , Hle— The AL values in

figure 7 refer to "Attachment Levels— whteh—at&deseﬁbed—ne*t—
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(0,0) (0,C-1)

@ (D)UNCLASSIFIED — +c'at.rﬁn';']
-
@ @TEXT SYMBOL 2
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WSTRUCTIONS%NCLASSl FIED

(R-1,0) (R-1,C-1)
(511,389

v Common Coordinate System
Compliance Level Boundary

Location Offsets

DL AL Row Column
A. Border (Opague Box) 001 000 00000 00000
B. Exploited Image 002 001 00025 00025
C. Classified Marking 1 999 000 00370 00256
D. Classified Marking 2 998 000 00015 00256
E. Handling Instructions 997 000 00370 00040
F. Text Symbol 1 003 002 00060 00240
G. Arrow 1 004 003 00010 00040
H. Image Inset 005 002 00045 00525
I. Text Symbol 2 006 005 00020 00050
J. Arrow 2 007 006 00010 00050
K. Arrow 3 008 005 00070 -0005

FIGURE 7. NITF display level illustration.

5.3.4 Attachment level. Attachment level (AL) provides a way to associate display segments (images
and graphics) with one another so they may be treated together for certain operations such as moving them,
rotating them, or displaying them as a group. The attachment level of a display able segment shall be equal to the
display level of the display segment to which it is "attached.” This value is stored in the "ALVL" field
(specifically IALVL for images, SALVL for graphics) of the segment’s subheader. A segment with Display
Level 1 (DLO001) (the minimum display level in this example), must have an attachment level of zero. An
attachment level of zero shall be interpreted as "unattached.” The segment having minimum display level shall
have attachment level zero and location (0,0). Any other segment may also have AL zero, that is, be
unattached. An overlay's display level shall always be numerically greater than its attachment level (that is, an
overlay must be attached to something prevrously drsplayed or it is unattached). Figure 8 shows the attachment
relatronshlps of the overlays on flgure 7. ! , ;

3 3 : When an overlay or base is edlted
(moved deleted rotated) all overlays attached to it, d|rectly or indirectly, may be affected by the same
operation. For example, on figure 8, if the exploited image (DL 002, AL 001) were moved one centimeter to
the left, the arrows (DL 003, AL 002, and DL 006, AL 005), the image inset (DL 004, AL 002), (DL002, AL
003), and the graphic (DL005, AL004) associated with the image inset also would be moved one centimeter to
the left. Recognizing that because of the way the attachments have been constructed, if the graphic label
(DLOO05, AL004) were deleted, so would be its associated arrow 2 (DL006, AL005). However, if the image
inset (DL 004, AL 002) were deleted, its associated arrow 1 (DL 003, AL 002) would not be deleted. Although
the attachment level
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provides the means to group or associate display items, the provision of user operations (such as moving,
rotating, etc.) to act on or use attachment level information is an implementor’s choice.

Display Level
Classification 1 (999,000) 999
Classification 2 (998,000) 998
Handling Instructions (997,000) 997
Arrow 2,(006, 005) 006
Graphic |Label (005, 004) 005
Image Inset (004, 002) 004
Arrow 1 (003, 002) 003
Exploited Image (002, 001) 002
Border (001, 000) 001
Unattached = Attachment Level 000

FIGURE 8. Attachment level relationship.

5.4 Image data type.

5.4.1 General. For the NITF, the image data type segment encompasses multispectral imagery and
images intended to be displayed as monochrome (shades of gr aey), color-mapped, (pseudocolor), or true color
and may include grid or matrix data intended to provide additional geographic or georeferencing information.

5.4.1.1 Image category (ICAT). The specific category of an image item reveals its intended use or the
nature of its collector. The possible use of standard support data extension to provide georeferencing data
depends on both the intended use of the transmitted data item and on its nature as described in table A-2.

5.4.1.2 Image representation (IREP). An image may include multiple data bands and color look-up
tables (LUTS), the latter within its header fields. True color images (three band) may be specified to be
interpreted using either the RGB (Red, Green, Blue) or the YCbCr (Y = Brightness of signal, Cb =
Chrominance (blue), Cr = Chrominance (red)) color system. Grids or matix data may include one, two or
several bands of attribute values intended to provide additional geographic or georeferencing information. The
image representation must be consistent with the image category as shown in table A-2.

5.4.2 Image model. For the NITF, an image is a two-dimensional rectangular array of pixels indexed
by row and column. A pixel is represented by an n- -vector of pixel sample values Where n corresponds to the
number of bands comprlsmg the image. ea m g

area ~ : The i entry of the pixel (vector) is
the pixel value for the i™ band sample of the image. Therefore, the i™ band of the image is the rectangular array
of i"" sample values from the pixel vectors. For an image | with R rows and C columns, the coordinates of the
image pixel located in the ¢™ column of the r™ row shall be denoted by an ordered pair (r,c), 0 <r<R,0<<c<<C,
where the first number, r, indicates the row and the second number, c, indicates the column in the image array.
This notation is standard for addressing arrays and matrices. The pixel located at (r,c) is denoted by I(r,c). For
example, a typical 24-bit RGB image is an array of R rows and C columns, where each ind eices (r,c),
0<<r<<R,0=<sc<<C, identifies a pixel I(r,c) consisting of three single byte values (a three-vector) corresponding to
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the red, green, and blue samples. The image has three bands, each consisting of a R-by-C array of single byte
sample values. One band comprises the red, one band comprises the green, and the third band comprises the
blue pixel sample values. Specifically, the value at position r,c in the green band, for example, contains the green
byte from the pixel I(r,c) three-vector at position r,c in the image.

5.4.2.1 Display of NITF images. When an image with R rows and C columns is displayed, a mapping
is accomplished from the stored image pixel value array | to a rectangular array S of physical picture elements,
for example a Cathode Ray Tube (CRT) display. This mapping will be called the display mapping. Usually, the
resulting display has an identified top, bottom, and left and right side. In a particular application, the display
mapping may be defined explicitly. However, lacking this, an image stored in a NITF file shall be interpreted so
that pixel 1(0,0) is at the upper left corner, and pixel I(R-1,C-1) is at the lower right corner. The r " row of the
image array | shall form the r™ row of the display, counting from the top, 0 <<r<<R. Within the r" row, the
pixels shall appear beginning on the left with I(r,0) and proceeding from left to right with I(r,1), I(r,2), and so
on, ending with I(r, C-1). Figure 9 illustrates the display mapping just described. This mapping of pixel values
to physical picture elements is typical of non-interleaved raster pattern of picture elements. The relationship of
the pixels I(r,c) in the image array to up, down, left and right implicit in this diagram is used freely in later
descriptions to simplify exposition.

0, 0) 0, C-1) —
¢ Columns
(r,c)
(R-1, 0) (R-1, C-1)
r Rows

FIGURE 9. Image coordinate system.

5.4.2.2 Blocked images. The concept ef-a-subimage-is-introduced-here-to-help-diseuss- blocked images;

whiech extends the image model for NITF presented above to support the representation of an image in terms of
an orderly set of subimages (or subarrays) called blocks For large images (e.g., those having more horizontal
and vertical pixel values than typical display devices), the performance of an imagery implementation can be
potentially improved by “blocking” the image; that is, ordering the pixel values in the NITF file as a series of
concatenated pixel arrays.

a. The |dea behind a blocked image is te—wew—n—as—eempﬂsmg—a—reetangmeparray—ef—umierm—

y— analogous to a
rectangular tlled floor Regard the overaII floor cover as the |mage and each individual tile as a
block. To make this more precise, let | be an image of R rows and C columns, and let the Number
of Pixels Per Block Horizontal (NPPBH), (that is, the number of columns of each block) and the
Number of Pixels Per Block Vertical (NPPBV), (that is, the number of rows in each block) be
positive integers that satisfy NPPBH <<C and NPPBV <<R. If R is an integral multiple of NPPBV
and C is an integral multiple of NPPBH, then | may be viewed as an array B of sub arrays each ef
having NPPBV rows and NPPBH columns. These sub arrays Br. are called blocks. The block Br.c
is in the r" row of
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blocks and the ¢ column of blocks. The number of columns of blocks (number of blocks per row,
NBPR) is the integer [C/NPPBH]+1 and [C/NPPBH] if [C/NPPBH]=C/NPPBH, and the number
of rows of blocks (number of blocks per column, NBPC) is the integer [R/NPPBV]+1 and
[R/NPPBV], if [RINPPBV]=R/NPPBYV ([r]:=largest integer <r).

. For recording purposes, the image blocks are indexed-and ordered and indexed sequentially by

rows, i.e. B(1,1) ... B(:¢1,NBPR); B(2,1) ... B(2,eNBPR); B(tNBPC,1) ... B(;¢éNBPC,NBPR).
The relation of image blocks to image rows and columns is depicted on figure 10 using the NITF
display convention described in paragraph 5.4.2.1. Although the pixel values are placed in the file
as a series of arrays (blocks), the coordinate used to reference any specific pixel remains the same as
if the image were not blocked. For example, if R=C=2048 and NPPBV=NPPBH=1024, there
will be four blocks in the image 1. The second pixel value in B(1,2) has the coordinate 1 (0,1025)
vice the internal index (0,1) of the subarray.

i
B(1, 1) B(1, 2) B(1, 3) B(1, 4)
B(2, 1) B(2, 2) B(2, 3) B(2, 4)
B(3,1) B(3,2) B(3,3) B(3,4)
FIGURE 10. A blocked image.

If the number of rows in an image is not initially an integer multiple of NPPBV, or if the number of
columns is not an integer multiple of NPPBH, an application that creates the blocked image construct
in NITF shall "pad" the image to an appropriate number of rows and columns so the divisibility
condition is met by adding rows to the bottom and/or columns to the right side of the image, as
viewed. The result is that a blocked image may have a block(s) (subarray(s)) comprised of

—ﬂgﬂlﬁeant—pmels,—theseaﬁneamng#u# plxel values from the orlglnal |mage and pad plxels {these

HJrustFa%es%ms—snuauen mserted to meet block boundary condltlons
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Original Image Pixels

< —
B(1, 1) B(1, 2) B(1,3) |B(1,4)
B(2 1) B(2, 2) B(2,3) |B(24)
B(3,1) B(3,2) B(3,3) |B(3 4
Pl
Pad Pixels

FIGURE 11. A blocked, padded image.

5.4.2.3 Blocked image masking. In some instances, a blocked image may have a considerable number
of empty blocks (blocks without meaningful pixel values) . This might occur when a rectangular image is not
north aligned when scanned or otherwise sampled, but has been rotated to a north up orientation (see figure 12)
resulting in the need to insert “pad” pixels to maintain the rectangular raster pattern of the pixel array. In this
case, it is sometimes useful to not record or transmit empty blocks within a NITF file. However, if empty blocks
are not recorded/transmitted, the image loses its logical structure as an image with n x m blocks. In order to
preclude-the-loss-of retain logical structure, and to allow the exclusion of empty blocks, an image data mask
table g as-h defined—TFhe-image-data-mask-table-is-defined-inparagraph-5-4-3-2- nask-blo
#mage identifies the location of non-empty and-empty blocks so that the using application can reconstruct the
image correctly. In figure 132, the recording order would be B(1,1); B(1,2); B(1,3); B(2,1); B(2,2); B(2,3);
B(2,4); B(3,1); B(3,2); B(3,3); B(3,4); B(4,2); B(4,3); B(4,4). Blocks B(1,4) and B(4,1) would not be recorded
in the file. The blocked image mask would identify the locations of the recorded image blocks. If the image is
band sequential (IMODE=S), there will be multiple block image masks (one for each image band), with each
mask containing NBPR (Number of Blocks Per Row) x NBPC (Number of Blocks Per Column) records.
Blocked image masks can be used in conjunction with a transparent pad pixel mask, as described below. A
blocked image mask may also be used to provide an index for random access within the blocked image data for
large images even if all blocks are recorded in the file.
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/\ - Pad
B(l,l)/ 1,2) <(1,3) B(1,4z\ Pixels
B2.1) | B@2) B(2,3)\ B(2,4)
\ | Image

‘/
B(3>§2) B(3,3) B/(3>
54,1 ‘@

B(4,3) B(4,4)
V Empty

Blocks
FIGURE 12. A blocked, padded image with empty blocks .

5.4.2.4 Pad pixel masking. In addition to empty image blocks, figure 12 also demonstrates that a
significant number of transparent pad pixels may be needed to "fill" an image to the nearest block boundary.

a.

In the example in figure 12, the locations of image blocks-would-berecorded -indicating-that-those
bleeks B(1,1); B(1,2); B(1,3); B(2,1); B(2,3); B(2,4); B(3,1); B(3,2); B(3,4); B(4,2); B(4,3); and
B(4,4) would be recorded indicating that those blocks have pad pixels. B(1,4); B(2,2); B(3,3),
and B(4,1) do not have pad pixels because B(1,4) and B(34,1) are empty and B(2,2) and B(3,3) are
full image blocks.

. If the image is band sequential (IMODE=S), there will be pixel masks that will be arranged in the

same order as the image bands, with each mask containing Number of Blocks Per Row (NBPR) x
Number of Blocks Per Column (NBPC) records.

. The output pixel code which represents pad pixels is identified within the image data mask subheader

by the Fransparent Output Pixel Code field (TPXCD). The length in bits of this code is identified in
the Fransparent Output Pixel Code Length field (TPXCDLNTH). Although this length is given in
bits, the actual TPXCD value is stored in an integral number of bytes. When the number of bits used
by the code is less than the number available in the TPXCD field (for example, a 12 bit code stored
in two bytes), then the code will be justified in accordance with the PJUST field in the Image
Subheader.

. When an application identifies pad pixel values, it may replace them with a user defined value (for

example, a light blue background) at the time of presentation except when the value of TPXCD is
zero (0). When the TPXCD value is zero, the pad pizel will be treated as “Transparent” for
presentation. The application may alse choose to ignore pad pixels in histogram generation. In any
case, pad pixels are not valid data, and should not be used for interpretation or exploitation.
Consequently, the value used for pad pixels shall not appear within the bounds of significant pixels of
the image.

5.4.3 NITF image information fields. In the NITF, the information describing an image is represented
in a series of adjacent fields grouped into the image subheader followed by the image data. The field containing
the image data is called the image data field. The image data field shall follow immediately the last field of the
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corresponding image subheader with no intervening special characters to designate the beginning of the image
data field. Similarly, the image subheader of the first image shall follow immediately the last byte of data of the
last field in the NITF header, and the image subheader of successive images shall follow immediately the last
byte of the image data field of the preceding image.

5.4.3.1 Image subheader fields. The data in the image subheader fields are BCS character data (except
for LUTs). They provide information about the image source, its identification, and characteristics needed to
display and interpret it properly. The image subheader field definitions are detailed in table A-3.

5.4.3.2 Image data mask table. The image data mask table is a conditional data structure included in
the image data stream for masked images when so indicated by the Image Compression field value (IC values
NM, M1, M3, M4 and M5). The image data mask subheader table is not recorded for non-masked images (IC
values NC, C1, C3, C4 and C5). The image data field of a masked image is identical to that of non-masked
images except for the following: the first byte of the image data is offset from the beginning of the image data
field by the length of the image data mask table(s); and empty image blocks are not recorded/transmitted in the
image data area. If the image is band sequential (IMODE=S), there will be multiple blocked image and/or pad
pixel masks (one for each band). All blocked image masks will be recorded first, followed by all pad pixel
masks. Since the image data mask tables are in the image data area, the data recorded/transmitted there are
binary. The structure of the image data mask table is defined in detail in table A-3(A).

5.4.3.3 Image data format. Image data may be stored in a NITF file in either uncompressed or
compressed form.

5.4.3.3.1 Uncompressed image data format. The order in which pixel values of a single band image
are stored is fixed. When an image has more than one band, several options are available for the order in which
pixel values are stored. The option used is indicated by the IMODE field in the image subheader. The following
subparagraphs describe the possibilities within this format. In describing the encoding of image data, the NITF
display convention is invoked freely for ease of expression. Let the image to be encoded be denoted by I, and
assume | has R rows and C columns. Let | have n bands; that is, each pixel is an n-vector, the i ™ value of which
is the value for that pixel location of the i" band of the image. Let N denote the number of bits-per-pixel-per-
band. Thus, there are n*N bits-per-pixel. Let I be blocked with H blocks per row and V blocks per column.
Note that special cases such as single band images and single block images are included in this general image by
setting n=1, and H=V=1, respectively.

5.4.3.3.21.1 Single band image uncompressed data format. For single band images, n=1, and there is
only one order for storing pixels. The field IMODE in the image subheader shall be set to B for this case. The
blocks (one or more) shall be stored, one after the other starting with the upper left block and proceeding first
left to right across rows of blocks, one row of blocks after the other, top to bottom. Image data within each
block shall be encoded as one continuous bit stream, one pixel value after another, beginning with the N bits of
the upper left corner pixel, 1(0,0), followed by the N bits of 1(0,1) and so on until all pixels from the first row in
the block are encoded. These shall be followed immediately by the N bits of data for pixel 1(1,0) continuing
from left to right along each row, one row after another from the top of the block to the bottom. The last byte of
each block’s data is zero-filled to the next byte boundary, but all other byte boundaries within the block are
ignored. See the field Pixel Value Type (PVTYPE) description in table A-3 for the specification of the bit
representation of pixel values.

5.4.3.3.-21.2 Multiple band image uncompressed data format. For multiple band images, there are
three orders for storing pixels.

5.4.3.3.-21.2.1 Band sequential. The first case is "band sequential”, in which each band is stored
contiguously, starting with the first band, one after the other, until the last band is stored. Within each band the
data shall be encoded multiple as if it were a single band image with one or more blocks (see paragraph
5.4.3.3.2.1). The field IMODE in the image subheader shall be set to S for this case. This case is only valid for
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images with multiple blocks and multiple bands. (For single block images, this case collapses to the “band
interleaved by block™ case where IMODE is set to B.)

5.4.3.3.-21.2.2 Band interleaved by pixel. The ordering mechanism for this case stores the pixels in a
block sequential order in which each block is stored contiguously, starting with the upper left block and
proceeding flrst Ieft to rlght across rows of bIocks one row of blocks after the other, top to bottom Within-each

For band mterleaved by pixel" the n*N blts of the entire plxel vector are stored plxel by plxel in the same Ieft to
right, top to bottom pixel order as described in paragraph 5.4.3.3.2.1. The n*N bits for a single pixel are stored
successively in this order: the N bits of the first band followed by the N bits of the second band and, so forth,
ending with the N bits of the last band. Each block shall be zero-filled to the byte boundary. The field IMODE
in the image subheader shall be set to P for this storage option. See the field Pixel Value Type (PVTYPE)
description in table A-3 for the specification of the bit representation of pixel values for each band.

5.4.3.3.-21.2.3 Band interleaved by block. The ordering mechanism for this case stores the pixels in a
block sequential order where each block is stored contiguously, starting with upper left block and proceeding first
Ieft to rlght across rows of blocks, one row of bIocks after the other top to bottom mthtneaeh—bleelethe

W — For "band
mterleaved by block" the data from each block is stored startlng with the f|rst band one after the other until the
last band is stored. Each block shall be zero-filled to the next byte boundary. The field IMODE in the image
subheader shall be set to B for this storage option. See the field Pixel Value Type (PVTYPE) description in
table A-3 for the specification of the bit representation of pixel values for each band.

5.4.3.3.2 Compressed image data format. The format of the image data after compression is provided
with the description of the NITFS image compression algorithms in CCIF+Recommendation ITU-T T.4
(1993.03), AMD2 08/95, ISO/IEC 10918-1, ISO/IEC 10918-3, and MIL-STD-188-199 {¥BD)- Also found in
these references are the conditions the data must meet before a given compression method can be applied
meaningfully.

5.4.3.4 Graey scale look-up tables (LUT). The graey scale to be used in displaying each pixel of a
graey scale image is determined using the image’s LUT, if present. A LUT for a gr aey scale image when
present, shall comprise a one byte entry for each integer (the entry’s index) in the range 0 to NELUT -1. The
bytes of the LUT shall appear in the file one after the other without separation. The entries shall occur in the
index order, the first entry corresponding to index 0, the second to index 1 and so on, the last corresponding to
index NELUT-1. The display shade for a pixel in the image shall be determined by using the image pixel value
as an index into the LUT. The LUT value shall correspond to the display gr aey shade in a way specific to the
display device. NELUT shall be equal to or greater than the maximum pixel value in the image to ensure that all

image plxels are mapped to the dlsplay devrce Thepresence-of color LUTs-is-optional-for 24-bit per-pixel-{true-

5.4.3.5 Color look-up tables (LUT). Color images are represented using the RGB color system
notation. For color images, each LUT entry shall be composed of the output color components red, green, and
blue, appearing in the file in that order. There shall be a LUT entry for each pixel value in a particular band of a
NITF image (the entries index of the LUT will range from 0 to NELUT-1). The LUT entries shall appear in the
file in increasing index order beginning with index 0. The display color of an image pixel shall be determined by
using the pixel value as an index into each LUT (red, green, blue). The corresponding values for red, green,
and blue shall determine the displayed color in a manner specific to the display device. The color component
values may be any of the 256 pixel values associated with the band. The presence of color LUTs is optional for
24 bit per pixel (true color) images. Pseudo-color (e.g. 8-bit per pixel color images) shall contain a LUT to
correlate each pixel value with a designated true color value.

5.5 Graphic data type. Fhe-gGraphic data type is used in the NITF to store a two-dimensional graphic
segment information represented as a Computer Graphics Metafile (CGM). Each graphic segment consists of a
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graphic subheader and data. A graphic #em may be black and white, graey scale, or color. Examples of
graphics are circles, ellipses, rectangles, arrows, lines, triangles, logos, unit designators, object designators
(ships, aircraft), text, and special characters. A graphic is stored as a distinct unit in the NITF file allowing it to
be manipulated and displayed nondestructively relative to the images, and other graphics in the file. This
standard does not preclude the use of n-dimensional graphics when future standards are developed.

5.5.1 Graphic subheader. The graphic subheader is used to identify and supply the information
necessary to display the graphic data as intended by the file builder. The format for a graphic #em subheader is
detailed in table A-5.

5.5.2 Graphic data format. For-purposes-ofthis-document+ The graphic format is CGM as described
in ISO/IEC 8632-1:-1992, Information Technology - Computer Graphics Metafile for Storage and Transfer of

Picture Description, 1992. The precise tailoring of the CGM standard to NITF is found in MIL-STD-2301.

5.5.2.1 CGM graphic bounding box. CGM graphic placement is defined by the SLOC (graphic
location) field and the CGM graphic extent is given by the SBND1 (graphic bound 1) and SBND2 (graphic
bound 2) fields. SLOC defines the origin for the CGM coordinate system. The area covered by the CGM
graphic is defined by a bounding box. The bounding box is the smallest rectangle that could be placed around
the entire CGM graphic. The first bounding box coordinate (SBND1) is the upper left corner of the rectangle.
The second bounding box coordinate (SBND2) is the lower right corner of the rectangle. SBND1 and SBND2
are values in the coordinate system defined by the attachment level. For attachment level 0, this would be the
common coordinate system. The SBND1 and SBND?2 values are calculated by adding SLOC to the coordinate
values for the bounding box (upper left and lower right) corners as given in the CGM graphic coordinate system.

5.6 Text data type. Fhet Text informationtype data shall be used to store-afile-or store a textual
based file or an item of text, such as a word processing file or document. Text items-are is intended to convey
information about the image product contained in the NITF file.

5.6.1 Representation of textual information. The NITF uses two different categories of textual
character representations: text only and mark-up text (e.g. word processor form atted text). Each category has a
set of lexical levels which constrain the use of characters within the category. The three lexical lev 3els are:
BCS, BCS-E, and UCS.

5.6.1.1 Basic Character Set. The Basic Character restricts the allowable characters to a relatively small
set that can be represented in 8-bit per character codes. This character set is selected from ISO/IEC 10646 -1, but
uses only the ‘Cell-octet’ of the basic coding structure described in ISO/IEC 10646 -1. The BCS uses only the
‘Cell-octet’ of the two-octet Basic Multilingual Plane form, implementation level 1, of ISO/IEC 10646 -1. BCS
can-also-be-used-fortext-data-. The range of allowable characters for BCS-A consists of the following: (all
printable 7-bit characters plus)

Line feed code OA
Form feed code 0C
Carriage Return code 0D
Space through Tilde codes 20 through 7E (BMP block ‘BASIC LATIN’)

5.6.1.2.2 BGS Basic Character Set - extended (BCS-E). The BCS-E extends the BCS set of character
codes to include codes 80 through FF of the BMP block BASIC LATIN, (all printable 8-bit characters plus LF,
FF, and CR.

5.6.1.23 Universal Multiple Octet Coded Character Set (UCS). The UCS is used for expressing text in
many languages of the world as defined by 1SO 10646 -1. The specific character set selected from UCS shall be
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identified by profile. The profile shall identify the adopted form, the adopted implementation level and the
adopted subset (list of collections and/or characters) in accordance with the structures defined in ISO 10646 -1.
When a profile defined UCS is used in a NITF file, the coding shall contain an explicit declaration of
identification of features (escape sequence) as specified in 1SO 10646 -1. When no declaration escape sequence is
included, the default shall be that defined for BCS -A above.

5.6.2 Text data subheader. The text subheader is used to identify and supply the information about the
text file necessary to read and display the text data. The text subheader is detailed in table A-6.
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5.87 Future expansion. Future expansion of the NITF is supported in two ways: (1) built-in
mechanisms and procedures to allow immediate inclusion of user-determined and user-defined data characteristics
and types of data without changing this standard, (but configuration managed thru a central “registry”), and (2) a
collection of data fields called Data Extension Segments and Reserved Extension Segments providing space
within the file structure for adding entirely unspecified future capabilities to this standard. Addition of further
data characteristics beyond those specified in this standard is accomplished using the User Defined Data (UDHD
and UDID), Extended Header Data (XHD), and Extended Subheader Data (IXSHD, SXSHD, and TXSHD)
fields. Use of these fields is described in paragraphs 5. 87.1.1 and 5.87.1.2. Addition of new types of data
items is accomplished using Data Extension Segments defined in paragraph 5. 87.1.3.1. Extensions of all types
may be incorporated into the file while maintaining backward compatibility since the byte count mechanisms
provided allow applications developed prior to the addition of newly defined data er to skip over extension fields
they are not designed to interpret.

5.87.1 Tagged record extensions. Variations of the same basic extension mechanism, tagged records,
are used for all extensions except the Reserved Extension Segments, which will be discussed separately. There
are three varieties of tagged record extensions: registered extensions, controlled extensions, and encapsulated
extensions. Figure 13 illustrates the concepts and formatting descriptions in paragraphs 5. 87.1.1 through
5.87.1.32. A current listing of the tagged record extensions that have been registered with NIMA is provided in
the Tag Registry maintained by the Joint Interoperability Test Command (JITC).
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NITF file header record
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Data Data
Reaistered with NITF Confiauration Authoritv

FIGURE 13. Data extension format.

5.87.1.1 Registered extensions. Each registered tagged record extension consists of three required
fields. These fields are defined in table A-7. These extensions are user-defined . , anrd-t The six character
RETAG field, the purpose of the tag and the overall structure of the REDATA field shall be registered with the
NIMA. The purpose of registering the tags is to avoid having two users use the same tag to mean different
extensions. A sequence of registered tagged record extensions can appear in the NITF header User Defined
Header Data field, UDHD, or any image subheader in its User Defined Image Data field, UDID. When the
tagged record extension carries data associated with the file as a whole, it should appear in the UDHD field, if
sufficient room is available. If the extension carries data associated with an image information item in the file, it
should appear in the UDID field of that item"s subheader, if sufficient room is available. A registered tagged
record extension may appear in a Data Extension Segment (see paragraph 5. 87.1.3 and subparagraphs) that is
designated to contain registered tagged record extensions, but only if sufficient space is not available in the
UDHD or a UDID, as appropriate. A registered tagged record extension shall be included in its entirety within
the UDHD, a single UDID, or the single DES selected to contain it. A registered tagged record extension may
not "overflow" record fields.

5.87.1.2 Controlled extensions. These extensions are defined and submitted to the NIMA for approval
by the ISMC and, once accepted are subject to configuration management by the ISMC. They are documented
in a series of documents maintained by the JITC. The tagged record format for controlled extensions is identical
to that for registered extensions (detailed in table A-7) except that the first two letters of each field identifier
change from "RE" to "CE." The six character CETAG field and the structure of the CEDATA data field shall
be registered and configuration controlled. A sequence of controlled tagged record extensions can appear in the
XHD field of the NITF file header or in the IXSHD, SHSHD, or TXSHD field of a standard information item in
the file. When the controlled tagged record extension carries data that is associated with the file as a whole, it
should appear in the XHD field, if sufficient room is available. If the extension carries data associated with an
information item in the file, it should appear in the IXSHD, SHSHD, or TXSHD field of that item's subheader,
if sufficient room is available. A controlled tagged record extension may appear in a Data Extension Segment
(see paragraph 5.87.1.3 and subparagraphs), which is designated to contain controlled tagged record extensions,
but only if appropriate. A controlled tagged record extension shall be included in its entirety within the XHD, a
single IXSHD, SHSHD, or TXSHD or the single DES selected to contain it. A single controlled tagged record
extension may not "overflow" file fields.
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5.87.1.3 Encapsulated extensions. These extensions are similar to the controlled extensions in that each
has a tag, and in this case, the tag versions are controlled with the-lSMC tag registration process. Each
encapsulated extension shall appear in its own Data Extension Segment (DES) and shall conform to the DES
structure, in figure 14.

Data extension
seament (DES) aroun
fieldsin NITF file Each DES
header contain: contains:
DES
DES Count
Header DES Taa
DES Header Lenatt Version
Security Group
DES Lenath )
o Overflow Indicators
[ )
[ )
DES Header Lenatf Reqistered Extensiong
DES -or- Controlled
DES Lenath Data Extensions -or-
Field | Encapsulated Data
<1GB Product

FIGURE 14. Data extension segment format.

5.87.1.3.1 Data-extension-segment DES structure. The NITF header accommodates up to 999 DESs.
Each DES shall consist of a DES subheader and a DES data field (similar to the way a standard information type
item has a subheader and an adjacent associated data field). Within the Data Extension Segment Group in the
NITF Header is found the number of DES in the file, the length of each DES subheader, and the length of the
DES data field, DESDATA. The field size specifications in the NITF file header allow each DES to be just less
than one gigabyte in length. The DES subheader is detailed in table A-8. The structure provided in the DES by
the fields DESSHL, DESSHF, and DESDATA is intended to encourage the formation of a DES along the lines
of the standard information types in the NITF, in which a group of BCS fields describing the data is followed by
the data itself.

5.87.1.3.2 Use of DES. The data in an encapsulated extension are anticipated to be defined typically
by a specific version of a specific standard or product spe cification. Encapsulated extensions allow the
incorporation of data products in a NITF file to be disseminated along with an image. For example, Digital
Terrain Elevation Data (DTED), Digital Feature An alysis Data (DFAD), or other georeferenced products could
be distributed along with an image product to support analysis and interpretation of the image. Audio and video
segments are additional examples of data that may be added to the NITF through the use of Data Extension
Segments.

5.87.1.3.3 Reserved DES tags. There are two reserved tags: "Registered Extensions" and ""Controlled
Extensions." These tags are for use when a series of registered or controlled, tagged record extensions is to
appear in a DES (see paragraphs 5.87.1.1 and 5.87.1.2) as "overflow" from the NITF file header or any
subheader. Which header or subheader overflowed is indicated in the DESOFL ©W and DESITEM field
contents.

5.87.2 Reserved extension segments. Structure is provided in the NITF file header to support up to
999 distinct reserved extension segments to support up to 9999999 bytes plus a corresponding subheader of up to
9999 bytes for each subheader extension. The combination of each subheader and corresponding data field is
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called a Reserved Extension Segment. These fields are reserved in that they shall not be present in any header
until this is modified to define their use. However, upon receipt of a file that contains a RES(s) an NITF
compliant implementation shall at least ignore the RES(s) and properly interpret the other legal components of
the NITF file. See the definition of the field NUMRES, and the fields that follow it (LRESHmnn and LRENN) in
table A-1. The RES subheader is detailed in table A-9.

6. NOTES

(This section contains information of a general or explanatory nature which may be helpful, but is not
mandatory.)

6.1 Example NITF file.

6.1.1 Use of NITF. Though the NITF was conceived initially to support the transmission of a file
composed of a single base image, image insets (subimage overlays), graphic overlays, and text, its current form
makes it suitable for a wide variety of file exchange needs. One of the flexible features of the NITF is that it
allows several items of each data type to be included in one file, yet any of the data types may be omitted. Thus,
for example, the NITF may equally well be used for the storage of a single portion of text, a single image or a
complex composition of several images, graphics, and text. The following section discusses an example NITF
file of moderate complexity.

6.1.2 Example file. Table A-ZIshows the contents of the fields in the header of an sample example
NITF file composed of two base image segments (one base image, one inset image everlay), five graphic
overlays, and five text selections. Figure 145 shows part of the sample file as a composite image with its
overlay graphics. Inan NITF file, the data for each data item is preceded by the item's subheader. The
subheader for a data type is omitted if no items of that type are included in the file. Subheader field contents for
items in the sample file are shown in tables HI through IX}.
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FIGURE 15. Sample file composite |mage
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TABLE H41. Example NITF file header.

NITF HEADER FIELD FORMAT COMMENT
File Type & Version (FHDR) NITF02.10 9 characters
c n Complexity Level 045 2 characters -- images less than or
(CLEVEL) equal to 4k x 4k
System Type (STYPE) 4 blank characters
Originating Station ID (OSTAID) U21S0090 8 characters with 2 spaces
File Date & Time (FDT) 19960930224632 14 characters

File Title (FTITLE)

MAJOR TEST FACILITY

19 characters followed by 661
spaces - 80 characters

File Security Classification (FSCLAS) U 1 character

File Codewords (FSCODE) 40 spaces

File Control & Handling (FSCTLH) 40 spaces

File Releasing Instructions (FSREL) 40 spaces

File Classification Authority (FSCAUT) 20 spaces

File Security Control Number (FSCTLN) 20 spaces

File Security Downgrade (FSDWNG) 6 spaces

File Copy Number (FSCOP) 00000 5 digits - all zeros indicate there is
no tracking of file copies

File Number of Copies (FSCPYS) 00000 5 digits - all zeros indicate there is
no tracking of file copies

Encryption (ENCRYP) 0 Required default no encryption

Originator's Name (ONAME) W. Tempel 9 characters followed by 18 spaces

- 27 characters

Originator's Phone Number (OPHONE)

44 1480 84 5611

15 characters followed by 3 spaces
- 18 characters

File Length (FL) 000002925155 12 digits
NSHE NITF File Header Length (HL) 000515 6 digits
Number of Images (NUMI) 002 3 digits
Length of 1st Image Subheader 000679 6 digits
(LISHO001)

Length of 1st Image (L1001) 0002730600 10 digits
Length of 2nd Image Subheader 000439 6 digits
(LISH002)

Length of 2nd Image (L1002) 0000089600 10 digits
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TABLE Hl. Example NITF file header - Continued.
NITF HEADER FORMAT COMMENT

Number of Graphics (NUMS) 005 3 digits
Length of 1st Graphic Subheader 0258 4 digits
(LSSH001)
Length of 1st Graphic (LS001) 000122 6 digits
Length of 2nd Graphic Subheader 0258 4 digits
(LSSH002)
Length of 2nd Graphic (LS002) 000122 6 digits
Length of 3rd Graphic Subheader 0258 4 digits
(LSSHO003)
Length of 3rd Graphic (LS003) 000150 6 digits
Length of 4th Graphic Subheader 0258 4 digits
(LSSH004)
Length of 4th Graphic (LS004) 000112 6 digits
Length of 5th Graphic Subheader 0258 4 digits
(LSSHO005)
Length of 5th Graphic (LS005) 000116 6 digits
Reserved for future use (NUMX) 000 3 digits
Number of Text Files (NUMT) 005 3 digits
Length of 1st Text Subheader (LTSH001) | 0282 4 digits
Length of 1st Text File (LT001) 20000 5 digits
Length of 2nd Text Subheader 0282 4 digits
(LTSH002)
Length of 2nd Text File (LT002) 20000 5 digits
Length of 3rd Text Subheader (LTSH003) | 0282 4 digits
Length of 3rd Text File (LT003) 20000 5 digits
Length of 4th Text Subheader (LTSH004) | 0282 4 digits
Length of 4th Text File (LT004) 20000 5 digits
Length of 5th Text Subheader (LTSH005) | 0282 4 digits
Length of 5th Text File (LT005) 20000 5 digits
Number of Data Extension Segments 000 3 digits
(NUMDES)
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TABLE Hl. Example NITF file header - Continued.

NITF HEADER FORMAT COMMENT
Number of Reserved Data Extension 000 3 digits
Segments (NUMRES)
User Defined Header Data 00000 5 digits
Length(UDHDL)
Extended Header Data Header Length 00000 5 digits
(XHDL)

6.1.2.1 Explanation of the file header. The File Type and Version, NITF02.10, is listed first. The
next field contains the file's Complexity Level, in this case 04. A four character reserved field for the System
Type, defaulted to blanks, appears next. An identification code containing ten characters for the station
originating the primary information in the file is given next. The file origination date and time follow this and
are given in UTC (Zulu) time format. This is followed by the File Title field containing up to 80 characters of
free form text. The title of the sample file contains less than 80 characters, and therefore, the remainder of the
field is padded with blanks. The File Security Classification follows and contains one character. Several
security-related optional fields and a conditional field follow. They are File Codewords, File Control Handling,
File Releasing Instructions, File Classification Authority, File Security Control Number, File Security
Downgrade, File Copy Number, and File Number of Copies. File Encryption is given a "0" indicating that the
file is not encrypted. The originator's name and phone number are given next. These fields may be left blank.
Then the length in bytes of the entire file is given, including all headers, subheaders, and data. This is followed
by the length in bytes of the NITF file header. The Number of Images field contains the characters 002 to
indicate two images are included in the file. This is followed by six characters to specify the length of the first
image subheader, then ten characters for the length of the first image. The length of the second image subheader
and the length of the second image follow. The next item in the file header is the Number of Graphics, which
contains 005 to indicate that five graphics are present in the file. The next ten ch aracters contain the Length of
Graphic Subheader and Length of Graphic (four and six characters respectively) for the first through fifth
graphic, one after the other. The field, Number of Text Files, is given as 005 and is followed by four characters
specifying the length of the text subheader and five characters specifying the number of characters in the text
segment for each of the five text segments. The Number of Data Extension Segments and Number of Reserved
Extension Segments fields are given as "000." This completes the "roadmap™ for separating the data subheaders
from the actual data to follow. The next two fields in the header are the User Defined Header Data Length and
the User Defined Header Data. User defined data could be used to include registered tagged record extensions
that provide additional information about the file. In this example, however, the length of the user defined
header data is given as zero; therefore, the User Defined Header Data Field is omitted. The last field in the
header are the Extended Header Data Length. The length of the extended header is given as zero; therefore, the
Extended Header Data field is omitted, indicating that no controlled tagged record extensions are included in the
file header.

6.1.2.2 Explanation of the image subheaders.

TABLE P/I1. Example of the first image subheader ofthe-base-image.

NITF IMAGE SUBHEADER FIELD FORMAT COMMENT
File Part Type (IM) IM 2 characters
Image ID (11D) 0000000001 10 characters
Image Date & Time (IDATIM) 19960825203147 14 characters
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TABLE P/I1. Example of the first image subheader ofthe-base-image - Continued.

NITF IMAGE SUBHEADER FIELD FORMAT COMMENT
Target ID (TGTID) 17 spaces
Image Title (ITITLE) MAJOR TEST 26 characters followed by 54 spaces -

FACILITY AND HQ

80 characters total

Image Security Classification (ISCLAS)

U

1 character

Image Codewords (ISCODE) 40 spaces
Image Control and Handling (ISCTLH) 40 spaces
Image Releasing Instructions (ISREL) 40 spaces
Image Classification Authority 20 spaces
(ISCAUT)

Image Security Control Number 20 spaces
(ISCTLN)

Image Security Downgrade (ISDWNG) 6 spaces

Encryption (ENCRYP)

0

Required default

Image Source (ISORCE)

Hand-held digital
camera model XYZ.

35 characters followed by 7 spaces -
42 total characters

Number of Significant Rows in image 00001332 8 characters

(NROWS)

Number of Significant Columns in 00002050 8 characters

image (NCOLYS)

Pixel Value Type (PVTYPE) INT 3 characters - interpret pixel values
as integers

Image Representation (IREP) MONO 4 characters followed by 4 spaces -
graeyscale imagery

Image Class (ICAT) VIS 3 characters followed by 5 spaces -
visible imagery

Actual Bits-Per-Pixel Per Band (ABPP) | 08 2 digits

Pixel Justification (PJUST) R 1 character

Image Coordinate System (ICORDS) N 1-charaeterSpace - indicates no geo
location coordinates

Number of Image Comments (NICOM) | 3 1 digit

* Image Comment 1 (ICOM1)

This is a comment on
Major Test Facility
base and associated
inset. This file w

80 total characters
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TABLE P/I1. Example of the first image subheader ofthe-base-image - Continued.

NITF IMAGE SUBHEADER FIELD

FORMAT

COMMENT

* Image Comment 2 (ICOM2)

as developed at Fort
Huachuca, Arizona.
It shows the Joint

Interoperability Tes

80 total characters

* Image Comment 3 (ICOM3)

t Command Building
and associated range
areas.

464 characters followed by 346
spaces - 80 total characters

Image Compression (IC) NC 2 characters - indicates no
compression

Number of Bands (NBANDS) 1 1 digit

1st Band Representation (IREPBAND1) 2 spaces

1st Band Significance for Image 6 spaces

Category (ISUBCAT1)

1st Band Image Filter Condition (IFC1) | N 1 character - required default value

1st Band Standard Image Filter Code 3 spaces - reserved

(IMFLT1)

1st Band Number of LUTS (NLUTS1) 0 1 character

Image Sync Code (ISYNC) 0 1 digit

Image Mode (IMODE) B 1 character - B required for 1 band

Number of Blocks per Row (NBPR) 0001 4 digits

Number of Blocks per Column (NBPC) | 0001 4 digits

Number of pixels Per Block Horizontal 2050 4 digits

(NPPBH)

Number of pixels Per Block Vertical 1332 4 digits

(NPPBV)

Number of Bits per Pixel (NBPP) 08 2 digits

Display Level (IDLVL) 001 3 characters - minimum value makes
this base image

Attachment Level (IALVL) 000 Required 3 digit value since
minimum display level.

Location (ILOC) 0000000000 10 characters upper left pixel located
at origin of common coordinate
system

Image magnification (IMAG) 1.0 3 character followed by a space - 4

characters total
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TABLE P/I1. Example of the first image subheader ofthe-base-image - Continued.

NITF IMAGE SUBHEADER FIELD FORMAT COMMENT
User Defined Image Data Length 00000 5 digits
(UDIDL)
Extended Subheader Data Length 00000 5 digits
(IXSHDL)

* According to the standard - this should look like a single contiguous comment of up to 3 x 80 characters.

6.1.2.2.1 Explanation of the first image subheader. There are two images in this sample file. The first
image ersubimage has Display Level 001. Its subheader is shown in table P/I1. It is an unclassified, single
band, single block, graey scale image with 8 bits per pixel and does not have an associated LUT. There are
three associated comments. It is visible imagery, does not have geo-location data and is stored as an
uncompressed image. It is located at the origin of the common coordinate system within which all the
displayable file components are located. It is 1332 rows by 2050 columns. Figure 15 illustrates the image
printed at approximately three hundred pixels per inch.

TABLE MI11. Example of the second image subheader efthefirstinsetimage.

NITF IMAGE SUBHEADER FIELD FORMAT COMMENT

File Part Type (IM) IM 2 characters

Image ID (11D) Missing ID 10 characters

Image Date & Time (IDATIM) 19960927011729 14 characters

Target ID (TGTID) 17 spaces

Image Title (ITITLE) Zoomed Test Facility 18 characters followed by 62 spaces
- 80 characters total

Image Security Classification (ISCLAS) U 1 character

Image Codewords (ISCODE) 40 spaces

Image Control and Handling (ISCTLH) 40 spaces

Image Releasing Instructions (ISREL) 40 spaces

Image Classification Authority 20 spaces

(ISCAUT)

Image Security Control Number 20 spaces

(ISCTLN)

Image Security Downgrade (ISDWNG) 6 spaces - no downgrade event

Encryption (ENCRYP) 0 Required default

Image Source (ISORCE) Cut of original image. 22 characters followed by 20 spaces
- 42 characters total

Number of Significant Rows in image 00000224 8 characters

(NROWS)
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TABLE MI111. Example of the second image subheader efthefirstinsetimage - Continued.

NITF IMAGE SUBHEADER FIELD FORMAT COMMENT

Number of Significant Columns in 00000400 8 characters

image (NCOLYS)

Pixel value type (PVTYPE) INT 3 characters - interpret pixel values
as integers

Image Representation (IREP) MONO 4 characters followed by 4 spaces -
graey scale imagery

Image Class (ICAT) VIS 3 characters followed by 5 spaces -
visible imagery

Actual Bits-Per-Pixel Per Band (ABPP) 08 2 digits

Pixel Justification (PJUST) R 1 character

Image Coordinate System (ICORDS) N 1-charaeterSpace - indicates no geo
location coordinates

Number of Image Comments (NICOM) 0 1 digit

Image Compression (IC) NC 2 characters - indicates
uncompressed

Number of Bands (NBANDS) 1 1 digit

1st Band Representation (IREPBAND1) 2 spaces

1st Band Significance (ISUBCATL) 6 spaces

1st Band Image Filter Condition (IFC1) N 1 character - required default value

1st Band Standard Image Filter Code 3 spaces - reserved

(IMFLT1)

1st Band Number of LUTS (NLUTS1) 0 1 character

Image Sync Code (ISYNC) 0 1 digit

Image Mode (IMODE) B 1 character - B required for 1 band

Number of Blocks per Row (NBPR) 0001 4 digits

Number of Blocks per Column (NBPC) 0001 4 digits

Number of pixels Per Block Horizontal 0400 4 digits

(NPPBH)

Number of pixels Per Block Vertical 0224 4 digits

(NPPBV)

Number Bits Per Pixel (NBPP) 08 2 digits

Display Level (IDLVL) 002 3 digits

Attachment Level (IALVL) 001 3 digits

43




MIL-STD-2500B

TABLE MI111. Example of the second image subheader efthefirstinsetimage - Continued.

NITF IMAGE SUBHEADER FIELD FORMAT COMMENT

Location (ILOC) 0057800142 10 characters, located at row 578
column 142 of base image

Image Magnification (IMAG) 1.0 3 characters followed by a space - 4
characters total

User Defined Image Data Length 00000 5 digits

(UDIDL)

Extended Subheader Data Length 00000 5 digits

(IXSHDL)

6.1.2.2.2 Explanation of the second image subheader . This image is the second image in the file. As
is the first image, this image is an 8 bit visible, gr aey scale image. It is much smaller (400 columns x 224 rows)
and is not compressed. Also, unlike the first image, it has no associated comment fields, indicated by the fact
NICOM = 0. Since it is attached to the base image (IALVL = 001), the ILOC field reveals that this image is
located with its upper left corner positioned at Row 578, Column 142 with respect to the upper left corner of the
base image. Since it has a display level greater than that of the base image, it will obscure part of the base image
when they are both displayed.

6.1.2.3 Explanation of the graphic subheaders.

TABLE MHV. Graphic subheader for the first graphic.

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

File Part Type (SY) SY 2

Graphic ID (SID) 0000000001 10

Graphic Name (SNAME) HELO PAD 18 characters followed by 2 spaces -
RECTANGLE total 20 characters

Graphic Security Classification U 1 character

(SSCLAS)

Graphic Codewords (SSCODE) 40 spaces

Graphic Control and Handling 40 spaces

(SSCTLH)

Graphic Releasing Instructions (SSREL) 40 spaces

Graphic Classification Authority 20 spaces

(SSCAUT)

Graphic Security Control Number 20 spaces

(SSCTLN)

Graphic Security Downgrade 6 spaces

(SSDWNG)

Encryption (ENCRYP) 0 Required default
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TABLE MHV. Graphic subheader for the first graphic.
NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT
Graphic Type (STYPE) C 1 character - indicates CGM
(SRES1) (TBD) reserved 13 spaces
Display Level (SDLVL) 003 3 digits
Attachment Level (SALVL) 001 3 digits
Graphic Location (SLOC) 0039201110 10 characters
First Graphic Bound Location (SBND1) | 0039201110 10 characters
Graphic Color (SCOLOR) M indicates CGM file contains no color
components
Second Graphic Bound Location 0051001836 10 characters
(SBND2)
(SRES2) (TBD) reserved 2 spaces
Extended Subheader Data Length 00000 5 digits

(SXSHDL)

6.1.2.3.1 Explanation of the first graphic subheader .

This graphic is a computer graphics metafile

graphic (HELO PAD RECTANGLE). The graphic is attached to the base image, and its location is recorded in
SLOC (row 392, column 1110) and is measured as an offset from the origin at the upper left corner of that

image.

TABLE MHV. Graphic subheader for the second graphic .

(SSCTLN)

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

File Part Type (SY) SY 2

Graphic ID (SID) 0000000002 10

Graphic Name (SNAME) ARROW 5 characters followed by 15 spaces -
total 20 characters

Graphic Security Classification U 1 character

(SSCLAS)

Graphic Codewords (SSCODE) 40 spaces

Graphic Control and Handling 40 spaces

(SSCTLH)

Graphic Releasing Instructions (SSREL) 40 spaces

Graphic Classification Authority 20 spaces

(SSCAUT)

Graphic Security Control Number 20 spaces
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TABLE MHV. Graphic subheader for the second graphic - Continued.

(SXSHDL)

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

Graphic Security Downgrade 6 spaces

(SSDWNG)

Encryption (ENCRYP) 0 Required default

Graphic Type (STYPE) C 1 character - indicates CGM

(SRES1) 0000 Reserved 13 spaces

Display Level (SDLVL) 004 3 digits

Attachment Level (SALVL) 002 3 digits

Graphic Location (SLOC) 0000000285 10 characters relative to origin of
second image

First Graphic Bound Location (SBND1) | -022500270 10 characters relative to origin of
second image

Graphic Color (SCOLOR) M indicates CGM file contains no color
components

Second Graphic Bound Location 0000000300 10 characters relative to origin of

(SBND2) second image

(SRES2) 000 Reserved 2 spaces

Extended Subheader Data Length 00000 5 digits

6.1.2.3.2 Explanation of the second graphic subheader. The second graphic is also a CGM graphic.

is the arrow pointing to the test facility. It is attached to the subimage. Therefore, its location as recorded in
SLOC is measured as an offset from the upper left corner of the subimage.

TABLE MHHVI. Graphic subheader for the third graphic.

(SSCLAS)

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

File Part Type (SY) SY 2

Graphic ID (SID) 0000000003 10

Graphic Name (SNAME) HQ BUILDING 11 characters followed by 9 spaces -
total 20 characters

Graphic Security Classification U 1 character

Graphic Codewords (SSCODE) 40 spaces
Graphic Control and Handling 40 spaces
(SSCTLH)

Graphic Releasing Instructions (SSREL) 40 spaces
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TABLE MVHVI. Graphic subheader for the third graphic - Continued.

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

Graphic Classification Authority 20 spaces

(SSCAUT)

Graphic Security Control Number 20 spaces

(SSCTLN)

Graphic Security Downgrade 6 spaces

(SSDWNG)

Encryption (ENCRYP) Required default

Graphic Type (STYPE) C 1 character - indicates CGM

(SRES1) Reserved 13 spaces

Display Level (SDLVL) 005 3 digits

Attachment Level (SALVL) 001 3 digits

Graphic Location (SLOC) 0000000000 10 characters

First Graphic Bound Location (SBND1) | 0062501710 10 characters

Graphic Color (SCOLOR) M indicates CGM file contains no color
components

Second Graphic Bound Location 0070502010 10 characters

(SBND2)

(SRES2) 000 Reserved 2 spaces

Extended Subheader Data Length 00000 5 digits

(SXSHDL)

6.1.2.3.3 Explanation of the third graphic subheader. The third graphic is a CGM annotation (HQ

Building). It is attached to the base image. Its location as recorded in SLOC is measured as an offset from the
upper left corner of the base image, in this case SLOC is 0,0 and the offsetting for this graphic is actually done
within the CGM construct itself.

TABLE £XVII. Graphic subheader for the fourth graphic.

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

File Part Type (SY) SY 2

Graphic ID (SID) 0000000004 10

Graphic Name (SNAME) MAJOR TEST 19 characters followed by 1 spaces -
FACILITY total 20 characters

Graphic Security Classification U 1 character

(SSCLAS)

Graphic Codewords (SSCODE) 40 spaces
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TABLE £XVII. Graphic subheader for the fourth graphic - Continued.

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT

Graphic Control and Handling 40 spaces

(SSCTLH)

Graphic Releasing Instructions (SSREL) 40 spaces

Graphic Classification Authority 20 spaces

(SSCAUT)

Graphic Security Control Number 20 spaces

(SSCTLN)

Graphic Security Downgrade 6 spaces

(SSDWNG)

Encryption (ENCRYP) Required default

Graphic Type (STYPE) C 1 character - indicates CGM

(SRES1) Reserved 13 spaces

Display Level (SDLVL) 006 3 digits

Attachment Level (SALVL) 002 3 digits

Graphic Location (SLOC) 0008500415 10 characters relative to origin of
second image

First Graphic Bound Location (SBND1) | 0008500415 10 characters relative to origin of
second image

Graphic Color (SCOLOR) M indicates CGM file contains no color
components

Second Graphic Bound Location 0011500755 10 characters relative to origin of

(SBND2) second image

(SRES2) 000 Reserved 2 spaces

Extended Subheader Data Length 00000 5 digits

(SXSHDL)

6.1.2.3.4 Explanation of the fourth graphic subheader. The fourth graphic is a CGM graphic. It is the
MajorTest-Facility MAJOR TEST FACILITY text. It is attached to the subimage. Therefore, its location as
recorded in SLOC is measured as an offset from the upper left corner of the subimage.

TABLE XVIII. Graphic subheader for the fifth graphic.

NITF GRAPHIC SUBHEADER FIELD FORMAT COMMENT
File Part Type (SY) SY 2
Graphic ID (SID) 0000000005 10
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TABLE XVIII. Graphic subheader for the fifth graphic - Continued.

NITF GRAPHIC SUBHEADER FIELD

FORMAT

COMMENT

Graphic Name (SNAME)

COMMUNICATION
ARROW

19 characters followed by 1 spaces -
total 20 characters

(SXSHDL)

Graphic Security Classification U 1 character

(SSCLAS)

Graphic Codewords (SSCODE) 40 spaces

Graphic Control and Handling 40 spaces

(SSCTLH)

Graphic Releasing Instructions (SSREL) 40 spaces

Graphic Classification Authority 20 spaces

(SSCAUT)

Graphic Security Control Number 20 spaces

(SSCTLN)

Graphic Security Downgrade 6 spaces

(SSDWNG)

Encryption (ENCRYP) 0 Required default

Graphic Type (STYPE) C 1 character - indicates CGM

(SRES1) Reserved 13 spaces

Display Level (SDLVL) 007 3 digits

Attachment Level (SALVL) 001 3 digits

Graphic Location (SLOC) 0047000040 10 characters

First Graphic Bound Location (SBND1) | 0047000040 10 characters

Graphic Color (SCOLOR) M indicates CGM file contains no color
components

Second Graphic Bound Location 0059000600 10 characters

(SBND2)

(SRES2) 000 Reserved 2 spaces

Extended Subheader Data Length 00000 5 digits

6.1.2.3.45 Explanation of the fifth graphic subheader. The fifth graphic is a CGM graphic. It is the

Communications COMMUNICATIONS NODE annotation with associated arrow .

It is attached to the base

image. Therefore, its location as recorded in SLOC is measured as an offset from the upper left corner of the

base image.
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6.1.2.4 Explanation of the text subheaders. There are 5 text documents included in the file. Other than
the text data they contain, they differ only in matters such as title, date-time of creation, and ID. Therefore, only
the first is discussed, since the subheaders of all the rest are essentially the same.

TABLE X}HX. Text subheader for the text document.

NITF TEXT SUBHEADER FIELD FORMAT COMMENT

File Part Type (TE) TE 2 characters

Text ID (TEXTID) 0000000001 10 characters

Text Date & Time (TXTDT) 19960930224530 14 characters

Text Title (TXTITL) First sample text 22 characters followed by 58 spaces -
file. 80 total characters

Text Security Classification U 1 character

(TSCLAS)

Text Codewords (TSCODE) 40 spaces

Text Control and Handling 40 spaces

(TSCTLH)

Text Releasing Instructions 40 spaces

(TSREL)

Text Classification Authority 20 spaces

(TSCAUT)

Text Security Control Number 20 spaces

(TSCTLN)

Text Security Downgrade 6 spaces

(TSDWNG)

Encryption (ENCRYP) 0 1 character - required default

Text Format (TXTFMT) STA 3 characters

Extended Subheader Data Length 00000 5 digits

(TXSHDL)

6.1.2.4.1 Explanation of the first text subheader. The first text document is unclassified and was
created on September 30, 1996 at 22:45 hours. Its subheader is shown in Table X} X.

6.2 Product considerations. The NITF provides a very flexible means to package imagery products.
One of the main objectives of NITF is to provide increased interoperability among potentially disparate imagery
systems. For the purposes of NITF, interoperability means the ability to exchange NITF formatted imagery
products among NITF capable systems in a manner that is meaningful and useful to the end users. This places a
significant burden on NITF read capable implementations to be able to interpret and use potentially any
combination and-permutation of NITF file format options that may be created by NITF file producers.
Consequently, significant care should be taken when defining product specifications for NITF formatted imagery
products. The objective of the following discussion is to describe several generalized product configurations that
can be used as the basis for defining specific imagery products. These product configurations are typical of those
successfully used within the imagery and mapping community to date.
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6.2.1 NITF product configurations.

6.2.1.1 General. An imagery product may potentially be produced under one of the following

concepts desecribed-in-the following-paragraphs-.

6.2.1.1.1 Single file, single base image. This is the most common use of the NITF format. In this
product concept, the NITF file is produced with a focus on a single image, commonly called the ‘base image’.
All other segments and extended data within the file are focused on amplifying the information portrayed in the
base image.

6.2.1.1.2 Single file, multiple images. In this product concept, the NITF file is produced containing
multiple images, all of which have equal or similar significance to the value of the product. Other segments and
extended data within the file are focused on amplifying the information portrayed in the image(s) to which they
are associated.

6.2.1.1.3 Single file, no image. This type of product may only have graphic segments, or only text
segments, or only extension segments, or any combination of these segments. The significance of the data within
the file may pertain only to that file, or it may pertain to one or more files with which it is associated.

6.2.1.1.4 Multiple correlated files. For this product concept, the product is comprised of multiple
NITF files that are interrelated as explicitly defined in the product specification.

6.2.1.2 Single file, single base image. For this type of product file, there is one image of central focus,
the base image, placed on the Common Coordinate System (CCS) plane. Its first pixel may be located at the
origin (0,0) of the CCS, or off-set from the CCS origin according to the row/column coordinate values placed in
the location (LOC) field of the image subheader. Figure 156 provides a representative portrayal for the
following discussion.

0,0
K ; » CCS COLUMNS
| .
A
B :
CCS Boundary as
2 E / indicated by
Complexity Level
w T
CCS ROWS
1. Common Coordinate System Origin (0,0)
2.lmage DL =100 AL =000 ILOC =45,50
A.lmage DL =110 AL =100 ILOC =50,300
B. Graphic DL =120 AL =110 ILOC =250,-100
(Box & Arrow)

FIGURE 156. Single file, single base image.
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6.2.1.2.1 Image segment overlays. Additional images, often called subimages or inset images, may be
included as separate image segments in the file. The purpose of these images is to add information or clarity
about the base image. Their placement in the CCS plane is controlled by the value of each segment’s Attachment
Level (AL) and Location (LOC) row/column value. When overlay images are attached to the base image, the
LOC value represents a row/column off-set in the CCS from the location specified by the base image
row/column LOC value. If the overlay image is unattached to any other segment (AL=000), the overlay’s LOC
value is a row/column off-set from the CCS origin (0,0).

6.2.1.2.2 Graphic segment overlays. Graphic Segments are used to provide graphical (lines, polygons,
ellipses, etc.) and textual annotation to the base image. The graphic representation is done using Computer
Graphics Metafile (CGM). In a manner similar to image segment overlays, the placement of graphics in the CCS
plane is controlled by the value of each segment’s AL and LOC values. CGM has its own internal Cartesian
coordinate space called “Virtual Display Coordinates (VDC)” that has its own defined origin (0,0) point. The
row/column value in the graphic segment LOC field identifies the placement of the graphic’s VDC origin point
relative to the CCS origin when AL=000, or relative to the segment LOC to which it is attached.

6.2.1.2.3 Non-destructive overlays. NITF image and graphic segment overlays are handled in a non-
destructive manner. The overlays may be placed anywhere within the bounds of the CCS (defined for a specific
NITF file by the Complexity level (Clevel)). They may be placed totally on the base image, partially on the base
image, or entirely off of the base image. Any image or graphic segment can be placed on or under any other
segment, fully or partially. The visibility of pixel values of overlapping segments is determined by the Display
Level (DL) assigned to that segment. Each displayable segment (images and graphics) is assigned a DL (ranging
from 001 - 999) that is unique within the file. At any CCS pixel location shared by more than one image or
graphic, the visible pixel value is the one from the segment having the greatest DL value. If the user of a NITF
file opts to move an overlay, or turn off the presentation of an overlay, the next greatest underlying pixel value(s)
will then become visible. This approach allows for the non-destructible nature of NITF overlays as opposed to
the ‘burned in’ approach where overlay pixel values are used to replace pixels values of the underlying image.

6.2.1.2.4 Text segments. Text segments allow inclusion in the NITF file of textual information related
to the base image, perhaps a textual description of the activities portrayed in the image.

6.2.1.2.5 Extension data. The NITF file header and each standard data type sub-header have
designated expandable fields to allow for the optional inclusion of extension data. The inclusion of extension
data provides the ability to add data/information about the standard data type (metadata) that is not contained in
the basic fields of the headers and subheaders. The additional data is contained within one or more NITF
tagged record extensions that are placed in the appropriate field (user defined data field or extended data field) of
the standard data type subheader for which the metadata applies. When tagged record extensions have
application across multiple data types in the file, or otherwise apply to the entire NITF file in general, they are
placed in the appropriate file header fields. Whereas general purpose NITF readers should always be able to
portray image and graphic segments and act on standard header and subheader data, they may not always be able
to act on product specific extension data. Upon receipt of a file that contains extension data, a NITF compliant
system should at least ignore the extensions and properly interpret the other legal components of the NITF file.
Exemplary use of tagged record extensions:

a. Data about people, buildings, places, landmarks, equipment or other objects that may appear
in the image.

b. Data to allow correlation of information among multiple images and annotations within a
NITF file.

c. Data about the equipment settings used to obtain the digital image, xray, etc.
d. Data to allow geopositioning of items in the imagery or measurement of distances of items

in the imagery.
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focus (multiple ‘base’ images) are placed within the Common Coordinate System (CCS) plane. Each image is
located at an off-set from the CCS origin such that there is no overlap among the images. The Complexity Level
of the file must be chosen such that the bounds of the CCS for the file are sufficient to contain the extent of all

segments within the file. Figure 167 provides a representative portrayal for this product type.

(Rectangle & Arrow)
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DISPLAY ATTACHMENT LOCATION
LEVEL LEVEL
1. Common Coordinate System Origin (0,0)
2. Image DL=100 AL=000 50, 50
(A) Image Segment Overlay DL=110 AL=100 50, 300
(B) Graphic Overlay DL=120 AL=110 50, 225
(CGM Rectabgle & Arrow)
3. Image DL=200 AL=000 50, 550
4. Image DL=300 AL=000 50, 1050
(C) Image Segment Overlay DL=310 AL=300 100, 450
(D) Graphic Segement Overlay DL=320 AL=300 300, 75
(CGM Rectangle
(E) Graphic Segment Overlay DL=330 AL=300 150, 100
(CGM Arrow)
5. Image DL=400 AL=000 800, 50
6. Image DL=500 AL=000 800, 550
(F) Image Segment Overlay DL=510 AL=500 300, 250
(G) Graphic Segment Overlay DL=520 AL=500 35, 35
(CGM Rectangle)
(H) Graphic Segment Overlay DL=530 AL=500 125, 125
(CGM Arrow)
7. Image DL=600 AL=000 820, 1050
(1) Image Segment Overlay DL=610 AL=600 -150, 400
(J) CGM Graphic Overlay DL=620 AL=600 50, 100

FIGURE 167. Single file, multiple images.

53




MIL-STD-2500B

6.2.1.3.1 Overlays. Each image may be overlaid with additional image and graphic segments in the
same fashion as described for the single file, single image case above. All overlays associated with a specific
image should be attached to that specific image. Display Levels assigned to each image and graphic in the file
must be unique within the file.

6.2.1.3.2 Text segments. Each text segment should be clearly marked as to whether it applies to the
file as a whole, or if it is associated with specific images within the file.

6.2.1.3.3 Extension data. Tagged record extensions are placed in the file header extension fields when
applicable to the file as a whole. Extensions specific to a segment are placed in that segment’s subheader.

6.2.1.4 Single file, no image. An NITF single file product does not always contain an image. It could
contain one or more graphic segments, one or more text segments, one or more extension segments, or any
combination of these non-image segments. The file may be useful as a stand alone product, or it may be
intended for use in conjunction with other NITF files. For example, the file could contain graphic overlays to be
merged with or applied to another NITF file that was prepositioned or transmitted at an earlier time. Any
general purpose NITF reader should at least be able to interpret and render the standard segments of no image
NITF files on a stand alone basis.

6.2.1.5 Multiple correlated files. An imagery product may be comprised of multiple NITF files that
are interrelated in a specified manner. This approach vastly increases the potential combination and permutation
of options a general purpose NITF reader would need to support to maintain full interpret capability. Therefore,
each NITF file in a multiple correlated file set must be structured such that a general purpose NITF reader can
properly interpret and render the file as if it were a stand alone product. The correlation of multiple NITF files
in a single product must be explicitly and unambiguously defined in a product specification. NITF readers can
then be further categorized according to specific multiple file product specifications that are supported.
Representative use of multiple correlated NITF files includes:

6.2.1.5.1 Stereo imagery. Some stereo image products are comprised of separate NITF files for the
stereo components of each image scene.

6.2.1.5.2 Imagery mosaics. Some extremely large image and map products consist of multiple NITF
files structured such that they can be pieced together in mosaic fashion by the interpret application as if the
multiple files were a single larger image.

6.2.1.5.3 Reduced resolution data sets (Rsets) . Rset products are comprised of multiple NITF files.
One file contains a full resolution image and the other files contain the same image in a variety of lower
resolutions.

6.2.1.5.4 Imagery and maps. Geopositioning products exist which consist of multiple separate NITF
files containing interrelated maps, images, graphics, legends, product indices, and georeference data.

6.3 Sample NITF file structure. The following is an example of handling a file that has control tags
with overflow. The file has a single image.

54



MIL-STD-2500B

TABLE XHX. Sample NITF file structure.
NITF IMAGE IMAGE DATAEXTENSION DATA
HEADER SUBHEADER DATA SUBHEADER EXTENSION
MAIN NITF HEADER IMAGE SUBHEADER DES SUBHEADER
H| F|C FIHIN|JL|JL|[N|N[N[N[L]JLINJU| X[ Ifurtfry1ry1{b|b D| D
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DIR|V IlH]OfS|X|T|D|H|]O|R|DJ]L G|{D|H[O|H|G T o] 1
E 0] 1 E|]O|l1|E]|L L{D|F|D|E A F| T
N L 0 S| 0 S L|L G L| E
A 1 1 D W{( M
M A D
E T E
A S
S
H
L
D
ETC ETC ETC A
A
A
E
X
T
E
N
S
|
(0]
N
S
E
G
4
2
0
0
0
B| 9| 2 1163161133133 4(9]3[5|5]2 451 513]|T 21 2 6| 3
Y 0 A 5 4
T G
E
S D
A
T
A
FIN|O ofojojfojofojJofofofoO]jJOfO]O]Of°1I 0f9]10] 9 D|C Ul 0
11 1|6 ofojof9jo0jojofofof2j]0(f0]j]0|]0(|M 0f8] 0] 8 E| O D| O
E| T ofoj118)18f0)J]0f0|2(4]0]JO0]O0]O 11001 1(O0 N 1] 1
L|F 0of 4 41 4 9( 0 0f 0 .10]0 0 T D| O
D| O 8|1 419 4 0of 0 of0] 3 0 R 0
2 of 7 213 2 (0] 0
VI . 5 4 0 L 0
Al 1l 0 6 0 L
L| O 7 5 0 E
U 5 6 D
E 7
6 E
4 X
X
E
N
S
|
(0]
N
S

TAG 1 (32,000
BYTES)

TAG 2 (27,000 BYTES)

TAG 3 (39,000 BYTES)

TAG 4 (42,000
BYTES)

Note: Capacity of IXSHD is 99,999 bytes. You cannot split a tag, therefore the first 3 tags fit into the IXSHD
and the 4th tag is overflowed into the Data Extension Area.
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6.4 Subject term (key word) listing .

Annotation, Imagery
Blocked Image Mask
BWC

Compression Algorithm
Compression, Bi-Level
compression, Imagery
DCT, Discrete Cosine Transform
Facsimile Compression
File Format Graphics
Graey Scale Imagery
Group 3 Facsimile
Huffman Coding

Image

Image Compression
Image Dissemination
Image Transmission
Imagery, Bi-Level
Overlay

Picture

Quantization Matrices
Raster

Secondary Imagery Dissemination Systems
SIDS

Symbols

Tag

Transparent Pixel
Transparent Pixel Mask

6.5 Changes from previous issue. Marginal notations are not used in this revision to identify changes
with respect to the previous issue due to the extent of the changes.
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A.1 SCOPE

MIL-STD-2500B

APPENDIX A

NITF TABLES

This appendix is a mandatory part of this standard. The information contained herein is intended for

compliance.

A.2 APPLICABLE DOCUMENTS

This section is not applicable to this append ix.

A.3 DEFINITIONS

The definitions in section 3 of this standard apply to this appendix.

A4 DETAILED REQUIREMENTS

TABLE A-1. NITF file header.
(TYPE “R” = Required, “C” = Conditional)

FIELD

NAME

SIZE

VALUE RANGE

TYPE

FHDR

File Profile Name & Version. A BCS character string
of the form NITFNN.NN which indicates this file is
formatted using version NN.NN of NITF. The valid
values for this field is NITF01.10, 02.00, 02.10.

9

NITENN.NN

CLEVEL

Complexity Level. This field shall contain the
complexity level required to interpret fully all
components of the file. Valid entries are integer
assigned in accordance with eertification complexity
requirements established in JIEO Circular 9008.

BCS-AN, 01-99

STYPE

Standard Type. System Standard type or capability.
e fiold i for £ 1l he fill

with-BCS-spaces{code-0x20). A BCS character
string of the form BFO1 which indicates that this file
is formatted using ISO/IEC 12087-5. NITF02.10 is
intended to be registered as a profile of ISO/ IEC
12087-5.

BF01

OSTAID

Originating Station ID. This field shall contain the
identification code of the originating organization. It
shall not be filled with spaces.

10

BCS-A (non-blank)

FDT

File Date & Time. This field shall contain the time
(UTC) of the file’s origination in the format
CCYYMMDDhhmmss, where CC is the first two
digits of the year (00-99), YY is the last two digits of
the year (00-99), MM is the month (01-12), DD is the
day (01-31), hh is the hour (00-23), mm is the minute
(00-59), and ss is the second (00-59). UTC (Zulu) is
assumed to be the time zone designator to express the
time of day.

14

CCYYMMDDhhmmss

FTITLE

File Title. This field shall contain the title of the file
or shall be filled with BCS spaces (code 0x20).

80

BCS-A
(Default is spaces)
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TABLE A-1. NITF file header - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

FSCLAS

File Security Classification. This field shall contain a
valid value representing the classification level of the
entire file. Valid values are T (=Top Secret), S
(=Secret), C (=Confidential), R (=Restricted, U
(=Unclassified).

1

T,S,C,R,oruU

FSCODE

File Codewords. This field shall contain a valid
indicator of the security compartments associated with
the file. Typical values include one or more of the
following separated by single BCS spaces (code 0x20):
digraphs in accordance with table A-4 and complete
code words or project numbers. The selection of a
relevant set of codewords and project numbers is
application specific. If this field is all BCS spaces
(code 0x20), it shall imply that no codewords apply to
the file.

40

BCS-A
(Default is spaces)

FSCTLH

File Control and Handling. This field shall contain
valid security control and handling instructions
associated with the file. Typical values include one or
more of the following separated by single BCS spaces
(code 0x20) within the field: digraphs in accordance
with table A-4 and complete codewords or project
numbers. The selection of a relevant set of codewords
and project numbers is application specific. If this
field is all BCS spaces (code 0x20), it shall imply that
no control and handling instructions apply to the file.

40

BCS-A
(Default is spaces)

FSREL

File Releasing Instructions. This field shall contain a
valid list of countries and/or groups of countries to
which the file is authorized for release. Valid items in
the list are one or more or the following separated by
single BCS spaces (code 0x20) within the field:
country codes and groupings that are digraphs in
accordance with table A-4. If this field is all BCS
spaces (code 0x20), it shall imply that no file release
instructions apply.

40

BCS-A
(Default is spaces)

FSCAUT

File Classification Authority. This field shall contain a
valid identity code of the classification authority for
the file. The code shall be in accordance with the
regulations governing the appropriate security
channel(s). If this field is all BCS spaces (code 0x20),
it shall imply that no file classification authority
applies.

20

BCS-A
(Default is spaces)

FSCTLN

File Security Control Number. This field shall contain
a valid security control number associated with the
file. The format of the security control number shall
be in accordance with the regulations governing the
appropriate security channel(s). If this field is all BCS
spaces (code 0x20), it shall imply that no file security
control number applies.

20

BCS-A
(Default is spaces
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TABLE A-1. NITF file header - Continued.

FIELD NAME SIZE VALUE RANGE TYPE
FSDWNG File Security Downgrade. This field shall contain a 6 BCS-A R
valid indicator that designates the date on which a (Default is spaces)

declassification or downgrading action is to take place.
The valid values are (1) the calendar date in the format
YYMMDD or (2) the-code999999" when-the

originating-ageney s-determination-isrequired-
{OARD)—If thisfield-is all BCS spaces (code 0x20), it
shall to imiply that no file security downgrade

condition applies.

FSCOP File Copy Number. This field shall contain the copy 5 BCS-N integer R
number of the file. If this field is all BCS zeroes (code 00000-99999
0x30), it shall imply that there is no tracking of (Default is 00000)
numbered file copies.

FSCPYS File Number of Copies. This field shall contain the 5 BCS-N integer R
total number of copies of the file. If this field is all 00000-99999
BCS zeroes (code 0x30), it shall imply that there is no (Default is 00000)
tracking of numbered file copies.

ENCRYP Encryption. This field shall contain the value 0 until 1 0 = Not Encrypted R

such time as this specification is updated to define the
use of other values.

ONAME Originator’s Name. This field shall contain a valid 27 BCS-A R
name for the operator who originated the file. If the (Default is spaces)
field is all BCS spaces (code 0x20), it shall mean that
no operator is assigned responsibility for origination.

OPHONE Originator’s Phone Number. This field shall contain a 18 BCS-A R
valid phone number for the operator who originated (Default is spaces)
the file. If the field is all BCS spaces (code 0x20), it
shall mean that no phone number is available for the
operator assigned responsibility for origination.

FL File Length. This field shall contain the length in 12 BCS-N integer R
bytes of the entire file including all headers, 000000000388-
subheaders, and data. 999999999999

HL NITF File Header Length. This field shall contain a 6 BCS-N integer R
valid length in bytes of the NITF file header. 000388-999999

NUMI Number of Images. This field shall contain the 3 BCS-N integer R
number of separate image items included in the file. 000-999

This field shall be 0 if and only if no images are
included in the file.

NOTE: LISHnnn and LlInnn fields repeat in pairs such that LISHO001, LI01; LISH002, L1002; ..... LISHnnn,LInnn.

LISHNnnn Length of n™ Image Subheader. This field shall 6 BCS-N integer C
contain a valid length in bytes for the nnn™ image 000439-999999
subheader, where nnn is the number of the image
counting from the first image (hnnn=001) in order of
the images’ appearance in the file. This field shall
occur as many times as specified in the NUMI field.
This field is conditional and shall be omitted if the
NUMI field contains O.

59




MIL-STD-2500B

TABLE A-1. NITF file header - Continued.

FIELD NAME SIZE VALUE RANGE TYPE
Linnn Length of n™ Image. This field shall contain a valid 10 BCS-N integer C
length in bytes of the nnn™ image, where nnn is the 0000000001-
image number of the image counting from the first 9999999999

image (nnn=001) in order of the images’ appearance
in the file. If the image is compressed, the length after
compression shall be used. This field shall occur as
many times as specified in the NUMI field. This field
is conditional and shall be omitted if the NUMI field

contains 0.
NUMS Number of Graphics. This field shall contain the 3 BCS-N integer R
number of separate graphic items included in the file. 000-999

This field shall be 0 if and only if no graphics are
included in the file.

NOTE: LSSHnnn and LSnnn fields repeat in pairs such that LSSH001, LS00; LSSH001, LS002; ..... LSSHnnn,LSnnn.

LSSHnnn Length of n™ Graphic Subheader. This field shall 4 BCS-N integer C
contain a valid length in bytes for the nnn™ graphic 0258-9999
subheader, where nnn is the number of the graphics
counting from the first graphic (nnn==0001) in the
order of the graphics’ appearance in the file. This
field shall occur as many times as specified in the
NUMS field. This field is conditional and shall be
omitted if the NUMS contains 0.

LSnnn Length of n™ Graphic. This field shall contain a valid 6 BCS-N integer C
length in bytes of the nnn™ grahic, where nnn is the 000001-999999
number of the graphic, counting from the first graphic
(nnn=001) in the order of the graphics’ appearance in
the file. This field shall occur as many times as
specified in the NUMS field. This field is conditional
and shall be omitted if NUMS field contains O.

NUMX Reserved for Future Use. This field is reserved for 3 000 R
future use and shall be filled with BCS zeroes (code
0x30).

NUMT Number of Text Files. This field shall contain the 3 BCS-N integer R
number of separate text items included in the file. 000-999

This field shall be 0 if and only if no text items are
included in the file.

NOTE: LTSHnnn and LTnnn fields repeat in pairs such that LTSHO001, LT00; LTSH001, LT002; ..... LTSHnnn,LTnnn.

LTSHnnn Length of n" text subheader. This field shall contain a 4 BCS-N integer C
valid length in bytes for the nnn" text item subheader, 0282-9999
where nnn is the number of the text item, counting
from the first text item (nnn=001) in the order of the
text items’ appearance in the file. This field shall
occur as many times as specified in the NUMT field.
This field is conditional and shall be omitted if the
NUMT field contains 0.
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TABLE A-1. NITF file header - Continued.

FIELD

NAME

SIZE

VALUE

TYPE

LTnnn

Length of n™ Text File. This field shall contain a valid
length in bytes of the nnn™ text item, where nnn is the
number of the text item, counting from the first text
item (nnn=001) in the order of the text items’
appearance in the file. This field shall occur as many
times as specified in the NUMT field. This field is
conditional and shall be omitted if the NUMT field
contains 0.

5

BCS-N integer
00001-99999

NUMDES

Number of Data Extension Segments. This field shall

contain the number of separate data extension segments
included in the file. This field shall be 0 if and only if
no data extension segments are included in the file.

BCS-N integer
000-999

NOTE: LDSH

nnn and LDnnn fields repeat in paris such that LDSH001, LDOO;

LDSHO0

1, LDO0O02;

..... LDSHnnn,LDnnn.

LDSHnNNN

Length of n™ Data Extension Segment Subheader .
This field shall contain a valid length in bytes for the
nnn™ data extension segment subheader, where nnn is
the number of the data extension segment counting
from the first data extension segment (nnn=001) in
order of the data extension segment’s appearance in the
file. This field shall occur as many times as are
specified in the NUMDES field. This field is
conditional and shall be omitted if the NUMDES field
contains 0.

4

BCS-N integer
0201-9999

C

LDnnn

Length of n™" Data Extension Segment Data. This field
shall contain a valid length in bytes of the data in the
nnn™ data extension segment, where nnn is the number
of the data extension segment counting from the first
data extension segment (nnn=001) in order of the data
extension segment’s appearance in the file. This field
shall occur as many times as are specified in the
NUMDES field. This field is conditional and shall be
omitted if the NUMDES fields contains 0.

BCS-N integer
000000001-999999999

NUMRES

Number of Reserved Extension Segments. This field
shall contain the number of separate reserved extension
segments included in the file. This field shall be O if
and only if no reserved extension segments are
included in the file.

BCS-N integer
000-999

NOTE: LRESHnnn and LREnNNN fields repeat in paris pairs such that LRESH001, LRE001; LRESH001, LRE002;
..... LRESHNNnn,LRENNN.

LRESHnNNNn

Length of n™" Reserved Extenion Segment Subheader .
This field shall contain a valid length in bytes for the
nnn™ reserved extension segment subheader, where
nnn is the number of the reserved extension segment
counting from the first reserved extension segment
(nnn=001) in order for the reserved extension
segment’s appearance in the file. This field shall occur
as many times as are specified in the NUMRES field.
This field is conditional and shall be omitted if the
NUMRES field contains 0.

4

BCS-N integer
0001-9999
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TABLE A-1. NITF file header - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

LRENNn

Length of n" Reserved Extension Segment Data Field .
This field shall contain a valid length in bytes for the
nnn™ reserved extension segment subheader, where
nnn is the number of the reserved extension segment
counting from the first reserved extension segment
(nnn=001) in order of the reserved extension
segment’s appearance in the file. This field shall occur
as many times as are specified in the NUMRES field.
This field is conditional and shall be omitted if the
NUMRES field contains 0.

7

BCS-N integer
0000001-9999999

UDHDL

User Defined Header Data Length. Fhisfield-shall
GGI teml the Ieg'l gtat bg tes-otthe eF_ Hlle} .QEI H;I mlld .
three-bytes-plus-the-sum-of-the-lengths-of all-the-
registered-tagged-record-extensions{see-paragraph-
5.8.1-1)appearing-inthe UDHD field- A value of 0

shall mean that no registered tagged record extensions
are included in the file. If a registered tagged record
extension exists, the field shall contain the sum of
the length of all the registered tagged record
extensions (see paragraph 5.7.1.1) appearing in the
UDHD field plus 3 bytes (Ilength of UDHOFL field).
If a registered tagged record extension is too long to fit
in the UDHD field, it may be put in a data extension
segment (see paragraph 5.87.1.3.1).

BCS-N integer
00000 or
0600003-99999

UDHOFL

User Defined Header Overflow. This field shall
contain BCS zeroes (code 0x30) if the tagged record
extensions in UDHD do not overflow into a DES, or
shall contain the sequence number of the DES into
which they do overflow. This field shall be omitted if
the field UDHDL contains 0.

BCS-N integer
000-999

UDHD

User Defined Header Data. If present, this field shall
contain user defined registered tagged record extension
data (see paragraph 5.8.1.1). The length of this field
shall be the length specified by the field UDHDL
minus 3 bytes. Registered tagged record extensions
shall appear one after the other with no intervening
bytes. The first byte of this field shall be the first byte
of the first registered tagged record extension
appearing in the field. The last byte of this field shall
be the last byte of the last registered tagged record
extension to appear in the field. This field shall be
omitted if the field UDHDL contains 0.

*1

User defined
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TABLE A-1. NITF file header - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

XHDL

Extended Header Data Length. Fhisfield-shallcontain
E{I ede |gEF th-bytesof HF.E Ielgt.ne <t llg “elld. plis3 b? tes
the-sum-of-the-lengths-of all-the controlled-tagged-

fiald i I ‘

aneother- A value of 0 shall mean that no controlled
tagged record extensions are included in the NITF
header. If a controlled tagged record extension
exists, the field shall contain the sum of the length of
all the controlled tagged record extensions (see
paragraph 5.7.1.2) appearing in the XHD field plus
3 bytes (length of XHDLOFL field). If a controlled
tagged record extension is too long to fit in the XHD
field, it may be put in a data extension segment (see
paragraph 5.87.1.3.1).

5

BCS-N integer
00000 or
0600003-99999

XHDLOFL

Extended Header Data Overflow. This field shall
contain BCS zeroes (code 0x30) if the tagged record
extensions in XHD do not overflow into a DES, or
shall contain the sequence number of the DES into
which they do overflow. This field shall be omitted if
the field XHD contains 0.

BCS-N integer
000-999

XHD

Extended Header Data. If present, this field shall
contain controlled tagged record extensions (see
paragraph 5.8.1.2) approved and under configuration
management of the ISMC. The length of this field
shall be the length specified by the field XHDL minus
3 bytes. Controlled tagged record extensions shall
appear one after the other with no intervening bytes.
The first byte of this field shall be the first byte of the
first controlled tagged record extension appearing in
the field. The last byte of this field shall be the last
controlled tagged record extension to appear in the
field. This field shall be omitted if the field XHDL
contains 0.

*xl

Controlled Tagged
Record Extensions

*1 As specified in UDHDL value minus 3 bytes
*xl As specified in XHDL value minus 3 bytes
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TABLE A-2. NITF ima

e item catagory and representation .

IMAGE IMAGE
CATEGORY DEFINITION REPRESENTATION STANDARD EXTENSION
(ICAT) (IREP)
VIS Visible Imagery MONO, RGB, If georeferenced, presence of
RGB/LUT,
SL Side-Looking Radar YChCr601, MULTI spatial location and positional
TI Thermal Infrared accuracy is mandatory. Source
FL Forward Looking Infrared description may be transmitted.
RD Radar
EO Electro-optical
OP Optical
HR High Resolution Radar
HS Hyperspectral
CP Color Frame Photography
BP Black/White Frame Photography
SAR Synthetic Aperture Radar
SARIQ SAR Radio Hologram
IR Infrared
MS Multispectral
FP Fingerprints
MRI Magnetic Resonance Imgery
XRAY X-rays
CAT CAT Scans
MAP Raster Maps MONO, RGB, If georeferenced, presence of
RGB/LUT, YCbCr601 spatial location and positional
accuracy is mandatory. Source
description may be transmitted.
LEG Legends MONO, RGB, none
RGB/LUT, YCbCr601
PAT Color Patch RGB, YCbCr601 none

DTEM Matrix Data (elevations) 1D, ND Presence of spatial location and
positional accuracy is
mandatory. Source description
may be transmitted.

MATR Matrix Data (other) 1D, ND Presence of spatial location and
positional accuracy is
mandatory. Source description
may be transmitted.

LOCG Location Grid 2D none
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TABLE A-3. NITF image subheader.

TYPE “R” = Required, “C” = Conditional)

FIELD

NAME

SIZE

VALUE RANGE

TYPE

File Part Type. This field shall contain the characters
“IM” to identify the subheader as an image
subheader..

2

IM

1D

Image ID. This field shall contain a valid
alphanumeric identification code associated with the
image. The valid codes are determined by the
application.

10

BCS non-blank
User defined

IDATIM

Image Date & Time. This field shall contain the time
(UTC) of the files origination in the format
CCYYMMDDhhmmss, where CC is the first two
digits of the year (00-99), YY is the last two digits of
the year (00-99), MM is the month (01-12), DD is the
day (0-31), hh is the hour (00-23), mm is the minute
(00-59), ss is the second (00-59). UTC (Zulu) is
assumed to be the time zone designator to express the
time of day.

14

CCYYMMDDhhmmss

TGTID

Target ID. This field shall contain the identification of
the primary target in the format,
BBBBBBBBBBFFFFFCC, consisting of ten characters
of BE (Basic Encyclopedia) identifier, followed by five
characters of functional category code, followed by the
two character country code as specified in TBD.

17

BCS-A
(Default is spaces)

ITITLE

Image Title. This field shall contain the title of the
image.

80

BCS-A
(Default is spaces)

ISCLAS

Image Security Classification. This field shall contain
a valid value representing the classification level of the
image. Valid values are: T (=Top Secret), S
(=Secret), C (=Confidential), R (=Restricted), U
(=Unclassified).

T,S,C,R,oru

ISCODE

Image Codewords. This field shall contain a valid
indicator of the security compartments associated with
the image. Valid values are one or more of the
following separated by single BCS spaces (code 0x20)
within the field: digraphs in accordance with table A-
4, and complete codewords or project numbers. The
selection of a relevant set of codewords and project
numbers is specific to the application. If this field is
all BCS spaces (code 0x20), it shall imply that no
codewords apply to the image.

40

BCS-A
(Default is spaces)

ISCTLH

Image Control and Handling. This field shall contain
valid security handling instructions associated with the
image. Valid values are one or more of the following
separated by single BCS spaces (code 0x20) within the
field: digraphs in accordance with table A-4, complete
codewords and abbreviations of more than two
characters, and phrases only if the words within the
phrase are separated by hyphens. The selection of a
relevant set of security handling instructions is
implementation specific. If this field is all BCS spaces
(code 0x20), it shall imply that no image control and
handling instructions apply.

40

BCS-A
(Default is spaces)
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TABLE A-3. NITF image subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

ISREL

Image Releasing Instructions. This field shall contain
a valid list of countries and/or groups of countries to
which the image is authorized for release. Valid items
in the list are one or more of the following separated
by single BCS spaces (code 0x20) within the field:
country codes and groupings that are digraphs in
accordance with table A-4. If this field is all BCS
spaces (code 0x20), it shall imply that no image release
instructions apply.

40

BCS-A
(Default is spaces)

ISCAUT

Image Classification Authority. This field shall
contain a valid identity code of the classification
authority for the image. The code shall be in
accordance with the regulations governing the
appropriate security channel(s). If this field is all BCS
spaces (code 0x20), it shall imply that no image
classification authority applies.

20

BCS-A
(Default is spaces)

ISCTLN

Image Security Control Number. This field shall
contain a valid security control number associated with
the image. The format of the security control number
shall be in accordance with the regulations governing
the appropriate security channel(s). If this field is all
BCS spaces (code 0x20), it shall imply that no image
security control number applies.

20

BCS-A
(Default is spaces)

ISDWNG

Image Security Downgrade. This field shall contain a
valid indicator that designates the date at which a
declassification or downgrading action is to take place.
The valid values are (1) the calendar date in the format
YYMMDD and (2) the code ““999999”” when the
originating agency’s determination is required
(OADR). If this field is all BCS spaces, it shall imply
that no image security downgrade condition applies.

BCS-A
(Default is spaces)

ENCRYP

Encryption. This field shall contain the value BCS
zero (code 0x30) until such time as this specifiction is
updated to define the use of other values.

0=Not Encrypted

ISORCE

Image Source. This field shall contain a description of
the source of the image. If the source of the data is
classified, then the description shall be preceded by the
classificaion, including codeword(s) (table A-4). If
this field is all BCS spaces (code 0x20), it shall imply
that no image source data applies.

42

BCS-A
(Default is spaces)

NROWS

Number of Significant Rows in Image. This field shall
contain the total number of rows of significant pixels

in the image. When NPPBV * NBPC > NROWS, the
remaining last rows (NPPBYV * NBPC - NROWS) shall
contain fill data (that is, only the rows indexed 0
through NROWS -1 of the image contain “significant”
data). The pixel fill values are determined by the
application.

BCS-N integer
00000001-99999999
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TABLE A-3. NITF image subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

NCOLS

Number of Significant Columns in Image. This field
shall contain the total number of columns of significant
pixels in the image. When NPPBH * NBPR >
NCOLS, the remaining last pixels of each column
(NPPBH * NBPR - NCOLYS) shall contain fill data
(that is, only the columns indexed O through NCOLS -
1 of the image contain “significant” data). The pixel
fill values are determined by the application.

8

BCS-N integer
00000001-99999999

PVTYPE

Pixel Value Type. This field shall contain an indicator
of the type of computer representation used for the
value for each pixel for each band in the image. Valid
entries are INT for interger, B for bi-level, Sl for 2’s
complement signed integer, R for real, and C for
complex. The data bits of INT and Sl values shall
appear in the file in order of significance, beginning
with the most significant bit (MSB) and ending with
the least significant bit (LSB). INT and Sl data types
shall be limited to 16 bits. R values shall be
represented according to IEEE 32-bit floating point
representation. C values shall be represented with the
Real and Imaginary parts, each represented in IEEE
32-hit floating point representation. C values shall be
represented with the Real and Imaginary parts, each
represented in IEEE 32-bit floating point
representation and appearing in adjacent four-byte
blocks, first Real, then Imaginary. B (bi-level) pixel
values shall be represented as single bits with value 1
or 0.

INT, B, SI, R, C

IREP

Image Representation. This field shall contain a valid
indicator for the general kind of image represented by
the data. Valid representation indicators are MONO
for monochrome; RGB for red, green, or blue true
color, RGB/LUT for mapped color; 1D for monoband
matrix/grid data; 2D for two dimensional data in
support of location grids; ND for multiband
matrix/grid data; and MULTI for multiband imagery.
In addition, compressed imagery can have this field set
to YCbCr601 when compressed in the CCIR 601 color
space using JPEG (field IC=C3). This field should be
used in conjuntion with the ICAT, ISUBCATnNnN, and
IREPBANDNN fields to interpret the significance of
each band in the image.

MONO, RGB,
RGB/LUT, 1D, 2D,
ND, MULTI,
YChCr601
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TABLE A-3. NITF image subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

ICAT

Image Category. This field shall contain a valid
indicator of the specific category of image, raster or
grid data. Valid categories are include VIS for visible
imagery, SL for side-looking radar, TI for thermal
infrared, FL for forward looking infrared, RD for
radar, EO for electro-optical, OP for optical, HR for
high resolution radar, HS for hyperspectral, CP for
color frame photography, BP for black/white frame
photography, SAR for synthetic aperture radar,
SARIQ for SAR radio hologram, IR for infrared, MS
for multispectral, FP for fingerprints, MRI for
magnetic resonance imagery, XRAY for x-rays, and
CAT for CAT scans. Valid categories for geographic
products or georeference support data are MAP for
raster maps, PAT for color patch, LEG for legends,
DTEM for elevation models, MATR for other types of
matrix data, and LOCG for location grids. This field
should be used in conjuntion with the IREP,
ISUBCATNN, and IREPBANDNN fields to interpret
thte significance of each band in the image.

8

VIS, SL, TI, FL, RD,
EO, OP, HR, HS,CP,
BP, SAR, SARIQ, IR
MS, FP, MRI, XRAY,
CAT, MAP, PAT,
LEG, DTEM, MATR,
LOCG

(Default is VIS)

ABPP

Actual Bits-Per-Pixel Per Band. This field shall
contain the number of “significant bits” for the value
in each band of each pixel without compression. Even
when the image is compressed, ABPP contains the
number of significant bits per pixel that were present
in the image before compression. This field shall be
less than or equal to Number of Bits Per Pixel (field
NBPP). The number of adjacent bits within each
NBPP is used to represent the value. These
“representation bits” shall be left justified or right
justified within the NBPP bits, according to the value
in the PJUST field. For example, if 11-bit pixels are
stored in 16 bits, their field shall contain 11 and NBPP
shall contain 16. The default number of “significant
bits” to be used (if this field is all 0s) is the value
contained in NBPP.

BCS-N integer
01-24

PJUST

Pixel Justification. When ABPP is not equal to NBPP,
this field indicates whether the significant bits are left
justified (L) or right justified (R). Nonsignificant bits
in each pixel shall contain the value 0. Any value
other than L or R in this field shall indicate right
justified.

LorR
(Default is R)
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

ICORDS

Image Coordinate System. This field shall contain a
valid code indicating the type of coordinate system
used for providing an approximate location of the
image in the Image Geographic Location field
(IGEOLOQ). The valid values for this field are :
U=UTM expressed in Military Grid Reference System
(MGRS) form, N=UTM (Northern hemisphere),
S=UTM (Southern hemisphere), and G=Geographic.
(Choice between N and S is based on hemisphere of
northernmost point.) The default Geodetic reference
system is WGS84. If no coordinate system is
identified, the space (BCS 0x20) shall be used.

1

U, G, N, S or space

IGEOLO

Image Geographic Location. This field shall contain
an approximate geographic location, in terms of corner
locations, of the image in the coordinate system
specified in the ICORDS field. The locations of the
four corners of the (significant) image data shall be
given in image coordinate order: (0,0), (0, MaxCol),
(MaxRow, MaxCol), (MaxRow, 0). MaxCol and
MaxRow shall be determined from the values
contained, respectively, in NCOLS and NROWS as
MaxCol = NCOLS -1 and MaxRow = NROWS -1.
Valid corner locations in geographic coordinates shall
be expressed as latitude and longitude. The format
ddmmssX represents degrees, minutes, and seconds of
latitude with X = N or S for north or south, and
dddmmssY represents degrees, minutes, and seconds
of longitude with Y = E or W for east or west,
respectively. For the UTM coordinate system,
coordintes shall be expressed either in plain UTM
coordinates or using MGRS. Plain UTM coordinates
use the format ZZzzeeeeeennnnnnn where “ZZzz”’
represents the UTM zone number, and “eeeeee,”
“nnnnnnn” represent Easting and Northing. UTM
expressed in MGRS use format
2zX¥-ZBJKeeeeennnnn where “zzX¥ZBJK”
represents the zone, band and 100 km? area within the
zone and “eeeee,” “nnnnn” represent residuals of
Easting and Northing. With the exception of UTM,
there is no implied accuracy associated with the data in
this field. Specific accuracies for coordinate sysems
are provided in extensions to NITF.

60

ddmmssXdddmmssY
(four times) or

22X Y-Zeeeeenhnnh-or
zzBJKeeeeennnnn
(four times) or
Zzzeeeeeennnnnnn
(four times)

NICOM

Number of Image Comments. This field shall contain
the valid number of 80 character blocks (ICOMn) that
follow to be used as free text image comments.

BCS-N integer
0-9
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

ICOMn

Image Comment n. The field (ICOML1 through
ICOMnN), when present, shall contain free-form BCS-A
text. They are intended for use as a single comment
block and should be used that way. This field shall
contain the n™ free text image comment, where n is
defined as follows: 1 < n < NICOM. If the image
comment is classified, it shall be preceded by the
classification, including codeword(s). This field shall
be omitted if the value in the NICOM field is 0.

80

BCS-A
User defined

Image Compression. This field shall contain a valid
code indicating the form of compression used in
representing the image data. Valid values for this field
are, C1 to mean bi-level, C3 to mean JPEG, C4 to
mean Vector Quantization, C5 to mean lossless JPEG,
and NC to mean the image is not compressed. Also
valid are M1, M3, M4, and M5 for compressed
images, and NM for uncompressed images indicating
an image that contains a block mask and/or a
transparent pixel mask. The format of a mask image is
identical to the format of its corresponding non-masked
image except for the presence of an Image Data Mask
at the beginning of the image data area. The format of
the Image Data Mask is described in paragraph 5.4.3.2
and is shown in table A-3(A). The definitions of the
compression schemes associated with codes C1/M1,
C3/M3, C4/M4, and C4/M5 are given, respectively,
in GG TRecommendation ITU-T T-4, AMD2 08/95,
ISO/IEC 10918-1, ISO/IEC 10918-3, MIL-STD-188-
198, and MIL-STD-188-199.

NC, NM, C1, C3, C4,
C5, M1, M3, M4, M5
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

COMRAT

Compression Rate Code. If the Image Compression
(IC) field contains, C1, C3, C4, C5, M1, M3, M4, or
M5 this field shall be present and contain a code
indicating the compression rate for the image. If the
value in IC is C1 or M1, the valid codes are 1D, 2DS,
and 2DH, where:

1D means One-dimensional Coding

2DS means Two-dimensional Coding Standard

Vertical Resolution (K=2)

2DH means Two-dimensional Coding High

Vertical Resolution (K=4)
Explanation of these codes can be found in €CHF
Recommendation ITU-T T-4, AMD2 08/95.

If the value in IC is C3 or M3, this field is used to
identify the default embedded quantization table(s)
used by the JPEG compression algorithm . when-the

tables-are-not-embedded-in-the-compressed-data-

stream; tThe value of this field shall be 00.0.
Explanation of these-codes embedded tables can be
found in MIL-STD-188-198.

If the value in IC is C4 or M4, this field shall contain
a value given in the form nn.n representing the number
of bits-per-pixel for the compressed image.
Explanation of the compression rate for vector
quantization can be found in MIL-STD-188-199.

If the value in IC is C5 or M5, this field shall contain
a value given by FBB-ISO/IEC 10918-3. This field is
omitted if the value in IC is NC or NM.

4

BCS-A
See description for
constraints

NBANDS

Number of Bands. This field shall contain the number
of data bands within the specified image. This field
and the IREP field are interrelated and independent of
the IMODE field. The corresponding values for
(IREP, NBANDS) are (MONO, 1); (RGB, 3);
(RGB/LUT, 1); (YCbCr601, 3); (MULTI, 2-9); and 0
for multi-spectral images with greater than 9 bands.

BCS-N integer
0-9

See description for
details

XBANDS

Number of Multi-Spectral Bands. When NBANDS
contains the value 0, this field shall contain the number
of bands comprising the multi-spectral image.

BCS-N integer
00010-99999

NOTE: The fields IREPBANDnNN through LUTDnnm repeat the number of times indicated in the NBANDS field or the

XBANDS field.
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

IREPBANDN
n

nn" Band Representation. When NBANDS contains
the value 1, this field shall contain all spaces. In all
other cases, this field shall conatin a valid indicator of
the interpretation of the nn™ band. Tha band number
is a positive integer when IREP contains MULTI. In
all other cases, the use of this field is user defined. If
the IREP field contains the value “2D,” this field
shall contain “LX’” or “LY.” However, its purpose
is to provide the significance of the nn™ band of the
image with regard to the general image type as
recorded in IREP. The significance of each band in
the image can be derived form the combination of the
IREP, IREPBANDNN, ICAT, and ISUBCATNN fields.

2

BCS-A, spaces, R, G,
B, Y, Cb, Cr, 01-09,
LX, LY FBAfor
logati i

ISUBCATNN

nn" Band Subcategory. (This field is repeated for each
band). The use of this field is user-defined except for
the location grids and matrix data. Its purpose is to
provide the significance of the nn™ ban of the image
with regard to the specific category (ICAT) of the
overall image. An example would be the wave length
of IR imagery. For location grids, the number of
bands is strictly equal to 2, consequently, there are
only 2 fields ISUBCAT1 and ISUBCAT2. Standard
values of these fields for the Location grids are either
ISUBCAT1=CGX and ISUBCAT2=CGY for the
cartographic X (Easting) and Y (Northing) bands, or
ISUBCAT1=GGX, and ISUBCAT2=GGY, for the
geographic X(longitude), and Y (latitude) bands.
Standard values for the matrix data should be taken
from DIGEST part 4 annex B.

BCS-A
User defined
(Default is spaces)

IFCnn

nn" Band Image Fileter Condition. This field shall
contain the value N (to mean none). Other values are
reserved for future use.

IMFLTnn

nn" Band Standard Image Filter Code. This field is
reserved for future use. It shall be filled with BCS
spaces (code 0x20).

Fill with spaces

NLUTSnn

nn™ Band Number of LUTS. This field shall contain
the number of look-up tables associated with the nn®
band of the image. Use of the look-up tables is user
defined in all cases after the first band.

BCS-N integer
0-4

NELUTNnn

nn" Band Number of LUT Entries. This field shall
contain the number of entries in each of the look-up
tables for the nn" band of data. This field shall be
omitted if the value in NLUTSnn is 0.

BCS-N integer
1-65536
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

LUTDnnm

nn" Band Data of the m™ LUT. This field shall be
omitted if the m™ LUT of the nn™ Band Number of
LUTs is 0. Otherwise, this field shall contain the data
defining the mm™ look-up table for the nn"image
band. Each entry in the look-up table is composed of
one byte, ordered from most significant bit to least
significant bit, representing a value form 0 to 255. To
use the look-up table, for each integer k,
O£KENELUTNN-1, the pixel value k in the nn™ image
band shall be mapped to the value of the k™ byte of the
look-up table. This field supports only integer band
data (PVTYPE = INT). NOTE: This is a repeating
field based on the value of NLUTSnn. When there are
more than one table (NELUTnn>1, the net effect is to
have the LUT ordered in band sequential fassion, e.g.,
all the red values followed by green values followed by
blue values.

T3

LUT Values

ISYNC

Image Sync code. This field shall contain BCS 0
(code 0x30)
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

IMODE

Image Mode. This field shall contain an indicator of
whether the image bands are stored in the file
sequentially or band interleaved by block or band
interleaved by pixel format. Valid values are B, P,
and S. The significance of the IMODE value must be
interpreted with the knowledge of whether the image is
JPEG compressed (IC=C3, C5, M3, or M5), VQ
compressed (IC=C4, or M4), or uncompressed
(IC=NC or NM). When IC=C1 or M1, the use of
IMODE defaults to B.

For the uncompressed case: The value S means
band sequential, where all blocks for the first band are
followed by all blocks for the second band, and so on:
[(blockl, bandl), (block2, bandl), ... (blockM,
band1)], [(blockl, band2), (block2, band 2), ...
(blockM, band2)] ... [(blockl, bandN), (block2,
bandN), ... (blockM, bandN)]. The values B and P
indicate variations on block sequential where all data
from all bands for the first block is followed by all
data from all bands for the second block, and so on.
The variations are based on the way the bands are
organized within each block. B means band
interleaved by block. This means that within each
block, the bands follow one another: [(blockl,
bandl), (blockl, band2), ...(blockl, bandN)],
[(block2, bandl), (block2, band2), ... (block2,
bandN)], ... [(blockM, bandl), (blockM, band2), ...
(blockM, bandN)]. P means band interleaved by pixel
within each block: such as, for each block, one after
the other, the full pixel vector (all band values)
appears for every pixel in the block, one pixel after
another, the block column index varying faster than
the block row index. If the NBANDS field is 1, the
cases B and S coincide. In this case, this field shall
contain B. If the Number of Blocks is 1(NBPR =
NBPC = 1), this field shall contain B for non-
interleaved by pixel, and P for interleaved by pixel.
The value S is only valid for images with multiple
blocks and multiple bands.

For the JPEG-compressed case: The presence of
B, P, or S implies specific ordering of data within the
JPEG image data representation. The interpretation of
the values of IMODE for this case is specified in MIL-
STD-188-198.

For the Vector Quantization compressed case: VQ
compressed images are normally either RGB with a
color look-up table or monochromatic. In either case,
the image is single band, and the IMODE field defaults
to B. However, it is possible to have a multiband VQ
compressed image in band sequential, band interleaved
by block, or band interleaved by pixel format.

1

B,P,S
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

NBPR

Number of Blocks Per Row. This field shall contain
the number of image blocks in a row of blocks (see
paragraph 5.4.2.2) in the horizontal direction. If the
image consists of only a single block, this field shall
contain the value one.

4

BCS-N integer
0001-9999

NBPC

Number of Blocks Per Column. This field shall
contain the number of image blocks in a column of
blocks (see paragraph 5.4.2.2) in the vertical direction.
If the image consists of only a single block, this field
shall contain the value one.

BCS-N integer
0001-9999

NPPBH

Number of Pixels Per Block Horizontal . This field
shall contain the number of pixels horizontally in each
block of the image. It shall be the case that
NBPR*NPPBH>NCOLS.

BCS-N integer
0001-8192

NPPBV

Number of Pixels Per Block Vertical . This field shall
contain the number of pixels vertically in each block of
the image. It shall be the case that

NBPC*NPPBV >NROWS.

BCS-N integer
0001-8192

NBPP

Number of Bits Per Pixel Per Band. If IC contains
NC, NM, C4, or M4, this field shall contain the
number of storage bits used for the value from each
component of a pixel vector. The value in this field
always shall be greater than or equal to Actual Bits Per
Pixel (ABPP). For example, if 11-bit pixels are stored
in 16 bits, this field shall contain 16 and Actual Bits
Per Pixel shall contain 11. If IC = C3, M3, C5, or
M5, this field shall contain the value 8 or the value 12.
If IC = C1, this field shall contain the value 1.

BCS-N integer
01-24

IDLVL

Display Level. This field shall contain a valid value
that indicates the graphic display level of the image
relative to other displayed file components in a
composite display. The valid values are 001 to 999.
The display level of each displayable file component
(image or graphic) within a file shall be unique; that is,
each number from 001 to 999 is the display level of, at
most, one item. The meaning of display level is fully
discussed in paragraph 5.3.3. The image or graphic
component in the file having the minimum display
level shall have attachment level 0.

BCS-N integer
0001-999

IALVL

Attachment Level. This field shall contain a valid
value that indicates the attachment level of the image.
Valid values for this field are 0, and the display level
value of any other image or graphic in the file. The
meaning of attachment level is fully discussed in
paragraph 5.3.4. The image, graphic, or text
component in the file having the minimum display
level shall have attachment level 0.

BCS-N integer
000-998
(Default is 000)
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FIELD

NAME

SIZE

VALUE RANGE

TYPE

ILOC

Image Location. The image location is specified by
specifying the location of the first pixel of the first line
of the image. This field shall contain the image
location represented as rrrrrcccecc, where rrrrr and
cccce are the row and column offset from the ILOC or
SLOC value of the item to which the image is
attached. A row or column value of 00000 indicates
no offset. Positive row and column values indicate
offsets down and to the right and range from 00001 to
99999, while negative row and column values indicate
offsets up and to the left and must be within the range
-0001 to -9999. The location in the common
coordinate system of all displayable graphic
components can be computed from the offsets given in
the ILOC and SLOC fields.

10

BCS-N integer
-9999-9999 to
9999999999
(Default is
0000000000)

IMAG

Image Magnification. This field shall contain the
magnification (or reduction) factor of the image
relative to the original source image. Decimal values
are used to indicate magnification, and decimal
fraction values indicate reduction. For example,
“2.30” indicates the original image has been magnified
by a factor of “2.30,” while “0.5” indicates the
original image has been reduced by a factor of 2. The
default value is 1.0, indicating no magnification or
reducion. In addition, the following values shall be
used for reductions that are reciprocals of nonnegative
powers of 2: /2 (for 1/2), /4 (for 1/4), /8 (for 1/8), /16
(for 1/16), /32 (for 1/32), /64 (for 1/64), /128 (for
1/128).

BCS-A

12, 14, 18, 116, /32,
/64, /128 or decimal
value

(Default is 1.0
followed by a space)

uDIDL

User Defined Image Data Length. Fhisfield-shall
contad t.ne Iel_gtl ' |b5_tes A-UDIB-plus 3-(length-of
QFE ;III L) I."S le IgEI 15-3-plus-the-sum _eI H e{ lengths

8.1 - A
value of 0 shall mean that no registered tagged record
extensions are included in the header. If a registered
tagged record extension exists, the field shall contain
the sum of the length of all the registered tagged
record extensions (see paragraph 5.7.1.1) appearing
in the UDID field plus 3 bytes (length of UDOFL
field). If a regisered tagged record extension is too
long to fit in the UDID field, it shall be put in a data
extension segment (see paragraph 5.8.1.3.1.)

BCS-N integer
00000 or
0600003-99999

UDOFL

User Defined Overflow. If present, this field shall
contain 000 if the tagged record extensions in UDID
do not overflow into a DES, or shall contain the
sequence number of the DES into which they do
overflow. This field shall be omitted if the field
UDIDL contains 0.

BCS-N integer
000-999
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FIELD

NAME

SIZE

VALUE RANGE TYPE

uDID

User Defined Image Data. If present, this field shall
contain user defined registered tagged record
extensions (see paragraph 5.8.1.1). The length of this
field shall be the length specified by the field UDIDL
minus 3. Registered tagged record extensions in this
field for an image shall contain information pertaining
specifically to the image. Registered tagged record
extensions shall appear one after the other with no
intervening bytes. The first byte of this field shall be
the first byte of the first registered tagged record
extension appearing in the field. The last byte of this
field shall be the last byte of the last registered tagged
record extension to appear in the field. This field shall
be omitted if the field UDIDL contains 0.

*3

Registerd Tagged C
Record Extensions

IXSHDL

Extended Subheader Data Length. This field shall
contain the length in bytes in IXSHD plus 3 (length of
IXSOFL). The length is 3 plus sum of the lengths of
all the controlled tagged record extensions (see
paragraph 5.87.1.2) appearing in the IXSHD field. A
value of 0 shall mean that no controlled tagged record
extensions are included in the image subheader. If a
controlled tagged record extension exists, the field
shall contain the sum of the length of all the
controlled tagged record extensions (see paragraph
5.7.1.2) appearing in the IXSHD field plus 3 bytes
(length of IXSOFL field). If a controlled tagged
record extension is too long to fit in the IXSHD field,
it shall be put in a data extension segment (see
paragraph 5.87.1.3.1).

BCS-N integer R
00000 or
0600003-99999

IXSOFL

Extended Subheader Overflow. If present, this field
shall contain ““000” if the tagged record extensions in
IXSHD do not overflow into a DES, or shall contain
the sequence number of the DES into which they do
overflow. This field shall be omitted if the field
IXSHDL contains 0.

BCS-N integer C
000-999

IXSHD

Extended Subheader Data. If present, this field shall
contain controlled tagged record extensions (see
paragraph 5.8.1.2) approved and under configuration
management by the ISMC. The length of this field
shall be the length specified by the field IXSHDL
minus 3. Controlled tagged record extensions in this
field for an image shall contain information pertaining
specifically to the image. Controlled tagged record
extensions shall appear one after the other in this field
with no intervening bytes. The first byte of this field
shall be the first byte of the first controlled tagged
record extension appearing in the field. The last byte
of this field shall be the last byte of the last controlled
tagged record extension to appear in the field. This
field shall be omitted if the field IXSHDL contains 0.

* %3

Controlled Tagged C
Record Extensions

13 One Byte for each entry *3 As specified in UDIDL
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TABLE A-3(A). NITF image data mask subheader-table.

TYPE “R” = Required, “C” = Conditional)

FIELD

NAME

SIZE

VALUE RANGE

TYPE

IMDATOFF

Blocked Image Data Offset. This field is
included if the IC value equals NM, M1, M3,
M4, or M5. It identifies the offset from the
beginning of the Image Data Mask to the first
byte of the blocked image data. This offset,
when used in combination with the offsets
provided in the BMR fields, can provide
random access to any recorded image block in
any image band.

4

Unsigned Binary integer:
0000 to 2% -1

BMRLNTH

Block Mask Record Length. This field is
included if the IC value equals NM, M1, M3,
M4, or M5. It identifies the length of each
Block Mask Record in bytes. When present, the
length of each Block Mask Record is 4 bytes.
The total length of all the block Mask Records
is equal to BMRLNTH x NBPR x NBPC x
NBANDS (one 4 byte record for each block of
each band in the image). If all of the image
blocks are recorded, this value may be set to 0,
and the conditional BMR fields are not
recorded/transmitted. Otherwise, the value may
be set to 4, and the conditional BMR fields are
recorded/transmitted and can be used as an off-
set index for each image block in each band of
the image. If this field is present, but coded as
0, then only a pad pixel mask is included.

Unsigned integer;
00=No Block mask
record;

04=Block mask records
(4 bytes each) are present

TMRLNTH

Pad Pixel Mask Record Length. This field is
included if the IC value equals NM, M1, M3,
M4, or M5. It identifies the length of each Pad
Pixel Mask Record in bytes. When present, the
length of each Pad Pixel Mask Record is 4
bytes. The total length of the Pad Pixel Mask
Records is equal to TMRLNTH x NBPR x
NBPC x NBANDS (one 4 byte record for each
block for each band in the image). If none of
the image blocks contain pad pixels, this value
is set to 0, and the conditional TMR fields are
not recorded/transmitted. For IC value of M3,
the value shall be set to 0. If this field is
present, but coded as 0, then a Block Mask is
included.

Unsigned integer;
00=No Pad pixel mask
records;

04=Pad pixel mask
records (4 bytes each) are
present

TPXCDLNTH

Transparent Output Pixel Code Length. This
field is included if the IC value equals NM, M1,
M3, M4, or M5. It identifies the length in bits
of the Transparent Output Pixel Code. If coded
as 0, then no transparent pixels are present, and
the TPXCD field is not recorded. For IC value
of M3, the value shall be set to 0..

Unsigned integer;

00=No pad pixels; or
pad pixel

code length in bits (01-16)
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FIELD NAME SIZE VALUE RANGE TYPE
TPXCD Pad Output Pixel Code. This field is included if | *** | Unsigned Binary integer; C
the IC value equals NM, M1, M3, M4, or M5 0to 2" -1 where

and TPXCDLNTH is not 0. It contains the n=TPXCDLNTH
output pixel code that represents a pad pixel in
the image. This value is unique within the
image, and allows the user to identify pad
pixels. The pad pixel output code length is
determined by TPXCDLNTH, but the value is
stored in a maximum of 2 bytes. If the number
of bits used by TPXCD is less than the number
of bits available for storage, the value shall be
justified in accordance with the PJUST field in
the image subheader.
NOTE: The BMRnBNDm record repeats; one 4 byte record for each block of each band in the image.
BMRNBNDm | Block MaskReecerd n, Band m. This field shall 4 Unsigned Binary integer Cc
contain the n™ Block Mask Record of band m. Increment n prior to m
It is recorded/transmitted only if the 0<n<NBPR*NBPC -1
BMRLNTH field is not 0. The field shall O<ms<
contain an offset in bytes from the beginning of max(NBANDS,XBANDS
the Blocked Image Data to the first byte of )
block n of band m. If block n of band m is not (Default is OXFFFFFFFF
recorded/transmitted in the image data, the if the block is not
offset value is defaulted to OXFFFFFFFF. The recorded)
offsets for all blocks in band 1 are recorded
followed by block offsets for band 2, etc. (band
sequential). The number of BMR records for
each band is NBPR x NBPC.
TMRnBNDm | Fransparent Pad Pixel MaskRecord n, Band m. 4 Unsigned Binary integer Cc

This field shall contain the n™ Fransparent Pad
Pixel Mask-Record for band m. Itis
recorded/transmitted only if the TMRLNTH
field is not 0. The field shall contain an offset
in bytes from the beginning of the Blocked
Image Data to the first byte of block n of band
m if block n contains transparent pad pixels, or
OxFFFFFFFF to indicate that this block does not
contain transparent pad pixels. The offsets for
all blocks in band 1 are recorded followed by
block offsets for band 2, etc. (band sequential).
The number of TMR records for each band is
NBPR x NBPC.

Increment n prior to m
0<n<NBPR*NBPC.-1
O<m<
max(NBANDS,XBANDS
)
(Default is OXFFFFFFFF
if the block is not
recorded)
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TABLE A-4. Security control markings. {FBR)

CODEWORD
NOCONTRACT

ORCON

PROPIN

WNINTEL

LIMDIS

ATOMAL

COSMIC

CNWDI

CRYPTO

FOUO

FORMREST DATA

sloP

SIOP/ESI

COPYRIGHT

EFTO

LIM OFF USE (UNCLAS)
NONCOMPARTMENT

PERSONAL DATA

SAO

SAO-1

SAO-2

SAO-3

SAO-SI-2

SAO-SI-3

SAO-SI-4

SPECIAL CONTROL

SPECIAL INTEL

WARNING NOTICE - SEC CLAS IS BASED ON THE FACT OF
EXISTENCE AND AVAIL OF THIS GRAPHIC

DIGRAPH
NC
oC

Pl
Wi
DS
AL
CS
CN
CR
FO
RD
SH
SE
PX
TX
LU
NT

IN
SA
SL
HA
HB
SK
HC
HD
SC

Sl

WN
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TABLE A-5. NITF graphic subheader.

(TYPE “R” = Required, “C” = Conditional)

FIELD

NAME

SIZE

VALUE RANGE

TYPE

SY

File Part Type. This field shall contain the characters
SY to identify the subheader as a graphic subheader.

2

SY

SID

Graphic ID. This field shall contain a valid
alphanumeric identification code associated with the
graphic. The valid codes are determined by the
application.

10

BCS-A
User defined, non-
blank

SNAME

Graphic name. This field shall contain an
alphanumeric for the graphic.

20

BCS-A
(Default is spaces)

SSCLAS

Graphic Security Classification. This field shall
contain a valid value representing the classification
level of the graphic. Valid values are: T (=Top
Secret), S (=Secret), C (=Confidential), R
(=Restricted), U (=Unclassified).

T,S,C,R,oruU

SSCODE

Graphic Codewords. This field shall contain a valid
indicator of the security compartments associated with
the graphic. Valid values are one or more of the
following separtated by single BCS spaces within the
file: digraphs in accordance with table A-4, trigraphs
not contained in table A-4, and complete codewords or
project numbers. The selection of a relevant set of
codewords and project numbers is application specific.
If this field is all spaces, it shall imply that no
codewords apply to the graphic.

40

BCS-A
(Default is spaces)

SSCTLH

Graphic Control and Handling. This field shall
contain valid security handling instructions associated
with the graphic. Valid values are one or more of the
following separated by single BCS spaces within the
field: digraphs in accordance with table A-4, trigraphs
not contained in table A-4, complete words and
abbreviations of more than two characters, and phrases
only if the words within the phrase are separated by
hyphens. The selection of a relevant set of security
handling insructions is implementation specific. If this
field is all spaces, it shall imply that no graphic conrol
and handling instructions apply.

40

BCS-A
(Default is spaces)

SSREL

Graphic Releasing Instructions. This field shall
contain a valid list of countries and/or groups of
countries to which the graphic is authorized for
release. Valid items in the list are one or more of the
following separated by single BCS spaces within the
field: country codes and groupings that are digraphs
in accordance with (TBD). If this field is all spaces, it
shall imply that no graphic release instructions apply.

40

BCS-A
(Default is spaces)

SSCAUT

Graphic Classification Authority. This field shall
contain a valid identity code of the classification
authority for the graphic. The code shall be in
accordance with the regulations governing the
appropriate security channel(s). If this field is all
spaces, it shall imply that no graphic classification
authority applies.

20

BCS-A
(Default is spaces)

81




MIL-STD-2500B

TABLE A-5. NITF graphic subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

SSCTLN

Graphic Security Control Number. This field shall
contain a valid security control number associated with
the graphic. The format of the security control
number shall be in accordance with the regulations
governing the appropriate security channel(s). If this
field is all spaces, it shall imply that no grahic security
control number applies.

20

BCS-A
(Default is spaces)

SSDWNG

Graphic Security Downgrade. This field shall contain
a valid indicator that designates the date at which a
declassification or downgrading action is to take place.
The valid values are (1) the calendar date in the format
YYMMDD, or (2) the code “999999” when the
originating agency’s determination is required
(OADR). If this field is all spaces, it shall imply that
no graphic security downgrade condition applies.

BCS-A
(Default is spaces)

SENCRYP

Encryption. This field shall contain the value 0 until
such time as this specification is updated to define the
use of other values.

0=Not Encrypted

STYPE

Graphic Type. This field shall contain a valid
indicator of the representation type of the graphic.

The valid value is C, which means Computer Graphics
Metafile. The graphic data contain a Computer
Graphics Metafile in binary format that defines the
graphic according to MIL-STD-2301. Future versions
of the NITF may include various predefined objects
such as graphics for military units, vehicles, weapons,
or aircraft.

C for CGM

SRES1

Reserved for Future Use. Reserved.

13

BCS-N integer
0000000000000~
9999999999999
(Default is
0000000000000)

SDLVL

Display Level. This field shall contain a valid value
that indicates the graphic display level of the graphic
relative to other displayed file components in a
composite display. The valid values are 001 to 999.
The display level of each displayable file component
(image or graphic) within a file shall be unique; that is,
each number from 001 to 999 is the display level of, at
most, one item. The meaning of display level is
discussed fully in paragraph 5.3.3. The graphic or
image component in the file having the minimum
display level shall have attachment level 0.

BCS-N integer
001-999

SALVL

Attachment Level. This field shall contain a valid
value that indicates the attachment level of the graphic.
Valid values for this field are 0 and the display level
value of any other image or graphic in the file. The
meaning of attachment level is discussed fully in
paragraph 5.3.4. The graphic or image component in
the file having the minimum display level shall have
attachment level 0.

BCS-N integer
000-998
(Default is 000)
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TABLE A-5. NITF graphic subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

SLOC

Graphic Location. The graphics location is specified
by providing the location of a point bearing a
particular relationship to the graphic. For a CGM
graphic, the point is the Virtual Device Coordinate
(VDC) origin as defined in ISO 8632-1. This field
shall contain the graphic location represented as
rrrrrccecc, where rrrrr and cccce are the row and
column offset from the ILOC or SLOC value of the
item to which the graphic is attached. A row and
column value of 00000 indicates no offset. Positive
row and column values indicate offsets down and to
the right and range from 00001 to 99999, while
negative row and column values indicate offsets up and
to the left and must be within the range -0001 to -
9999. The location in this common coordinte system
of all displayable graphic components can be computed
from the offsets given in the ILOC and SLOC fields.

10

BCS-N
-9999<rrrrr<99999
-9999<ccccc<99999
(Default is
0000000000)

SBND1

First Graphic Bound Location. This field shall contain
an ordered pair of integers defining a locaion in
Cartesian coordinates for use with CGM graphics. It
is the upper left corner of the bounding box for the
CGM graphic. See paragraph 5.5.2.1 for a complete
description. The format is rrrrrcccec, where rrrrr is
the row and ccccc is the column offset from ILOC or
SLOC value of the item to which the graphic is
attached. If the graphic is unattached (SALVL-0),
rrrrr and ccccc represent offsets from the origin of the
coordinate system that is common to all images and
graphics in the file having attachment level 0. The
range for rrrrr and ccccc shall be -9999 to 99999.

10

rrrrrccccc

SCOLOR

Graphic Color. If STYPE = C, this field shall contain
a C if the CGM contains any color pieces or an M if it
is monochrome (i.e., black, white, or levels of graey).

C,M

SBND?2

Second Graphic Bound Location. This field shall
contain an ordered pair of integers defining a location
in Cartesian coordinates for use with CGM graphics.
It is the lower right corner of the bounding box for the
CGM graphic. See paragraph 5.5.2.1 for a complete
description. The format is rrrrrccccc, where rrrrr is
the row and ccccc is the column offset from ILOC or
SLOC value of the item to which the graphic is
attached. If the graphic is unattached (SALVL=0),
rrrrr and ccccc represent offsets from the origin of the
coordinate system that is common to all images and
graphics in the file having attachment level 0. The
range for rrrrr and ccccc shall be -9999 to 99999.

10

rrrrrccccc

SRES2

Reserved for Future Use. This field is reserved for
future use. The default value shall be BCS spaces.

BCS-N integer
00-99 (Default is 00)
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TABLE A-5. NITF graphic subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

SXSHDL

Extended Subheader Data Length. Fhisfield-shall

SXSHP-field- A value of 0 shall mean that no
controlled tagged record extensions are included in the
graphic subheader. If a controlled tagged record
exension exists, the field shall contain the sum of the
length of all the controlled tagged record extensions
(see aragraph 5.7.1.2) appearing in the SXSHD field
plus 3 bytes (length of SXSOFL field). If a
controlled tagged record extension is too long to fit in
the SXSHD field, it shall be put in a data extension
segment (see paragraph 5.8.1.3.1).

5

BCS-N integer
00000 or
0600003-8999900973

SXSOFL

Extended Subheader Overflow. If present, this field
shall contain ““000” if the tagged record extensions in
SXSHD do not overflow into a DES or shall contain
the sequence number of the DES into which they do
overflow. This fild shall be omitted if the field
SXSHDL contains 0.

BCS-N
000-999

SXSHD

Extended Subheader Data. If present, this field shall
contain controlled tagged record extensions (see
paragraph 5.8.1.2) approved and under configuration
management by the ISMC. The length of this field
shall be the length specified by the field SXSHDL
minus 3. Controlled tagged record extensions in this
field for a graphic shall contain information pertaining
specifically to the graphic. Controlled tagged record
extensions shall appear one after the other in this field
with no intervening bytes. The first byte of this field
shall be the first byte of the first controlled tagged
record extension appearing in the field. The last byte
of this field shall be the last byte of the last controlled
tagged record extension to appear in the field. This
field shall be omitted if the field SXSHDL contains 0.

*5

Controlled Tagged
Record Extensions

*>  As specified by the SHSHDL field
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TABLE A-6. NITF text subheader.

(TYPE “R” = Required, “C” = Conditional)

FIELD

NAME

SIZE

VALUE RANGE

TYPE

TE

File Part Type. This field shall contain the characters
“TE” to identify the subheader as a text subheader.

2

TE

TEXTID

Text ID. This field shall contain a valid alphanumeric
identification code associated with the text item. The
valid codes are determined by the application.

7

BCS-A
(User defined, non-
blank)

TXTALVL

Text Attachment Level. This field shall contain a
valid value that indicates the attachment level of the
text. Valid values for this field are 000 and the display
level value of any image or graphic in the file.

BCS-N integer
000-998
(Default is 000)

TXTDT

Text Date & Time. This field shall contain the time
(UTC) of origination of the text in the format
CCYYMMDDhhmmss, where CC is the first two
digits of the year (00-99), YY is the last two digits of
the year (00-99), MM is the month (01-12), DD is the
day (01-31), hh is the hour (00-23), mm is the minute
(00-59), and ss is the second (00-59). UTC (Zulu) is
assumed to be the time zone designator to express the
time of day.

14

CCYYMMDDhhmmss

TXTITL

Text Title. This field shall contain the title of the text
item.

80

BCS-A
(Default is spaces)

TSCLAS

Text Security Classification. This field shall contain a
valid value representing the classification level of the
text item. Valid values are: T (=Top Secret), S (=
Secret), C (=Confidential), R (=Restricted), U

(=Unclassified). —(FBD).

T,S,C,R,oru

TSCODE

Text Codewords. This field shall contain a valid
indicator of the security compartments associated with
the text item. Valid values are one or more of the
following separated by single BCS spaces within the
field: digraphs in accordance with table A-4, trigraphs
not contained in table A-4, and complete codewords or
project numbers. The selection of a relevant set of
codewords and project numbers is application specific.
If this field is all spaces, it shall imply that no
codewords apply to the text item.

40

BCS-A
(Default is spaces)

TSCTLH

Text Control and Handling. This field shall contain
valid security handling instructions associated with the
text item. Valid values are one or more of the
following separated by single BCS spaces within the
field: digraphs in accordance with table A-4, trigraphs
not contained in table A-4, complete words and
abbreviations of more than two chracters, and phrases
only if the words within the phrase are separated by
hyphens. The selection of a relevant set of security
handling instrucitons is implementation specific. If
this field is all spaces, it shall imply that no text
control and handling instrucitons apply.

40

BCS-A
(Default is spaces)
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TABLE A-6. NITF text subheader - Continued.

FIELD NAME SIZE VALUE RANGE TYPE
TSREL Text Releasing Instruction. This field shall contain a 40 BCS-A R
valid list of countries and/or groups of countries to (Default is spaces)

which the text item is authorized for release. Valid
items in the list are one or more of the following
separated by single BCS spaces within the field:
country codes and groupings that are digraphs in
accordance with (TBD). If this field is all spaces, it
shall imply that no text release instructions apply.

TSCAUT Text Classification Authority. This field shall contain 20 BCS-A R
a valid identity code of the clasisificaiton authority for (Default is spaces)
the text item. The code shall be in accordance with the
regulations governing the appropriate security
channel(s). If this field is all spaces, it shall imply that
no text classificaion authority applies.

TSCTLN Text Security Control Number. This field shall 20 BCS-A R
contain a valid security control number associated with (Default is spaces)
the text item. The format of the security control
number shall be in accordance with the regulations
governing the appropriate security channel(s). If this
field is all spaces, it shall imply that no text security
control number applies.

TSDWNG | Text Security Downgrade. This field shall contain a 6 BCS-A R
valid indicator that designates the time at which a (Default is spaces)
declassification or downgrading aciton is to take place.
Valid values are (1) the calendar date in the format
YYMMDD, (2) the code “999999” when the
originating agency’s determination is required
(OADR). If this field is all spaces, it shall imply that
no text security downgrade condition applies.

ENCRYP Encryption. This field shall contain the value 0 until 1 0=Not Encryted R
such time as this specifidation is updated to define the
use of other values.

TXTFMT Text Format. This field shall contain a valid three- 3 MTF, STA, OTH R
character code indicating the format or template to be
used to display the text. Valid codes are MTF to
indicate USMTF (Refer to MIL-STD-6040 for
examples of the USMTF format), STA to indicate
BCS-A, and OTH to indicate other, such as user
defined. Refer to section 3 for additional discussion of
standards and the BCS.
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TABLE A-6. NITF text subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

TXSHDL

Extended Subheader Data Length. Fhisfield-shal

FXSHDB-field- A value of 0 shall mean that no
controlled tagged record extensions are included in the
text subheader. If a controlled tagged record
extension exists, the field shall contain the sum of
the length of all the controlled tagged record
extensions (see paragraph 5.7.1.2) appearing in the
TSXHD field plus 3 bytes (Ilength of TSXOFL field).
If a controlled tagged record extension is too long to fit
in the TXSHD field, it shall be put in a data extension
segment (see paragraph 5.8.1.3.1).

5

BCS-N integer
00000 or
600003-09717

TXSOFL

Extended Subheader Overflow. If present, this field
shall contain “000” if the tagged record extensions in
TXSHD do not overflow into a DES, or shall contain
the sequence number in the file of the DES into which
they do overflow. This field shall be omiteed if the
field TXSHDL contains O.

BCS-N
(000-999)

TXSHD

Extended Subheader Data. If present, this field shall
contain controlled tagged record extensions (see
paragraph 5.8.1.2) approved and under configuration
managment by the ISMC. The length of this field
shall be the length specified by the field TXSHDL
minus 3. Controlled tagged record extensions in this
field shall contain information pertaining specifically to
the text. Controlled tagged record extensions shall
appear one after the other in this field with no
intervening bytes. The first byte of this field shall be
the first byte of the first controlled tagged record
extension appearing in the field. The last byte of this
field shall be the last byte of the last controlled tagged
record extension to appear in the field. This field shall
be omitted if the field TXSHDL contains O.

*6

BCS-A

*¢  As specified by the value in the TXSHDL field
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TABLE A-7. Registered and controlled tagged record extension format .

(TYPE “R” = Required, “C” = Conditional)

FIELD NAME SIZE VALUE RANGE TYPE
RETAG or | Unique Extension Type Identifier. This field shall 6 BCS-A R
CETAG contain a valid alphanumeric identifier properly

registered with the ISMC.
REL or Length of REDATA Field. This field shall contain the 5 BCS-N R
CEL length in bytes of the data contained in REDATA or (00001 to 99988)

CETAG. The tagged record’s length is 11 + REL or

CEL.
REDATA User-defined Data. This field shall contain data of *7 User-defined R
or either binary or character data types defined by and
CEDATA | formatted according to user specification. The length
where of this field shall not cause any other NITF field length
appropriate | limits to be exceeded, but is otherwise fully user

defined.
*7 As indicated in REL field

TABLE A-8. NITF data exension segment subheader .
(TYPE “R” = Required, “C” = Conditional)

FIELD NAME SIZE VALUE RANGE TYPE

DE File Part Type. This field shall contain the characters 2 DE R
“DE” to identify the subheader as a data extension.

DESTAG Unique DES Type Identifier. This field shall contain a 25 BCS-A (Registered R
valid alphanumeric identifier properly registered with value only)
the ISMC.

DESVER Version of the Data Field Definition. This field shall 2 BCS-N (01 to 99) R
contain the alphanumeric version number of the use of
the tag. The version number is assigned as part of the
registration process.

DESSG Security Group. This field shall contain a series of 167 | (See table A-1, R
fields containing security classification informaiton for FSCLAS through
the DES as a whole. The fields included shall mirror FSDWNG)
those of the NITF file header from FSCLAS through
FSDWNG, including field length and content, but be
applicable to the DES only. The field names shall be
DESCLAS through DESDEVT respectively, simply
substituting “DE” for “F.”

DESOFLW | Overflowed Header Type. This field shall be present 6 BCS-A (XHD, C
if DESTAG = “Registered Extensions” or IXSHD, SXSHD,
“Controlled Extensions.” Its presence indicates that TXSHD, UDHD,
the DES contains a tagged record extension that would UDID)

not fit in the file header or component header where it
would ordinarily be located. Its value indicates the
data type to which the enclosed tagged record is
relevant. If the value of DESTAG is “Controlled
Extensions,” the valid values for DESOFLOW are
XHD, IXSHD, SXSHD, or TXSHD. If the value of
DESTAG is “Registered Extensions,” the valid values
for DESOFLW are UDHD and UDID.
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TABLE A-8. NITF data exension segment subheader - Continued.

FIELD

NAME

SIZE

VALUE RANGE

TYPE

DESITEM

Data Item Overflowed. This field shall be present if
DESOFLW is present. It shall contain the number of
the data item in the file, of the type indicated in
DESOFLW to which the tagged record extensions in
the segment apply. For example, if DESOFLW =
UDID and DESITEM = 3, then the tagged record
extensions in the segment apply to the third image in
the file. If the value of DESOFLW = UDHD, the
value of DESITEM shall be 0.

3

BCS-N (000 to 999)

DESSHL

Length of User-defined Subheader Fields. This field
shall contain the number of bytes in the field
DESSHF. If this field contains 0, DESSHF shall not
appear in the DES subheader. This field shall contain
0 if DESTAG = “Registered Extensions” or
“Controlled Extensions.”

BCS-N (0000-9999)

DESSHF

User-defined Subheader Fields. This field shall
contain user-defined fields. Data in this field shall be
alphanumeric, formatted according to user
specification.

*8

BCS-A (User defined)

DESDATA

User-defined Data Field. This field shall contain data
of either binary or character types defined by and
formatted according to the user’s specification.
However, if the DESTAG is “Registered Extensions”
or “Controlled Extensions,” the tagged records shall
appear according to their definition with no intervening
bytes. The length of this field shall not cause any
other NITF field length limits to be exceeded, but is
otherwise fully user defined.

*%x8

User defined.

*¢  Value specified in DESSHL
*x8 Determined by user. If DESTAG = “Registered Extensions” or “Controlled Extensions,” this signifies
the sum of the lengths of the included tagged records.
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TABLE A-9. NITF reserved extension segment subheader .

(TYPE “R” = Required, “C” = Conditional)

FIELD

NAME

SIZE

VALUE RANGE

TYPE

RE

File Part Type. This field shall contain the characters
“RE” to identify the subheader as a reserved
extensition.

2

RE

RESTAG

Unigue RES Type ldentifier. This field shall contain a
valid alphanumeric identifier properly registered with
the ISMC.

25

BCS-A (Registered
value only, non-blank)

RESVER

Version of the Data Field Definition. This field shall
contain the alphanumeric version number of the use of
the tag. The version number is assigned as part of the
registration process.

BCS-N (01 to 99)

RESSG

Security Group. This field shall contain a series of
fields containing security classification information for
the DES as a whole. The fields included shall mirror
those of the NITF file header from FSCLAS through
FSDWNG, including the field length and content, but
be applicable to the DES only. The field names shall
be RESCLAS through RESDEVT respectively, simply
substituting “RE” for “F.”

167

(See table A-1,
FSCLAS through
FSDWNG)

RESSHL

Length of User-defined Subheader Fields. This field
shall contain the number of bytes in the field RESSHF.
If this field contains 0, RESSHF shall not appear in the
RES subheader.

BCS-N (0000-9999)

RESSHF

User-defined Subheader Fields. This field shall
contain user-defined fields. Data in this field shall be
alphanumeric, formatted according to user
specification.

*9

BCS-A (User defined)

RESDATA

User-defined Data Field. This field shall contain data
of either binary or character types defined by and
formatted according to the user’s specification. The
length of this field shall not cause any other NITF field
length limits to be exceeded, but is otherwise fully user
defined.

*%9

User defined

*  Value specified in RESSHL
**9  Determined by the definition of the specific reserved extension segment as registered and controlled with

the ISMC.

90




MIL-STD-2500B

APPENDIX B
IMPLEMENTATION CONSIDERATIONS
B.1 SCOPE

B.1.1 This appendix is not a mandatory part of the standard. The information contained in it is
explanatory and intended for guidance only.

B.1.2 NITF implementation guidelines. The National Imagery Transmission Format (NITF) has been
developed to provide image exchange capabilities among computer systems of various designs and capabilities.
This appendix discusses general considerations pertinent to successful implementation of the NITF. Guidelines
will be presented, and potential problems will be highlighted. The NITF preprocessor and postprocessor
software, the software necessary to write and read a NITF file based on host files containing the data items to be
included, are to be written by the user. The combination of the preprocessor and postprocessor hereafter will be
referred to as the "NITF implementation.” Preprocessing is sometimes called "packing," and postprocessing is
called "unpacking.” NITF implementation sample software is available through your point of contact.

B.2 APPLICABLE DOCUMENTS
This section is not applicable to this appendix.
B.3 DEFINITIONS
The definitions in section 3 of this standard apply to this appendix.
B.4 GENERAL REQUIREMENTS
B.4.1 Scope of NITF implementation. NITF describes the format of images and graphics and text

within the NITF file only. It does not define the image or text requirements of the host system. The host system
is responsible for the handling of unpacked image and text files, as well as image and text display capabilities.

B.4.2 Creating headers and subheaders. This standard specifies legal values for the header and
subheader fields. The NITF preprocessor for any particular host system will be responsible for enforcing the
field values as stated in this standard.

B.4.3 Character counts. The NITF uses explicit byte counts to delimit fields. No end-of-field
characters are used. These byte counts are critical for the proper interpretation of a NITF file. The NITF
preprocessor should compute these byte counts based on file contents to insure accuracy. All fields in the NITF
header and subheaders must be present exactly as specified in the NITF header and subheader descriptions, and
no additional fields may be inserted. The NITF uses various conditional fields whose presence is determined by
previous fields and counts. If an expected conditional field is missing, the remainder of the file will be
misinterpreted. A similar result will occur if a conditional field is inserted when it is not required. For these
reasons, the item count fields are critical, and every effort must be made to ensure their accuracy. The NITF
preprocessor should compute these item counts based on file contents whenever possible.

B.4.4 Data entry. To reduce any operator workload imposed by the preprocessor, each preprocessor
should provide for the automatic entry of data. Global default values for the particular NITF version should be
inserted automatically in the file. System default values, such as the standard size parameters for a base image,
also should be entered automatically by the preprocessor. Values that are known to the system, such as the time
or the computed size of an overlay, also should be entered automatically.
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B.4.5 User defined header and user defined image subheader data. Users may need to add additional
data to a NITF file header or image subheader. To accommodate this requirement, user defined data fields are
provided in the file header and image subheader. One potential use for the user defined image subheader data is
to provide space for directly associating acquisition parameters with the image. Use of these fields requires
insertion of tagged records that implement the extension as described in this standard. Before use, tags shall be
registered with ¥SMGC the JITC according to procedures available from the NTB. This procedure ensures that
different users will not use the same tag to flag different extended data. It also provides for configuration
management of tagged record formats where the extended data are expected to be used by a wide audience of
users.

B.4.5.1 Handling the extended headers and subheaders. The NITF has made allowances for future
enhancements by defining extended headers and subheaders, the contents of which are under configuration
control. These fields should not be used except as provided for in documentation available from the +SMCJITC.
These extended headers are composed of an extended header byte count and extended header data. The extended
header count must be extracted by the software, and the appropriate number of extended header bytes must be
read or bypassed. Five extended headers are in the current NITF format under configuration control. They are
the Extended Header Data (XHD) in the NITF Header and the Extended Subheaders in the Image (IXSHD),
Graphic (SXSHD), and Text (TXSHD) Subheaders. The NITF also has made allowances for extended headers
that are under user control by providing the User Defined Header Data (UDHD) field in the NITF Header and
the User Defined Image Data (UDID) field in the Image Subheader. Use of these fields must be coordinated
with the ISMC JITC by tag registration, but it is not under configuration management. Implementors are
reminded that these extended headers also must be handled properly (skip over them if there are no means to
interpret them properly).

B.4.6 Out of bounds field values. The file creator is responsible for ensuring that all NITF field values
are within the bounds specified by the NITF document. An out-of-bounds value in an NITF field indicates that
either an error occurred or that the sending station was not in full compliance with NITF.

B.4.7 Use of images in NITF. The NITF specifies a format for images contained within a NITF file
only. A NITF implementation must be capable of translating this format to and from the host systems’s local
format. Some host systems have multiple formats for binary data. In these cases, the NITF implementation must
use the appropriate host format to provide the necessary data exchange services with other system packages.

When imagery data of less than M bits-per-pixel is displayed on an M-bit (2 ™ graey shades) display device, it
must be transformed into the dynamic range of the device. One way to do this is to modify the LUTSs of the
display device. However, if M-bit and less than M-bit imagery is displayed simultaneously, the M-bit image will
appear distorted. The recommended method is to convert the less than M-bit imagery into M-bit imagery, then
use the standard LUTs. The following equation will transform a less than M-bit pixel into and M-bit pixel:

N = number of bits-per-pixel
Pn = N-bit pixel value
Pm = M-bit pixel value

A

Pu
2N -1

Pn

B.4.8 Use of text files in the NITF. The text format field is provided to help the reader of the file
determine how to interpret the text data received. The file reader is responsible for interpreting the various text
formats. Format designations explicitly supported by the NITF are as follows:
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B.4.8.1 NITF BCS. NITF BCS is a special format to provide a common format for all NITF
implementations. The BCS code shall be represented as depicted in tables B-1 and B-2. This is the BCS code
represented in ISO 10646. The BCS codes shall be seven bits, a1 thru az with an eighth bit added. The eighth
bit, as, shall be set to 0. As shall be the Most Significant Bit (MSB), and a1 shall be the Least Significant Bit
(LSB). ltis intended to provide for simple communications among NITF stations. The NITF BCS format is
comprised of the following BCS characters (all numbers are decimal): Line Feed (10), Form Feed (12), Carriage
Return (13), and space (32) through tilde (126). This set includes all the alphanumeric characters as well as all
commonly used punctuation characters. All lines within a NITF BCS text segment will be separated by carriage
return/line feed pairs. It is the responsibility of the local system to translate these pairs into the local format.
NITF BCS has no standard line length. The host system must be capable of processing lines that are longer than
the local standard. For NITF headers and subheaders, BCS codes are further restrained.

B.4.8.1.1 BCS-N (Numeric format) . The range of allowable characters for BCS-N consists of the
numbers ‘0’ through 9’ from the BMP block named ‘BASIC LATIN,’ codes 30 through 39 and the following:

Slant bar code 2fF
Plus code2B
Minus code2D
Decimal point code2E

B.4.8.1.2 BCS-A (Alphanumeric format). The range of allowable characters for BCS-A consists of the
following:

Space through Tilde codes 20 through 7E (BMP block ‘BASIC LATIN’)
B.4.8.2 Other. "Other" will allow all 1ISO 10646 codes to be used. Different systems interpret these

codes for various purposes. This format should be restricted to uses where the receiving and transmitting stations
have agreed beforehand what the format represents.
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TABLE B-1. Basic Latin character set.

000 001 002 003 004 005 006 007
SP 0 @ P h p
000 016 032 048 064 080 096 112
! 1 A Q a q
001 017 033 049 065 081 097 113
“ 2 B R b r
002 018 034 050 066 082 098 114
# 3 C S c S
003 019 035 051 067 083 099 115
$ 4 D T d t
004 020 036 052 068 084 100 116
% 5 E U e u
005 021 037 053 069 085 101 117
& 6 F \% f v
006 022 038 054 070 086 102 118
‘ 7 G w g w
007 023 039 055 071 097 103 119
( 8 H X h X
008 024 | 040 056 072 088 104 120
) 9 | Y i y
009 025 042 057 073 089 1005 | 121
* : J z j z
010 026 042 058 074 090 106 122
+ ; K [ k {
011 027 043 059 075 091 107 123
‘ < L \ 1 |
012 028 044 060 076 092 108 124
- = M ] m }
013 029 045 061 077 093 109 125
. = N n n —~
014 030 046 062 078 094 110 126
/ ? 0] _ 0
015 031 047 063 079 095 111 128
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TABLE B-2. Latin supplement character set.

008 | 009 | 00A | o0OB 00C 00D 00E | OOF
NB ° A I5) a 0
SP
128 | 144 | 160 | 176 | 192 208 | 204 | 240
1 + A N a f
129 | 145 | 161 177 193 209 225 | 241
¢ 2 A 0 a 0
130 | 146 | 162 178 194 210 226 | 242
£ 3 A 0 i 6
131 | 147 | 163 179 195 211 227 | 243
o g A o] a )
132 | 148 | 164 180 196 212 228 | 244
¥ m A o) ) 0
133 | 149 | 165 181 197 213 229 | 245
! [ JiS o) ® 0
134 | 150 | 166 182 198 214 230 | 246
8 . C < c =
135 | 151 | 167 183 199 215 231 | 247
- . E 1) ¢ 2
136 | 152 | 168 184 200 216 232 | 248
© 1 E ] é U
137 | 153 | 169 185 201 217 233 | 249
a o E §] é a
138 | 154 | 170 186 202 218 234 | 250
« » E 0] e {
139 | 155 | 171 187 203 219 235 | 251
- Ya i U i u
140 | 156 | 172 188 204 220 236 | 252
- s i Y i y
141 | 157 | 173 189 205 221 237 | 253
® Y, 1 b 7 b
142 | 158 | 174 190 206 222 238 | 254
B ¢ i R i ¥
143 | 159 | 175 191 207 223 239 | 255
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TABLE B-3. Basic Latin character set explanation.

Decimal Hex Name

032 20 SPACE

033 21 EXCLAMATION MARK
034 22 QUOTATION MARK
035 23 NUMBER SIGN

036 24 DOLLAR SIGN

037 25 PERCENT SIGN

038 26 AMPERSAND

039 27 APOSTROPHE

040 28 LEFT PARENTHESIS
041 29 RIGHT PARENTHESIS
042 2A ASTERISK

043 2B PLUS SIGN

044 2C COMMA

045 2D HYPHEN-MINUS
046 2E FULL STOP

047 2F SOLIQUS

048 30 DIGIT ZERO

049 31 DIGIT ONE

050 32 DIGIT TWO

051 33 DIGIT THREE

052 34 DIGIT FOUR

053 35 DIGIT FIVE

054 36 DIGIT SIX

055 37 DIGIT SEVEN

056 38 DIGIT EIGHT

057 39 DIGIT NINE

058 3A COLON

059 3B SEMICOLON

060 3C LESS-THAN SIGN
061 3D EQUALS SIGN

062 3E GREATER-THAN SIGN
063 3F QUESTION MARK
064 40 COMMERCIAL AT
065 41 LATIN CAPITAL LETTER A
066 42 LATIN CAPITAL B
067 43 LATIN CAPITAL C
068 44 LATIN CAPITAL D
069 45 LATIN CAPITAL E
070 46 LATIN CAPITAL F
071 47 LATIN CAPITAL G
072 48 LATIN CAPITAL H
073 49 LATIN CAPITAL |
074 4A LATIN CAPITAL J
075 4B LATIN CAPITAL K
076 4C LATIN CAPITAL L
077 4D LATIN CAPITAL M
078 4E LATIN CAPITAL N
079 4F LATIN CAPITAL O
080 50 LATIN CAPITAL P
081 51 LATIN CAPITAL Q
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TABLE B-3. Basic Latin character set explanation - Continued.

Decimal Hex Name

082 52 LATIN CAPITAL R

083 53 LATIN CAPITAL S

084 54 LATIN CAPITAL T

085 55 LATIN CAPITAL U

086 56 LATIN CAPITAL V

087 57 LATIN CAPITAL W

088 58 LATIN CAPITAL X

089 59 LATIN CAPITAL Y

090 5A LATIN CAPITAL Z

091 5B LEFT SQUARE BRACKET
092 5C REVERSE SOLIDUS

093 5D RIGHT SQUARE BRACKET
094 5E CIRCUMFLEX ACCENT
095 5F LOW LINE

096 60 GRAVE ACCENT

097 61 LATIN SMALL LETTER A
098 62 LATIN SMALL LETTER B
099 63 LATIN SMALL LETTER C
100 64 LATIN SMALL LETTER D
101 65 LATIN SMALL LETTER E
102 66 LATIN SMALL LETTER F
103 67 LATIN SMALL LETTER G
104 68 LATIN SMALL LETTERH
105 69 LATIN SMALL LETTER |
106 6A LATIN SMALL LETTER J
107 6B LATIN SMALL LETTER K
108 6C LATIN SMALL LETTER L
109 6D LATIN SMALL LETTER M
110 6E LATIN SMALL LETTER N
111 6F LATIN SMALL LETTER O
112 70 LATIN SMALL LETTER P
113 71 LATIN SMALL LETTER Q
114 72 LATIN SMALL LETTER R
115 73 LATIN SMALL LETTER S
116 74 LATIN SMALL LETTER T
117 75 LATIN SMALL LETTER U
118 76 LATIN SMALL LETTER V
119 77 LATIN SMALL LETTER W
120 78 LATIN SMALL LETTER X
121 79 LATIN SMALL LETTER Y
122 TA LATIN SMALL LETTER Z
123 7B LEFT CURLY BRACKET
124 7C VERTICAL LINE

125 7D RIGHT CURLY BRACKET
126 7E TILDE
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TABLE B-4. Latin supplement character set explanation .

Decimal Hex Name

160 A0 NO BREAK SPACE

161 Al INVERTED EXCLAMATION MARK

162 A2 CENT SIGN

163 A3 POUND SIGN

164 A4 CURRENCY SIGN

165 A5 YEN SIGN

166 A6 BROKEN BAR

167 A7 SECTION SIGN

168 A8 DIAERESIS

169 A9 COPYRIGHT

170 AA FEMININE ORDINAL INDICATOR

171 AB LEFT-POINTING DOUBLE ANGLE QUOTATION MARK
172 AC NOT SIGN

173 AD SOFT HYPHEN

174 AE REGISTERED SIGN

175 AF MACRON

176 BO DEGREE SIGN

177 B1 PLUS-MINUS SIGN

178 B2 SUPERSCRIPT TWO

179 B3 SUPERSCRIPT THREE

180 B4 ACUTE ACCENT

181 B5 MICRO SIGN

182 B6 PILCROW SIGN

183 B7 MIDDLE DOT

184 B8 CEDILLA

185 B9 SUPERSCRIPT ONE

186 BA MASCULINE ORDINAL INDICATOR

187 BB RIGHT POINTING DOUBLE ANGLE QUOTATION MARK
188 BC VULGAR FRACTION ONE QUARTER

189 BD VULGAR FRACTION ONE HALF

190 BE VULGAR FRACTION THREE QUARTERS

191 BF INVERTED QUESTION MARK

192 Co LATIN CAPITAL LETTER A WITH GRAVE

193 C1 LATIN CAPITAL LETTER A WITH ACUTE

194 C2 LATIN CAPITAL LETTER A WITH CIRCUMFLEX
195 C3 LATIN CAPITAL LETTER A WITH TILDE

196 C4 LATIN CAPITAL LETTER A WITH DIAERESIS
197 C5 LATIN CAPITAL LETTER A WITH RING ABOVE
198 C6 LATIN CAPITAL LIGATURE AE

199 Cc7 LATIN CAPITAL LETTER C WITH CEDILLA
200 Cs8 LATIN CAPITAL LETTER E WITH GRAVE

201 C9 LATIN CAPITAL LETTER E WITH ACUTE

202 CA LATIN CAPITAL LETTER E WITH CIRCUMFLEX
203 CB LATIN CAPITAL LETTER E WITH DIAERESIS
204 CC LATIN CAPITAL LETTER | WITH GRAVE

205 CD LATIN CAPITAL LETTER | WITH ACUTE

206 CE LATIN CAPITAL LETTER | WITH CIRCUMFLEX
207 CF LATIN CAPITAL LETTER | WITH DIAERESIS
208 DO LATIN CAPITAL LETTER ETH (ICELANDIC)
209 D1 LATIN CAPITAL N WITH TILDE
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TABLE B-4. Latin supplement character set explanation - Continued.

Decimal
210
211
212
213
214
215
216
217
218
219
220
221
222
223
224
225
226
227
228
229
230
231
232
233
234
235
236
237
238
239
240
241
242
243
244
245
246
247
248
249
250
251
252
253
254
255

Hex
D2
D3
D4
D5
D6
D7
D8
D9
DA
DB
DC
DD
DE
DF
EO
El
E2
E3
E4
E5
E6
E7
E8
E9
EA
EB
EC
ED
EE
EF
FO
F1
F2
F3
F4
F5
F6
F7
F8
F9
FA
FB
FC
FD
FE
FF

Name

LATIN CAPITAL LETTER O WITH GRAVE
LATIN CAPITAL LETTER O WITH ACUTE
LATIN CAPITAL LETTER O WITH CIRCUMFLEX
LATIN CAPITAL LETTER O WITH TILDE
LATIN CAPITAL LETTER O WITH DIAERESIS
MULTIPLICATION SIGN

LATIN CAPITAL LETTER WITH STROKE
LATIN CAPITAL LETTER U WITH GRAVE
LATIN CAPITAL LETTER U WITH ACUTE
LATIN CAPITAL LETTER U WITH CIRCUMFLEX
LATIN CAPITAL LETTER U WITH DIAERESIS
LATIN CAPITAL LETTER Y WITH ACUTE
LATIN CAPITAL LETTER THORN (ICELANDIC)
LATIN SMALL LETTER SHARP S (GERMAN)
LATIN SMALL A WITH GRAVE

LATIN SMALL LETTER A WITH ACUTE
LATIN SMALL LETTER A WITH CIRCUMFLEX
LATIN SMALL LETTER A WITH TILDE

LATIN SMALL LETTER A WITH DIAERESIS
LATIN SMALL LETTER A WITH RING ABOVE
LATIN SMALL LIGATURE AE

LATIN SMALL LETTER C WITH CEDILLA
LATIN SMALL LETTER E WITH GRAVE
LATIN SMALL LETTER E WITH ACUTE
LATIN SMALL LETTER E WITH CIRCUMFLEX
LATIN SMALL LETTER E WITH DIAERESIS
LATIN SMALL LETTER | WITH GRAVE

LATIN SMALL LETTER | WITH ACUTE

LATIN SMALL LETTER | WITH CIRCUMFLEX
LATIN SMALL LETTER | WITH DIAERESIS
LATIN SMALL LETTER ETH (ICELANDIC)
LATIN SMALL LETTER N WITH TILDE

LATIN SMALL LETTER O WITH GRAVE
LATIN SMALL LETTER O WITH ACUTE
LATIN SMALL LETTER O WITH CIRCUMFLEX
LATIN SMALL LETTER O WITH TILDE

LATIN SMALL LETTER O WITH DIAERESIS
DIVISION SIGN

LATIN SMALL LETTER O WITH STROKE
LATIN SMALL LETTER U WITH GRAVE
LATIN SMALL LETTER U WITH ACUTE
LATIN SMALL LETTER U WITH CIRCUMFLEX
LATIN SMALL LETTER U WITH DIAERESIS
LATIN SMALL LETTER Y WITH ACUTE
LATIN SMALL LETTER THORN (ICELANDIC)
LATIN SMALL LETTER Y WITH DIAERESIS
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B.4.9 File system constraints. A NITF file is presented as a stream of contiguous bytes. This format
may not be suitable for some file systems (e.g. those that store files on block boundaries vice byte boundaries) .
The translation of files to and from the local file format for a system should be examined for potential
incompatibilities before an implementation is attempted.

B.4.10 Security considerations. A NITF file contains sufficient security information in the file header,
image and graphic subheaders to allow implementors to meet virtually any security requirement for displaying
classification data. Exact security information handling requirements generally are specified by appropriate
accreditation authorities or specific user requirements. It is recommended that implementors extract the
classification data from one or more of the header/subheaders and ensure that the information is always displayed
whenever the pertinent part of the NITF file is displayed. Implementations should not rely on graphic overlays
alone to present security and handling instructions. Panning, roaming, zooming, and other imagery manipulation
operations may cause security label graphics to move off the screen or not be printed.
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(0.0) LSO=3
~a PSO =3 LOD ﬂ
b I
A ?
LGC=1
1L AD IlGR=1
v @ 4 L
I
cr
( )I 5
@ l ® ®
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Geoaranhic (GEO)

Seaghpic{ses)
Saconds (SEC)
SECORESHoEG)

Tyuna

Hype
Units
SRRS

\WGS84

Datum

VOO0

Zatotrt

Maeatars (M)

Units
SRRS

TVICTCTo (Vi)

\WGS84

Datum

LR A A4S o g

Doatotrt
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P P
= H| H| H Pl H]| H
P P
pl us pl us
\%
Vv \%
\% \%
Where P = ACCPO H = ACCHzZ vV = ACCVT

A ltornatives for definina_rmixed pesitional '

C.5 DETAILED REQUIREMENTS

C.5.1 GEOPS - Geo positioning information. GEOPS defines the absolute coordinate system to which
the data is georeferenced. This absolute coordinate system may be a geographic system or a cartographic
coordinate system. The GEOPS extension is detailed in table C-1. A single GEOPS must be placed in the Image
Subheader Extended Subheader Data field for each georeferenced image item ina NITF file.
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FIELD NAME SIZE VALUE RANGE TYPE
DVR Vertical Datum-Name- 25 BGS-A c
DIGEST Part 3
VDGCdvr | Vertical Datum-Code- 4 « c
DAG Datum-Geodetic-Name- 25 « R
bcb Datum-Geodetic-Code- 4 = R
PRN Projection Name. 2% [ BCSA =
see- DIGEST Part-3
PCO Projection-Code- 2 = c
PAA Proj—Param-No—1- 10 BGS-N c
see- DIGEST Part-3
PAB Proj.Param-No—2- 10 « c
PAC Proj—Param-No—3- 10 « c
PAE Proj.—Param-No—4- 10 « c
XOR Projection-False X {Easting)-Origin- 10 « c
YOR Projection-False-Y-(Northing)Origin- 10 = c

106



MIL-STD-2500B

107



MIL-STD-2500B

SIZE VALUE RANGE TYPE
Unique-Extension-ldentifier- 5 BGS-A R
MAPLO
1 BCS-A R
A
Length-of Entire Tagged-Record{(Numberof 5 BGS-N R
: 00038
Data-Densityfor EAV Direction—Data-interval 5 BGCS-N R
DataDensityfor N/S Direction—Data-interval 5 00001-99999 R
Unpits-of Measurementof LOD-and LAD- 3 BCS-A R
see-DIGEST Part-3
Eastingof Reference Origin- 11 BGS-N R
SEmmmmmmmm-n
Northingof Reference Origin- 11 BGS-N R
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UNlaah Unit-of Measure-for AAH—Units for AAH (See | 3 BCS-A R
DIGEST Part-3)
AANM Absolute-Vertical Accuracy—Absolute vertical 5 BGCS-N R
: 7 on/oul .
UNlaav Unit-of Measure-for AAV-—Units for AAV{See | 3 BCS-A R
DIGEST Part-3)
APH Point-to-Point{Relative)-Horizontal—Point-to- 5 BCS-N R
plelﬁ_nt ('EIE‘“."E)ZI OFZ6 _tal aceuracy-forthe
UNlaph Unit-of Measure-for APH-Units for APH (See | 3 BCS-A R
DIGEST Part-3)
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FIELD SIZE VALUE RANGE TYPE
CETAG Unigue-Extension-ldentifier- 5 BCS-A R
CEVER Versign- 1 BCS-A R
CEL Length-of Entire Tagged-Record(Number of 5 BGCS-N R
Bytes): 2+
NUM-SETS*
{308+ NUM-—MAG* {68+
NUM—COO0-%*22) +147+
NIN-X201
+ NE-227)
NUM-SETS | Numberof SourceDescription [ 2 | BCS-N R
For-each-seurce
BAD ldentifier-of Derived-lmage-layer-(Image-1D)- 10 BCS-A c
N Number-of-Legend-tmages 2 BCS-N R
NIN Number-of-Insets 2 BCS-N R
PRT Series-Designator 10 BCS-A R
(e-g-—1501G)
URE Unigue-Seurce-1D 20 BCS-A R
(”H.“ ber Ig' I'la' e’ " 'Illel Ny 'e'l u_sesl '.’;H I
source)
EDN Source-Edition-Number 7 BCS-A R
NAM Full-Name-of Source-Document 20 BCS-A R
cbp Type-of Significant-Date 3 BCS-N R
the-product for-computation-of the-probable- Annex-B-for-date-codes)
il ’ I .
BFGd-H-Gt—aHd—GFFGH—m—SHHGES—). O
cbv Significant-Date-Value 8 BCS-A R
YYYMMDD)
cod Country Code 2 BCS-A R
cbhv27 Perishable Information-Date-Value 8 BCS-A—(YYYYMMDD) R
cbhv27 Perishable Information-Date-Value 8 BCS-A—(YYYYMMDD) R
SCA Reciprocal-Cartographic-Scale 9 BCS-N R
GRD Cartographic-Grid-Code 8 BCS-A R
{See-Digest-Part-3)
SQuU Area-Coverage 10 BCS-N R
: I : I ;
UNlsgu Unit-of Measurefor SQU 3 BCS-A R
{See DIGEST Part-3)
PCl Predominant-Contourtnterval 4 BCS-N R
UNipei Unit-of Measure-for- Contour-Interval 3 BCS-A R
{DIGEST Part 3}
WPC Percentage-Covered-by Water 3 BCS-N R
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SiZE VALUE RANGE TYPE
Navigation-SystemType 3 BGS-N R
{DIGEST Part 4}
Elipsoid-Name-to-which-the-source refers 25 BCS-A R
{DIGEST Part 3)
EHipsoid-Code 3 BCS-A R
{DIGEST Part 3}
Datum-Vertical Reference 25 BCS-A R
{DIGEST Part 3)
Codefor-Datum-of-\ertical Reference 4 BCS-A R
{DIGEST Part 3)
Sounding-Datum-Name 25 BCS-A R
{DIGEST Part 3)
Code-for—Sounding-Datum 4 BCS-A R
{DIGEST Part 3)
Geodetic-Datum-Name 25 BCS-A R
{DIGEST Part 3)
Geodetic-Datum-Code 4 BCS-A R
{DIGEST Part 3}
Highest-Known-Elevation-in-Source 6 BCS-N R
{e-g—==NNNNN)
Units-of HKE 3 BCS-A R
{DIGEST Part 3)
Longitude/Easting-of HKE 11 BCS-N R
==ddd-dddddd-/
S=mmmmmmmmm
Latitude/Northing-of HKE 11 BGS-N R
==ddd-dddddd-/
S=mmmmmmmmm
NUM-MAG | Number-of Sets-of Magnetic-Information 2 BCS-N R
00-20
Type-of Date 3 BCS-N R
{DIGEST Part 4}
Date-of Magnetic-tnformation 8 BCS-A R
YYMMDBD)
Annual-Angular-Magnetic Rate-of Change 8 BCS-N R
{actual-real-value)
Unitsfor-Magnetic-Rate-of Change 3 BCS-A R
{DIGEST Part 3)
Grid-North-- Magnetic North-Angle (GMA)- 8 BCS-N R
Unitsof GMA 3 BCS-A R
{DIGEST Part 3)
Longitude/Easting-Coordinate of GMA- 11 BCS-N R
Reference-Paint {==ddd.dddddd/
Emmmmmmmm-n)
Latitude/Northing-Coordinate of GMA- 11 BCS-N R
Reference-Paoint {==ddd.dddddd/
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SIZE VALUE RANGE TYPE
Grid-Convergence-Angle 8 BCS-N R
{actual-realvalue)
Units of GCA 3 BGS-A R
{DIGEST Part 3)
NUM-COO | Number-of Coordinates-in-Bounding-Polygen | 2 BGCS-N R
(04-99)
Longitude/Easting-of the G-M-Angle 11 BCS-N R
Reference Point ==ddd-dddddd/
Emmmmmmmn-n
Latitude/Northing-of the G-M-Angle 11 BGS-N R
Reference Point ==ddd-dddddd/
Emmmmmmmn-n
Projection-Name 25 BGS-A R
{DIGEST Part 3)
Projection-Code 2 BGS-A R
{DIGEST Part 3)
Proj—Param-No1 10 BGS-N R
{DIGEST Part 3)
Proj—Param-No.2 10 BGS-N R
{DIGEST Part 3)
Proj—Param-No.-3 10 BGS-N R
{DIGEST Part 3)
Proj—Param-No4 10 BGS-N R
{DIGEST Part 3)
X{Easting)-False-Origin-of Projection 10 BGCS-N R
Emmmmmmnm-
Y- {Northing)-False-Origin-of Projection 10 BGS-N R
Emmmmmmnm-
Security-Classification-of Source 1 TS RIY R
Originator’s-Permission-Required-for 1 YN R
Downgrading-(Y-or N}
Downgrading-Date- Value 8 YYYYMMDD c
Releasibility 25 BGS-A c
‘(‘” o-release 'ESE”G,E,'GI'SIEI*'ES Lin thi
Copyright-Statement 25 BGS-A R
(III 1one Iu_ GO ;'”ISHIEE shall-be
NUM-SETS | Numberofinsets 2 BGS-N R
";G-r—eaeh—m-set—. e
Unigue1D-for-Inset 10 BGS-A R
Reciprocal-Scale-of inset 9 BGS-N R
Name-of-Inset 25 BGS-A R
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FIELD NAME SIZE | VAUE RANGE TYPE
NTL Absolute-longitude-of lower leftcorner-of 11 BCS-N R
inset ==ddd-dddddd/

SEmmmmmmmmm

L Abseolutelatitude-of-lowerleft-corner 11 = R
NVL Absolute-longitude-of upper-leftcorner 11 = R
RV Absolute-latitude-of upper-left-corner 11 = R
NFR Abselute-longitude-of upperright-corner 11 = R
FFR Abselute-latitude-of upperright-corner 11 = R
NVR Absolute-longitude-of lower right corner 11 = R
VR Absolute-latitude-of lower right corner 11 = R
NRLE Relative-longitude-of-lower-left-corner 11 = R
FRE Relative-latitude-oHower-left-corner 11 = R
NSE Relative-longitude-of upper-leftcorner 11 = R
FSk Relative-latitude-of upper-left-corner 11 = R
NRR Relative-longitude-of upperright corner 11 “ R
TRR Relative latitude-of upper rightcorner 11 “ R
NSR Relative-longitude-of lower right corner 11 “ R
TSR Relative-latitude-of lower rightcorner 11 “ R
NUM-LEG | Numberoflegends 2 BCS-N R
S

NAM Legend-name 25 BCS-A R
BAD Image file-ldentifier 2 BCS-N R

{mage D) 00-99
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FIELD | NAME | SIZE | VALUERANGE | FYPE
REX Resolution-E-W Direction-{unit UNlres) 6 R
REY Resolution-N-S-Direction—{unit UNlres) 6 c
GSX Ground-Sample Distance-at-Source E-WW Direction- | 6 c
{unit-UNIres)

GSY Ground-Sample-Distance-at Source-N-S Direction | 6 c
{unit-UNIres)

UNlres Unit-forreselution 3 R

e Amxilliary_

VEC Vector-or-Mission-Name 8 R
NS Senser-or-astrument-Name 8 R
MOD Spectral-Mode 4 R
PRL Processing-Level 5 R
CbVo7 Acquisition-Date 8 R
OO YMMBD)
ACT Acguisition-Time{seconds) 14 R
ANG Incidence-Angle v R
(+/-BDbb.bb)
UNlang Unit-of Incidence-Angle 3 BCS-A(DEG) R
ALT Altitude 9 R
(LAAAAAAAY
UNlakt Unit-of Altitude 3 R
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FIELD FORMATF FYRE
CETAG Unigue-Extension F5 RPEDES R
CEVER F A R
CEL Length-of Entire Tagged 5 TBD R
NUM-SETS No—of Attribute Offset S 1 ormore R
NUM-AREA No-—of Areas S 1 ormore R
ATT-OTO Att—Offset Fable Offset } actual R
ATT ORL Att—Offset Record S actual R

ATTID | DERINIHON PARAMD DEFRINIFHON FORMA
T
1 Currency Date 1 Currency Date 8
2 Production-Date 1 Production-Date 8
4 Map/Chart-Source 1 Series-Designation 710
4 Map/Chart-Source 2 Map-Designation 8
4 Map/Chart Source 3 Old-Horizontal Datum T4
4 Map/Chart-Source 4 Edition 1D =
5 Projection-System 1 Projection-Code 2
5 Projection-System 2 Parameter A F
5 Projection-System 3 Parameter B F
5 Projection-System 4 Parameter C F
5 Projection-System 5 Parameter D F
6 Vertical Datum 1 Vertical- Datum-Code 4
4 Herizontal Datum 1 Horizontal- Datum-Code 4
8 Vertical-Abselute-Accuracy 1 Vertical-Absolute-Acecuracy 1
8 Unitsfor- Vertical-Accuracy 2 Units-of Measure S
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9 Horizontal-Abssolute 1 Horizontal-Abssolute-Accuracy 1
Aceuraey
9 Unitsfor Horizontal-Accuracy 2 Units-of Measure S
10 Vertical Relative-Accuracy 1 Vertical Relative-Accuracy 1
10 Unitsfor- Vertical-Accuracy 2 Units-of Measure S
11 Horizontal Relative-Accuracy 1 Horizontal Relative Accuracy 1
11 Unitsfor Horizontal-Accuracy 2 Units-of Measure S
12 Elipsoid 1 Ellipsaid-Code T3
13 Sounding-Datum 1 Seunding-Batum-Code T4
14 Navigation-System 1 Navigation-System-Code 1
15 Grid 1 Grid-code-used-for-the RPFframe 2
16 Easterly-Annual-Magnetic 1 Easterly-Annual-Magnetic-Change F
Change
I s of - > oot - S
17 Westerly-Annual-Magnetic 1 Westerhy-Annual-Magnetic Change- E
Change
7 - - > - - S
18 :.EEE agnetic ;_ega T :.”EEI 2 EE;;.EgE E ; =
(G-M)-Angle Angle
18 Units-of Angle 2 Units-of Angle S
19 Grid-Convergence-Angle 1 Grid-Convergence-Angle F
19 Units-of Angle 2 Units-of Angle S
20 Maximum-Elevation 1 Highest Known-Elevation R
20 Units-of Elevation 2 Units-of Elevation S
20 Latitude-of Elevation 3 Latitude of Highest Point R
20 Longitude-of Elevation 4 Longitude of Highest-Point R
21 Multiple Legend 1 Legend-File Name T2
FIELD NAME FORMA VALUE RANGE UNITS TYPRE
EACTO Explicit-Areal Coverage 1 8 Bytes R
Table Offset
EACRL Explicit-Areal Coverage s 82 (when-5-vertices Bytes R
Record-Length are-used)
CCRL Corner-Coordinate s 16 Bytes R
Record-Length
NUM-VE | Number-of Vertices S At-least-3-but NIA R
R ustaly 5
LAT Latitude R -90-t0-90 Degrees R
LON Longitude R -180-t0-186 Degrees R
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